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Introduction
This document captures  agreements for Rel-18 RAN4 UE feature list in RAN4#110bis meeting after Thursday adhoc discussion.
28. NR_channel_raster_enh
Agreement in RAN4#110:
	Features
	Index
	Feature group
	Components

	Prerequisite feature  s
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	28. NR_channel_raster_enh
	28-1
	Enhanced channel raster
	The UE supports the requirements for UE channel bandwidths located on the enhanced channel raster of a band as specified in TS 38.101-1, TS 38.101-5
	
	Yes
	
	UE may not support requirements for UE specific channel bandwidths located on enhanced channel raster;
configuring a narrower UE-specific channel bandwidth inside a wider gNB channel bandwidth may not be possible.
	Per Band
	No
	FR1 only
	The feature is supported for applicable bands in FDD-TDD and FR1/FR2 combinations
	Applies only for bands with a 100 kHz channel raster for both TN and NTN.

Should be early implementable from Rel-16.
	
Mandatory with capability signaling for all Rel-18 UEs for certain bands as defined in 38.101-1 and 38.101-5

Optional otherwise

FFS for RedCap




Agreement in RAN4#110bis meeting:
For Rel-18, at least support the enhanced channel raster as mandatory feature for (e)Redcap UEs in the same set of NR operating bands for eMBB UEs. FFS on other bands. 
Change RedCap to (e)RedCap in the “mandatory/optional” column.
	Features
	Index
	Feature group
	…
	Mandatory/Optional

	28. NR_channel_raster_enh
	28-1
	Enhanced channel raster
	 Unchanged columns are omitted
	Mandatory with capability signaling for all Rel-18 UEs for certain bands as defined in 38.101-1 and 38.101-5

Optional otherwise

FFS for (e)RedCap






38. NR_MC_enh
38-4 and 38-5
Agreements in RAN4#110:
	Features 
	Index 
	Feature group 
	Components 
 
	Prerequisite feature groups 
	Need for the gNB to know if the feature is supported 
	Applicable to the capability signalling exchange between UEs (V2X WI only)”. 
	Consequence if the feature is not supported by the UE 
	Type 
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC) 
	Need of FDD/TDD differentiation 
	Need of FR1/FR2 differentiation 
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2 
	Note 
	Mandatory/Optional 

	38. 
NR_MC_enh 
	38-4
	[Additional switching Period for Dual UL]
	[1. Indicate additionally the supported Tx switching period for switching between a band pair and another band pair or another band, when Rel-18 UL Tx switching is configured by uplinkTxSwitchingMoreBands-r18. If the capability is not reported, the switching period reported in switchingPeriodFor2T-r18 or switchingPeriodFor1T-r18 applies, as specified in TS 38.214 and TS 38.101-1.]

	38-1
	Yes 
	N/A 
	[UL Tx switching across more than 2 bands cannot be supported for the band pair in the band combination.]
	Per BC
	No
	FR1 only 
	Support mixture of FDD/TDD 
	 Component 1 candidate value: {35us, 140 us, 210us}
	Optional with capability signaling 

	38. 
NR_MC_enh 
	38-5
	[preferredBandPairs for four-band switching case]
	[1. Support the indication of the switching period can be improved to min {max(Tswitch_A-C, Tswitch_B-D), max(Tswitch_A-D, Tswitch_B-C)}  assuming UE’s preferred (switched-from, switched-to) band pairs for parallel UL transmission switching for a band combination consisting of four different bands.]
	38-1
	Yes
	N/A 
	[Network can only assume the maximum switch period]
	Per BC 
	No
	FR1 only
	 Support mixture of FDD/TDD 
	[Note: Detailed information can refer to the LS to RAN2 in R4-2317609]
	Optional with capability signalling 



Agreement in RAN4#110bis meeting:
If 38-5 is merged to 38-4, 38-5 will be removed from feature list.

38-7  Switching period restriction for fallback band combination
Agreement in RAN4#110bis meeting:
	38. 
NR_MC_enh 
	38-7
	Switching period restriction for fallback band combination
	Indicates whether the same value of switching period is applicable to the fallback band combinations for given band combination supporting uplink Tx switching across up to four bands. When the field is included for a band combination, it represents the largest value, i.e. 210us is supported for each band pair in all fallback band combinations for a given band combination supporting UL Tx switching across up to 4 bands.
	38-1
	Yes
	N/A
	The same switching period reported for each band pair in this band combination is supported for the same band pair in all the fallback band combinations.
	Per BC
	No
	FR1 only
	Support mixture of FDD/TDD
	
	Optional with capability signaling




41. NR_cov_enh2  
Agreements in RAN4#110
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	41.NR_cov_enh2
	41-1
	Support of ΔPPowerClass reporting mechanism
	Support of ΔPPowerClass /ΔPPowerClass, CA/ΔPPowerClass, EN-DC/ΔPPowerClass, NR-DC reporting which is triggered upon uplink duty cycle exceedance or upon return to the power class after the duty cycle exceedance, as specified in TS 38.101-1 and TS 38.101-3.
	No
	Yes
	N/A
	UE does not support of report on the ΔPPowerClass 
	Per UE
	No
	FR1 only
	N/A
	Component 1 candidate values:        
· Type 1: The UE can only report ∆PPowerClass  for non-CA operation
Type 2: The UE can report ∆PPowerClass  for non-CA operation, and the UE can also report ∆PPowerClass/ ΔPPowerClass,CA/∆PPowerClass,EN-DC/∆PPowerClass,NR-DC for CA operation.
	Optional with capability signalling

	41.NR_cov_enh2
	41-2
	Power boosting for DFT-s-OFDM pi/2 BPSK and QPSK transmissions without modified spectrum flatness requirement 
	1. Support of UE power boosting for DFT-s-OFDM pi/2 BPSK and QPSK without modified spectrum flatness requirement for PC3 and PC2 MPR reduction, when applicable as defined in 6.2 of TS 38.101-1.The power boosting is only enabled when signalled via RCC powerBoostPi2BPSKRel18 for BPSK and powerBoostQPSKRel18 for QPSK
	1-6, 1-7

	Yes
	N/A
	UE cannot power boost without modified spectrum flatness requirement
	Per FS
	NO
	FR1 only
	N/A
	FFS – RAN4 is still discussing the applicable scenarios
	Optional with capability signalling

	41.NR_cov_enh2
	42-3
	Power boosting for DFT-s-OFDM pi/2 BPSK and QPSK transmissions with modified spectrum flatness requirement shaping
	1. Support of  UE power boosting for DFT-s-OFDM pi/2 BPSK and QPSK with modified spectrum flatness requirement for PC3 and PC2 MPR reduction, when applicable as defined in 6.2 of TS 38.101-1. The power boosting is only enabled when signalled via RCC powerBoostPi2BPSKRel18 for BPSK and powerBoostQPSKRel18 for QPSK
	1-6, 1-7
	Yes
	N/A
	UE cannot power boost with modified spectrum flatness requirement
	Per FS
	NO
	FR1 only
	N/A
	FFS – RAN4 is still discussing the applicable scenarios
	Optional with capability signalling



Agreement in RAN4#110bis meeting:
No update on UE feature list for NR_cov_enh2 in this meeting.

