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6.2G.4.5	Test requirement
The maximum output power measured shall not exceed the values specified in Table 6.2G.4.5-1.
Table 6.2G.4.5-1: PCMAX configured UE output power
	
	Maximum output power 

	
	Test ID 1,2
	Test ID 3

	Measured UE output power test point 1
	0 dBm ± (7+TT)
	0 dBm ± (7+TT)

	Measured UE output power test point 2
	14 dBm ± (6+TT)
	14 dBm ± (6+TT)

	Measured UE output power test point 3
	18 dBm ± (5+TT)
	18 dBm ± (5+TT)

	Measured UE output power test point 4
	Note 3
	Note 4

	Note 1:	TT for each frequency and channel bandwidth is specified in Table 6.2G.4.5-4.
Note 2:	Power class 3 is default power class unless otherwise stated.
Note 3:	The maximum output power shall be within the range in Table 6.2G.4.5-2.
Note 4:	The maximum output power shall be within the range in Table 6.2G.4.5-3.



Table 6.2G.4.5-2: Measured UE output power test point 4 for Test ID 1,2
	NR
band
	Tolerance (dB)

	n1
	20 dBm + 4+TT/-6-TT

	n2
	20 dBm + 4+TT/-6-TT

	n3
	20 dBm + 4+TT/-6-TT

	n5
	20 dBm + 4+TT/-6-TT

	n7
	20 dBm + 4+TT/-6-TT

	n8
	20 dBm + 4+TT/-6-TT

	n12
	20 dBm + 4+TT/-6-TT

	n14
	20 dBm + 4+TT/-6-TT

	n20
	20 dBm + 4+TT/-6-TT

	n24
	20 dBm + 4+TT/-6-TT

	n25
	20 dBm + 4+TT/-6-TT

	n26
	20 dBm + 4+TT/-6-TT

	n28
	20 dBm + 4+TT/-6-TT

	n30
	20 dBm + 4+TT/-6-TT

	n34
	20 dBm + 4+TT/-6-TT

	n38
	20 dBm + 4+TT/-6-TT

	n39
	20 dBm + 4+TT/-6-TT

	n40
	20 dBm + 4+TT/-6-TT

	n41
	20 dBm + 4+TT/-6-TT

	n50
	20 dBm + 4+TT/-6-TT

	n51
	20 dBm + 4+TT/-6-TT

	n65
	20 dBm + 4+TT/-6-TT

	n66
	20 dBm + 4+TT/-6-TT

	n70
	20 dBm + 4+TT/-6-TT

	n71
	20 dBm + 4+TT/-6-TT

	n74
	20 dBm + 4+TT/-6-TT

	n77
	20 dBm + 4+TT/-6-TT

	n78
	20 dBm + 4+TT/-6-TT

	n79
	20 dBm + 4+TT/-6-TT

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.2D.4.5-4.



Table 6.2G.4.5-3: Measured UE output power test point 4 for Test ID 3
	[bookmark: _Hlk100055408]NR
band
	Tolerance (dB)

	n34
	23 dBm + 2+TT/-3-TT

	n39
	23 dBm + 2+TT/-3-TT

	n40
	23 dBm + 2+TT/-3-TT

	n41
	23 dBm + 2+TT/-3-TT

	n77
	23 dBm + 2+TT/-3-TT

	n78
	23 dBm + 2+TT/-3-TT

	n79
	23 dBm + 2+TT/-3-TT

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.2G.4.5-4.



Table 6.2G.4.5-4: Test Tolerance (configured transmitted power for Tx Diversity)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7
	1.0

	40MHz < BW ≤ 100MHz
	1.0
	1.0
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