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[Start of change]
4.9.38	Test procedure to check TMGI and associated MRB reception in a multicast MBS session
4.9.38.1	Scope
The purpose of this procedure is to check that a TMGI for a multicast MBS session is valid and the MRB associatedccosicated with the TMGI could be successfully received by UE in the multicast MBS session.
4.9.38.2	Procedure description
4.9.38.2.1	Initial conditions
System Simulator:
-	1 NR Cell connected to 5GC, default parameters.
User Equipment:
-	The UE is in state 1N-A.
4.9.38.2.2	Procedure sequence
Table 4.9.38.2.2-1: Procedure to check TMGI and associated MRB reception in a multicast MBS session
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	1
	The SS transmits a Paging message including TMGI.
	<--
	NR RRC: Paging
	-
	-

	2-8
	Steps 2 to 8 of the NR RRC_CONNECTED procedure in Table 4.5.4.2-3 to complete service procedure.
	-
	-
	-
	-

	9
	The SS transmits an RRCReconfiguration message to establish MRB.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	10
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	11a1-11a2
	Steps 9a1 to 9a2 of the NR RRC_CONNECTED procedure in Table 4.5.4.2-3 are executed with condition UE TEST LOOP MODE C and Multicast MRB.
	-
	-
	-
	-

	12
	The SS transmits a MBS Packet on Multicast MRB associated with TMGI in the step 1. 
	<--
	MBS Packet.
	-
	-

	13
	The SS transmits an UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST message.
	<--
	NR RRC: DLInformationTransfer
TC: UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST
	-
	-

	14
	UE responds with UE TEST LOOP MODE C MBMS PACKET COUNTER RESPONSE.
	-->
	NR RRC: ULInformationTransfer
TC:UE TEST LOOP MODE C MBMS PACKET COUNTER RESPONSE
	-
	-

	15
	Check: Is the number of reported MBS Packets received on the MRB in step 14 equal to 1?
	-
	-
	-
	P



4.9.38.3	Specific message contents
Table 4.9.38.3-1: Paging (step 1, Table 4.9.38.2.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-9 with, condition TMGI

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList 
	Not present
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    pagingGroupList-r17 SEQUENCE (SIZE(1..maxNrofPageGroup-r17)) OF TMGI-r17 {
	1 entry
	
	

	      TMGI-r17[1]
	TMGI
	entry 1
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 4.9.38.3-2: RRCReconfiguration (step 9, Table 4.9.38.2.2-1)
	Derivation Path: TS 38.508-1 [4],Table 4.6.1-13 withand condition NR 

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      radioBearerConfig
	RadioBearerConfig with condition MRBm and UM_PTM
	m=1
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        masterCellGroup
	CellGroupConfig with condition MRBm and UM_PTM
	m=1
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 4.9.38.3-3: CLOSE UE TEST LOOP (step 11a1, Table 4.9.38.2.2-1)
	Derivation Path: TS 38.508-1 [4], TableClause 4.7A.2-3, condition UE TEST LOOP MODE C and Multicast MRB



Table 4.9.38.3-4: UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST (step 13, Table 4.9.38.2.2-1)
	Derivation Path: TS 36.508 [26], Table 4.7A-9



[End of change]
