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<Start of Changes>
[bookmark: _Toc43977121][bookmark: _Toc52213699][bookmark: _Toc60743164][bookmark: _Toc68206347][bookmark: _Toc75972145][bookmark: _Toc85051583][bookmark: _Toc90493605][bookmark: _Toc90494245][bookmark: _Toc100094286][bookmark: _Toc106872979][bookmark: _Toc139022581]7.3B.2.3_1.1	Reference sensitivity for EN-DC within FR1 (3 CCs)
Editor's note:	The test requirements section of this test case contains some EN-DC configurations that have no test points defined meaning these cannot be tested.
Editor's note:	For EN-DC configurations with >1NR CC, test points in Table 7.3B.2.3_1.1.4.1-0 only need to be tested if the configuration is a max NR CC of the UE, where detailed execution rules are FFS.
<Unchanged Skipped>
Table 7.3B.2.3_1.1.4.1-0: Test Configuration Table for all EN-DC configurations for FR1 non-exception requirements
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [6] clause4.3.1, 
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	DC_XA_nYA-nZA
Mid range for MCG and SCG

DC_XA_nYC:
Mid range for XA
Low range, High Range for nXC

DC_(n)XCA:
Low range, High Range

DC_XA_nY(2A):
TBD

	NR Test Channel Bandwidths as specified in TS 38.508-1 [6] clause 4.3.1
E-UTRA Test Channel Bandwidths as specified in TS 36.508 [11] clause 4.3.1.
	Refer to "NR NRB"and "E-UTRA NRB" columns

	Network signalling value
	NS_01 by default, exceptions listed in Table 7.3.3-3, dependent on PCC Band

	Test SCS for the NR cell as specified in TS 38.521-1 [8] Table 5.3.5-1
	Lowest SCS per Channel Bandwidth

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCC1 – EUTRA/NR
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc/UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc/
ULalloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc/UL alloc

	Test Settings for a DC_(n)XCA Configuration (Intra-band contiguous EN-DC with LTE CA)– Note 2

	1
	X
	default
	
	
	X
	default
	
	
	nX
	default
	
	

	
	QPSK
	QPSK
	Highest
	All RBs / REFSENS_LTE
	N/A
	QPSK
	Highest
	All RBs / 0
	DFT-s-OFDM  QPSK
	CP-OFDM QPSK
	Highest
	All RBs / REFSENS_NR

	Test Settings for a DC_XC_nXA Configuration (Intra-band non-contiguous EN-DC with LTE CA)– Note 3

	
	
	
	
	
	
	
	No test required, LTE 1CC fallback is tested in 7.3B.2.2
	
	
	
	
	

	Test Settings for a DC_XA-XA_nXA/ DC_XA_(n)XAA Configuration (Intra-band non-contiguous EN-DC with LTE CA)– Note 3

	
	
	
	
	
	
	
	No test required, LTE 1CC fallback is tested in 7.3B.2.2
	
	
	
	
	

	Test Settings for a DC_XA_nYC Configuration (Inter-band EN-DC with NR CA, 2 bands) – Note 1,5

	1
	X
	default
	
	
	nY
	default
	
	
	nY
	default
	
	

	
	N/A
	N/A
	5 MHz
	0/0
	N/A
	CP-OFDM QPSK
	Highest
	All RBs / 0
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest
	All RBs / REFSENS_NR

	Test Settings for a DC_XA_nY(2A) Configuration (Inter-band EN-DC with NR CA, 2 bands) – Note 1,5

	1
	X
	default
	
	
	nY
	default
	
	
	nY
	default
	
	

	
	N/A
	N/A
	5 MHz
	0/0
	N/A
	CP-OFDM QPSK
	Highest
	All RBs / 0
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest
	All RBs / REFSENS_NR

	Test Settings for a DC_XC_nYA, DC_XA-XA_nYA Configuration (Inter-band EN-DC with LTE CA, 2 bands) – Note 3

	
	
	
	
	
	
	
	No test required, LTE 1CC fallback is tested in 7.3B.2.3
	
	
	
	
	

	Default Test Settings for a DC_XA-YA_nZA Configuration (Inter-band EN-DC with LTE CA, 3 bands) – Note 3

	
	
	
	
	
	
	
	No test required, LTE 1CC fallback is tested in 7.3B.2.3
	
	
	
	
	

	Default Test Settings for a DC_XA_nYA-nZA  Configuration (Inter-band EN-DC with NR CA, 3 bands) – Note 1,5

	1
	X
	Mid
	
	
	nY
	default
	
	
	nZ
	default
	
	

	
	N/A
	N/A
	5 MHz
	0/0
	N/A
	CP-OFDM QPSK
	Highest
	All RBs / 0
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	Highest
	All RBs / REFSENS_NR

	2
	X
	Mid
	
	
	nYnZ
	default
	
	
	nZnY
	default
	
	

	
	N/A
	N/A
	5 MHz
	0/0
	DFT-s-OFDM QPSKN/A
	CP-OFDM QPSK
	Highest
	All RBs / 0
REFSENS_NR
	DFT-s-OFDM QPSKN/A
	CP-OFDM QPSK
	Highest
	All RBs / REFSENS_NR0

	Note 1:	LTE anchor agnostic configuration
Note 2:	Not LTE anchor agnostic configuration due to exception requirement for intra-band contiguous CA in clause 7.4B, 7.5B, 7.6B.2, 7.6B.3, 7.6B.4, 7.7B, 7.8B, 7.9B test cases 
Note 3:	LTE anchor agnostic configuration with LTE CA where LTE CA fallback to 1CC is sufficient to test
Note 4:	In a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
Note 5:	For UE supporting multiple EN-DC configurations with the same NR CA combination, only one EN-DC configuration is tested.
Note 6:	REFSENS_LTE refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.3-2 of TS 36.521-1 [10].
REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
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