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[bookmark: _Toc476817193]Annex B (normative):
Applicability of the individual test
The applicability of each individual test is identified in the table B.1.
The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.


Table B.1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	SKIPPED ROWS

	20.22.29
	Packet Measurement order procedure / Downlink transfer / Normal case/ 3G cell reselection dedicated parameters
	R99
	MS supporting both GPRS and UTRAN
	
	C324
	TSPC_AddInfo_on_auto_GPRS_AP,
TSPC_Type_UTRAN FDD, TSPC_Type_UTRAN TDD
	

	20.22.29a
	Packet Measurement order procedure / Downlink transfer / Normal case/ 3G cell reselection dedicated parameters with GEA2
 and UEA2 cipheringVoid
	Rel-7
	MS supporting both GPRS and UTRAN and GEA2 and UEA2
	
	C625
	TSPC_AddInfo_on_auto_GPRS_AP
	

	20.22.29b
	Packet Measurement order procedure / Downlink transfer / Normal case/ 3G cell reselection dedicated parameters with GEA3 and UEA2 ciphering
	Rel-7
	MS supporting both GPRS and UTRAN and UEA2
	
	C483
	TSPC_AddInfo_on_auto_GPRS_AP
	

	SKIPPED ROWS

	44.2.5.2.1-1
	Ciphering mode / start ciphering/GEA1Void
	R97 to Rel-10 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA1
	

	44.2.5.2.1-2
	Ciphering mode / start ciphering/GEA2Void
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA2
	

	44.2.5.2.1-3
	Ciphering mode / start ciphering/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA3
	

	44.2.5.2.1-4
	Ciphering mode / start ciphering/GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA4
	

	SKIPPED ROWS

	44.2.5.2.3
	Ciphering mode / IMEISV request
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.5.2.4
	Ciphering mode / Cipher key Kc128 and algorithmn changes
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA2
TSPC_Feat_GEA3
	

	44.2.5.2.5
	Ciphering mode / Non support of GEA1
	R97
	All GPRS MS not supporting GEA1
	
	C596
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	SKIPPED ROWS

	46.1.2.1.1-1
	Data transmission in protected mode / GEA1Void
	R97 to Rel-10 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	46.1.2.1.1-2
	Data transmission in protected mode / GEA2Void
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_Feat_GEA2
	

	46.1.2.1.1-3
	Data transmission in protected mode / GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_Feat_GEA3
	

	46.1.2.1.1-4
	Data transmission in protected mode / GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_Feat_GEA4
	

	SKIPPED ROWS

	46.1.2.7.3-1
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA1Void
	R97 to Rel-10 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	46.1.2.7.3-2
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA2Void
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_Feat_GEA2
	

	46.1.2.7.3-3
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_Feat_GEA3
	

	46.1.2.7.3-4
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_Feat_GEA4
	

	46.1.2.7.4
	Negotiation initiated by the SS (during ADM, for N201-U)
	R97
	All GPRS MS
	X1
	C215
	
	

	46.1.2.7.5-1
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA1Void
	R97 to Rel-10 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	46.1.2.7.5-2
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA2Void
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_Feat_GEA2
	



