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	Condition
	Explanation

	ON-NETWORK
	Message/IE sent only in on-network scenario.

	OFF-NETWORK
	Message/IE sent only in off-network scenario.

	PRIVATE-CALL
	Message/IE sent only as part of a Private call handling.

	GROUP-CALL
	Message/IE sent only as part of a Group call handling.

	BROADCAST-CALL
	Message/IE sent only as part of a Broadcast group call handling.

	EMERGENCY-CALL
	Message/IE sent only as part of an Emergency call handling.

	IMMPERIL-CALL
	Message/IE sent only as part of an Immanent Peril call handling.

	CHAT-GROUP-CALL
	Message/IE sent only as part of a Chat group call scenario.

	AMBIENT-LISTENING
	Message/IE sent only as part of an ambient listening call

	FIRST-TO-ANSWER
	Message/IE sent only as part of a first-to-answer call

	CONFIG
	Message/IE sent only in configuration/authentication/authorisation scenario.

	GROUPCONFIG
	Message/IE sent only in group configuration scenario.

	GROUPKEY
	Message/IE sent only in group key material retrieval scenario.

	SERVICE_AUTH
	Message/IE for service authorisation

	PRESENCE-EVENT
	Message/IE for presence even package

	POC-SETTINGS-EVENT
	Message/IE for poc-settings even package

	AFFILIATION
	Message/IE for affiliation

	LOCATION-INFO
	Message containing location info

	UDP
	UE uses UDP for sending a request (this implies UDP to be used for a corresponding response)

	TCP
	UE uses TCP for sending a request (this implies TCP to be used for a corresponding response)

	MO_CALL
	Call (dialog) has been initiated by the UE (mobile originated call)

	MT_CALL
	Call (dialog) has been initiated by the SS (mobile terminated call)

	MCPTT
	MCPTT specific message content

	MCVIDEO
	MCVideo specific message content

	MCDATA
	MCData specific message content
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