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	Reason for change:
	During RAN5#99, there was a discussion (R5-232496) on the ambiguous definition of frequencyInfoSL-r16. Then a LS (R5-233768) is sent to RAN2 to seek for clarification. After two meeting cycles RAN1 and RAN2 have agreed to clarify frequencyInfoSL-r16 as follows in reply LS (R2-231618):

	R2-2313618:
RAN2 agrees to add, in TS 38.331, the field description for frequencyInfoSL in IE SL-MeasObjectList as " It indicates the lowest usable subcarrier on the carrier where SL RSRP is measured, determined according to sl-AbsoluteFrequencyPointA in IE SL-FreqConfig/SL-FreqConfigCommon and offsetToCarrier in IE SCS-SpecificCarrier configured for sl-SCS-SpecificCarrierList in IE SL-FreqConfig/SL-FreqConfigCommon. See TS 38.211 [16], clause 8.2.5."



[bookmark: _CRTable4_6_616]Based on RAN2’s reply LS, we suggest update the default configuration of frequencyInfoSL-r16 in 38.508-1 Table 4.6.6-16 accordingly.

	
	

	Summary of change:
	Default configuration of frequencyInfoSL-r16 is updated.

	
	

	Consequences if not approved:
	Workplan is incomplete.
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[bookmark: _Hlk155972499]<Start of modified section 1>
–	SL-MeasObjectList
Table 4.6.6-16: SL-MeasObjectList
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-MeasObjectList-r16 ::= SEQUENCE (SIZE (1..maxNrofSL-ObjectId-r16)) OF SL-MeasObjectInfo-r16 {
	1 entry
	
	

	  SL-MeasObjectInfo-r16[1] SEQUENCE {
	
	entry 1
	

	    sl-MeasObjectId-r16
	1
	
	

	    sl-MeasObject-r16 SEQUENCE {
	
	
	

	      frequencyInfoSL-r16
	ARFCN-ValueNR of the lowest usable subcarrier on the carrier, determined according to sl-AbsoluteFrequencyPointA and offsetToCarrier specified in clause 4.3.1.8 for the corresponding test frequency. the DMRS used for SL-RSRP measurement

Note: How to set frequencyInfoSL-r16 is FFS.
	
	

	    }
	
	
	

	  }
	
	
	

	}
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