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Table A.3.2.1.1-1: PDSCH Reference Channel for FDD (QPSK)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-1.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	1812
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	3,9044,096
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	CBs
	1
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 10, 11
	Bits
	12,48013,104
	
	
	
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	13,10413,728
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	3.7093.891
	
	
	
	

	NOTE 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
NOTE 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-2: PDSCH Reference Channel for FDD (16QAM)
	Parameter
	Unit
	Value
	

	Reference channel
	
	R.PDSCH.1-2.1 FDD
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	
	

	MCS index
	
	13
	
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	13,064
	
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	24
	
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	
	

	  For Slots i = 1,…, 19
	CBs
	2
	
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	
	

	  For Slots i = 10, 11
	Bits
	26,208
	
	
	
	
	

	  For Slots i = 1,…, 9, 12, …, 19
	Bits
	27,456
	
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	12.411
	
	
	
	
	

	NOTE 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
NOTE 2:	Slot i is slot index per 2 frames




<<Unchanged texts are omitted>>

[bookmark: _Toc152356784]A.4.2	Test condition for transmitter characteristics
All requirements in clause 6 for transmitter characteristics, other than frequency error in clause 6.4.1 shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.
Frequency error requirement in clause 6.4.1 shall be verified for at least two cases: one with zero Doppler condition and the other one with a constant Doppler shift where the range of the absolute value of Doppler is greater than zero and up to [0.93] ppm if the IE field ntn-ScenarioSupport-r17 is present and indicated as GSO and up to 24 ppm if the IE field ntn-ScenarioSupport-r17 is present and indicated as NGSO or only the IE field nonTerrestrialNetwork-r17 is present. The delay condition is a constant.
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