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<Start of changes>
[bookmark: _Toc51767652][bookmark: _Toc59039982][bookmark: _Toc68073921][bookmark: _Toc75371783][bookmark: _Toc83727851][bookmark: _Toc100005951][bookmark: _Toc106703499][bookmark: _Toc155086269]4.1.3	Test point analysis per NR CA configuration
4.1.3.1	Reference Sensitivity test cases for FR1 NR CA
<skipped unchanged section>

Table 4.1.3.1-4: Reference Sensitivity test cases per CA configuration (four bands)
	CA config
	Four band refsens exception, victim band (Note 1)
	Requirement coverage (Note 1)
	Test point analysis updated

	CA_n1A-n3A-n28A-n78A
	
	NE
	RAN5#101

	CA_n2A-n5A-n48A-n66A
	-
	NE
	RAN5#102

	CA_n2A-n5A-n48A-n77A (PC3 and PC2)
	-
	NE
	RAN5#102

	CA_n2A-n5A-n66A-n77A (PC3 and PC2)
	-
	NE
	RAN5#102

	CA_n2A-n48A-n66A-n77A (PC3 and PC2)
	-
	NE
	RAN5#102

	CA_n5A-n48A-n66A-n77A (PC3 and PC2)
	-
	NE
	RAN5#102

	NOTE 1:	No exceptions can occur for four bands.
NE: Non-exception as defined in TS 38.101-1 [5], meaning single carrier NR requirements apply.
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