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<< Start of Changes >>
H.3.10	RRC messages and information elements contents exceptions for Shared Spectrum Access
Table H.3.10-1: ServingCellConfigCommon for Shared Spectrum Access
	Derivation Path: TS 38.508-1, Table 4.6.3-168

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  ssb-PositionsInBurst CHOICE {
	
	
	

	    mediumBitmap
	10000000
	
	SSB.1 CCA

	
	10100000
	
	SSB.2 CCA

	
	11000000
	
	SSB.3 CCA

	
	11110000
	
	SSB.4 CCA

	  }
	
	
	

	  channelAccessMode-r16 CHOICE {
	
	
	

	    dynamic
	NULL
	
	Dynamic

	    semiStatic SEQUENCE {
	
	
	SemiStatic

	      period
	FFSms2
	
	

	    }
	
	
	

	  }
	
	
	

	  discoveryBurstWindowLength-r16
	ms1
	DBT.1
	

	  ssb-PositionQCL-r16
	n1
	
	SSB.1 CCA
SSB.2 CCA

	
	n2
	
	SSB.3 CCA
SSB.4 CCA

	}
	
	
	



	Condition
	Explanation

	SSB.X CCA
	SSB pattern SSB.X CCA configured as per section A.3A (X = {1,2,3,4})

	Dynamic
	Dynamic channel access

	SemiStatic
	Semi-static channel access



Table H.3.10-2: SSB-MTC for Shared Spectrum Access
	Derivation Path: Table 38.508-1 Table 7.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    [sf20]
	[0]
	
	[SMTC.1 CCA]
[SMTC.2 CCA]

	
	10
	
	SMTC.4
SMTC.5

	  }
	
	
	

	  duration
	[sf1]
	
	[SMTC.1 CCA]
SMTC.4

	
	[sf5]
	
	[SMTC.2 CCA]
SMTC.5

	}
	
	
	



	Condition
	Explanation

	SMTC.X CCA
	SMTC pattern SMTC.X CCA configured as per section [A.4TBD (X = {1,2,4,5})]



Table H.3.10-3: MeasResultForRSSI for Shared Spectrum Access
	Derivation Path: TS 38.508-1, Table 4.6.3-78AA

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultForRSSI ::= SEQUENCE {
	
	
	

	 rssi-Result-r16
	FFS
	
	

	 channelOccupancy-r16
	FFS
	
	

	}
	
	
	



<< End of Changes >>
