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<Start Of Change>
[bookmark: _Toc21103221]8.1.3.1.2	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Intra-frequency measurements
8.1.3.1.2.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state and intra-frequency measurements configured for event A3 }
ensure that {
  when { Entry condition for event A3 is not met for neighbor cell }
    then { UE does not send MeasurementReport }
         }
(2)
with { UE in NR RRC_CONNECTED state and intra-frequency measurements configured for event A3 }
ensure that {
  when { Neighbor cell becomes offset better than serving cell }
    then { UE sends MeasurementReport with correct measId for event A3 }
         }
8.1.3.1.2.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.331, clause 5.3.5.3, 5.5.2, 5.5.4.1, 5.5.4.4 and 5.5.5. Unless otherwise stated these are Rel-15 requirements. 
[TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration:
…
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
…
1>	if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):
…
1>	else:
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
…
[TS 38.331, clause 5.5.2.1]
…
The UE shall:
…
1>	if the received measConfig includes the measObjectToAddModList:
2>	perform the measurement object addition/modification procedure as specified in 5.5.2.5;
…
1>	if the received measConfig includes the reportConfigToAddModList:
2>	perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;
1>	if the received measConfig includes the quantityConfig:
2>	perform the quantity configuration procedure as specified in 5.5.2.8;
[TS 38.331, clause 5.5.4.1]
If security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;
3>	if the corresponding measObject concerns NR;
4>	if the eventA3 or eventA5 is configured in the corresponding reportConfig:
5>	if a serving cell is associated with a measObjectNR and neighbors are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighboring cell as well;
…
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
[TS 38.331, clause 5.5.4.4]
The UE shall:
1>	consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;
1>	use the SpCell for Mp, Ofp and Ocp.
NOTE	The cell(s) that triggers the event has reference signals indicated in the measObjectNR associated to this event which may be different from the NR SpCell measObjectNR.
Inequality A3-1 (Entering condition)
Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off
Inequality A3-2 (Leaving condition)
Mn + Ofn + Ocn + Hys < Mp + Ofp + Ocp + Off
The variables in the formula are defined as follows:
Mn is the measurement result of the neighboring cell, not taking into account any offsets.
Ofn is the measurement object specific offset of the reference signal of the neighbor cell (i.e. offsetMO as defined within measObjectNR corresponding to the neighbor cell).
Ocn is the cell specific offset of the neighbor cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the frequency of the neighbor cell), and set to zero if not configured for the neighbor cell.
Mp is the measurement result of the SpCell, not taking into account any offsets.
Ofp is the measurement object specific offset of the SpCell (i.e. offsetMO as defined within measObjectNR corresponding to the SpCell).
Ocp is the cell specific offset of the SpCell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the SpCell), and is set to zero if not configured for the SpCell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigNR for this event).
Mn, Mp are expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.
Ofn, Ocn, Ofp, Ocp, Hys, Off are expressed in dB.
 [TS 38.331, clause 5.5.5]


Figure 5.5.5.1-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful security activation.
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	set the measResultServingCell within measResultServingMOList to include, for each NR serving cell that is configured with servingCellMO, RSRP, RSRQ and the available SINR, derived based on the rsType if indicated in the associated reportConfig, otherwise based on SSB if available, otherwise based on CSI-RS;
1>	set the servCellId within measResultServingMOList to include each NR serving cell that is configured with servingCellMO, if any;
…
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	if there is at least one applicable neighboring cell to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	set the measResultNeighCells to include the best neighboring cells up to maxReportCells in accordance with the following:
4>	if the reportType is set to eventTriggered:
5>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
4>	for each cell that is included in the measResultNeighCells, include the physCellId;
4>	if the reportType is set to eventTriggered or periodical:
5>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
6>	if the measObject associated with this measId concerns NR:
7>	if rsType in the associated reportConfig is set to ssb:
8>	set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first:
8.1.3.1.2.3	Test description
8.1.3.1.2.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the serving cell.
-	NR Cell 2 is the intra-frequency neighbor cell.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
-	None.
Preamble:
-	The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A.
8.1.3.1.2.3.2	Test procedure sequence
Table 8.1.3.1.2.3.2-1 and 8.1.3.1.2.3.2-2 illustrates the downlink power levels to be applied for NR Cell 1 and NR Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1" and "T2", are applied at the point indicated in the Main behaviour description in Table 8.1.3.1.2.3.2-3.
Table 8.1.3.1.2.3.2-1: Time instances of cell power level and parameter changes for NR Cell 1 and NR Cell 2 in conducted test environment
	
	Parameter
	Unit
	NR Cell 1
	NR
Cell 2
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-85
	-91
	Power levels are such that entry condition for event A3 is not satisfied for the neighbour NR cell: Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-85
	-79
	Power levels are such that entry condition for event A3 is satisfied for intra-frequency neighbour NR cell (measId 1): Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off

	T2
	SS/PBCH SSS EPRE
	dBm/
SCS
	-85
	-91
	Power levels are such that leaving condition for event A3 is satisfied (measId 1):
Mn + Ofn + Ocn + Hys < Mp + Ofp + Ocp + Off



Table 8.1.3.1.2.3.2-2: Time instances of cell power level and parameter changes for NR Cell 1 and NR Cell 2 in OTA test environment
	
	Parameter
	Unit
	NR Cell 1
	NR
Cell 2
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-100
	Power levels are such that entry condition for event A3 is not satisfied for the neighbour NR cell: Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-82
	Power levels are such that entry condition for event A3 is satisfied for intra-frequency neighbour NR cell (measId 1): Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off

	T2
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-100
	Power levels are such that leaving condition for event A3 is satisfied (measId 1):
Mn + Ofn + Ocn + Hys < Mp + Ofp + Ocp + Off



Table 8.1.3.1.2.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including MeasConfig to setup NR measurement and reporting for intra-frequency event A3 (measId 1).
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.1.3.1.2.3.2-1/2.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A3 (measId 1) with the measured RSRP value for NR Cell 2?
	-->
	NR RRC: MeasurementReport
	2
	P

	5A
	Wait and ignore MeasurementReport messages for 10s to allow change of power levels for NR Cell 2 and UE measurement
	
	
	
	

	5
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.1.3.1.2.2-1/2.
	-
	-
	-
	-

	6
	Check: Does the UE transmit a MeasurementReport message within the next 10s?
	-
	-
	1
	F



8.1.3.1.2.3.3	Specific message contents
Table 8.1.3.1.2.3.3-1: RRCReconfiguration (step 1, Table 8.1.3.1.2.3.2-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-13 with condition NR_MEAS



Table 8.1.3.1.2.3.3-2: MeasConfig (Table 8.1.3.1.2.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.1.3.1.2.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-EventA3
	Table 8.1.3.1.2.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.3.1.2.3.3-3: MeasObjectNR (Table 8.1.3.1.2.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.1.3.1.2.3.3-4: ReportConfigNR-EventA3 (Table 8.1.3.1.2.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      reportAmount
	infinity
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	false
	
	

	        sinr
	false
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.1.3.1.2.3.3-5: MeasurementReport (step 4, Table 8.1.3.1.2.3.2-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	

	        measResultServingMOList SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServMO {
	1 entry
	Measurement report for NR Cell 1
	

	          MeasResultServMO[1] SEQUENCE {
	
	entry 1
	

	            servCellId
	ServCellIndex of NR Cell 1
	
	

	            measResultServingCell SEQUENCE {
	
	
	

	              physCellId
	PCI of NR Cell 1
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	Not present
	
	

	
	Not checked
	
	pc_ss_SINR_Meas

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        measResultNeighCells CHOICE {
	
	
	

	          measResultListNR SEQUENCE (SIZE (1.. maxCellReport)) OF MeasResultNR {
	1 entry
	Measurement report for NR Cell 2
	

	            MeasResultNR[1] SEQUENCE {
	
	entry 1
	

	              physCellId
	Physical layer cell identity of NR Cell 2
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	Not present
	
	

	                    sinr
	Not present
	
	

	                  }
	
	
	

	                  resultsCSI-RS-Cell
	Not present
	
	

	                }
	
	
	

	                rsIndexResults
	Not present
	
	

	              }
	
	
	

	              cgi-Info
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<Unmodified Text Skipped>
8.1.3.3.1	Measurement configuration control and reporting / CGI reporting of NR cell
8.1.3.3.1.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state }
ensure that {
  when { Neighbour NR cell becomes offset better than serving }
    then { UE sends MeasurementReport for event A3 }
            }

(2)
with { UE in NR RRC_CONNECTED state }
ensure that {
  when { UE is commanded to report the global cell identity of the neighbour NR cell }
    then { UE determines the global cell identity of the cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport } 
            }

8.1.3.3.1.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 38.331, clauses 5.3.5.3, 5.5.2.3, 5.5.3.1, 5.5.4.8 and 5.5.5. Unless otherwise stated these are Rel-15 requirements.
[TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration:
…
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
…
1>	else (MCG RRCReconfiguration):
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
…
[TS 38.331, clause 5.5.2.1]
…
The UE shall:
…
1>	if the received measConfig includes the measObjectToAddModList:
2>	perform the measurement object addition/modification procedure as specified in 5.5.2.5;
…
1>	if the received measConfig includes the reportConfigToAddModList:
2>	perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;
…
1>	if the received measConfig includes the measIdToAddModList:
2>	perform the measurement identity addition/modification procedure as specified in 5.5.2.3;
…
[TS 38.331, clause 5.5.2.3]
…
The UE shall:
1>	for each measId included in the received measIdToAddModList:
2>	if an entry with the matching measId exists in the measIdList within the VarMeasConfig:
3>	replace the entry with the value received for this measId;
2>	else:
3>	add a new entry for this measId within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>	if the reportType is set to reportCGI in the reportConfig associated with this measId:
…
3>	if the measObject associated with this measId concerns NR:
4>	if the measObject associated with this measId concerns FR1:
5>	start timer T321 with the timer value set to 2 seconds for this measId;
4>	if the measObject associated with this measId concerns FR2:
5>	start timer T321 with the timer value set to 16 seconds for this measId.
[TS 38.331, clause 5.5.3.1]
The UE shall:
1>	whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell for which servingCellMO is configured as follows:
2>	if the reportConfig associated with at least one measId included in the measIdList within VarMeasConfig contains an rsType set to ssb and ssb-ConfigMobility is configured in the measObject indicated by the servingCellMO:
…
3>	derive serving cell measurement results based on SS/PBCH block, as described in 5.5.3.3;
…
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the reportType for the associated reportConfig is set to reportCGI and timer T321 is running:
3>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods;
3>	if the cell indicated by reportCGI field for the associated measObject is an NR cell and that indicated cell is broadcasting SIB1 (see TS 38.213 [13], clause 13):
4>	try to acquire SIB1 in the concerned cell;
…
2>	if the reportType for the associated reportConfig is periodical or eventTriggered:
…
3>	if the UE does not require measurement gaps to perform the concerned measurements:
4>	if s-MeasureConfig is not configured
…
5>	if the measObject is associated to NR and the rsType is set to ssb:
6>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport for the associated reportConfig are configured:
7>	derive layer 3 beam measurements only based on SS/PBCH block for each measurement quantity indicated in reportQuantityRS-Indexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on SS/PBCH block for the trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
…
2>	perform the evaluation of reporting criteria as specified in 5.5.4.
[TS 38.331, clause 5.5.4.1]
If AS security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfig includes a reportType set to eventTriggered or periodical:
3>	if the corresponding measObject concerns NR:
…
4>	if the eventA3 or eventA5 is configured in the corresponding reportConfig:
5>	if a serving cell is associated with a measObjectNR and neighbours are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
4>	if corresponding reportConfig includes reportType set to periodical; or
4>	for measurement events other than eventA1 or eventA2:
…
5>	else:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the excludedCellsToAddModList defined within the VarMeasConfig for this measId;
…
2>	else if the corresponding reportConfig includes a reportType set to reportCGI:
3>	consider the cell detected on the associated measObject which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding reportConfig within the VarMeasConfig to be applicable;
…
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
…
2>	upon expiry of the periodical reporting timer for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5. 
…
2>	if reportType is set to reportCGI:
3>	if the UE acquired the SIB1 or SystemInformationBlockType1 for the requested cell; or
3>	if the UE detects that the requested NR cell is not transmitting SIB1 (see TS 38.213 [13], clause 13):
4>	stop timer T321;
4>	include a measurement reporting entry within the VarMeasReportList for this measId;
4>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	upon the expiry of T321 for this measId:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5.
[TS 38.331, clause 5.5.4.4]
The UE shall:
1>	consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;
1>	use the SpCell for Mp, Ofp and Ocp.
NOTE	The cell(s) that triggers the event has reference signals indicated in the measObjectNR associated to this event which may be different from the NR SpCell measObjectNR.
Inequality A3-1 (Entering condition)
Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off
Inequality A3-2 (Leaving condition)
Mn + Ofn + Ocn + Hys < Mp + Ofp + Ocp + Off
The variables in the formula are defined as follows:
Mn is the measurement result of the neighbouring cell, not taking into account any offsets.
Ofn is the measurement object specific offset of the reference signal of the neighbour cell (i.e. offsetMO as defined within measObjectNR corresponding to the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the frequency of the neighbour cell), and set to zero if not configured for the neighbour cell.
Mp is the measurement result of the SpCell, not taking into account any offsets.
Ofp is the measurement object specific offset of the SpCell (i.e. offsetMO as defined within measObjectNR corresponding to the SpCell).
Ocp is the cell specific offset of the SpCell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the SpCell), and is set to zero if not configured for the SpCell.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).
Off is the offset parameter for this event (i.e. a3-Offset as defined within reportConfigNR for this event).
Mn, Mp are expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.
Ofn, Ocn, Ofp, Ocp, Hys, Off are expressed in dB.
[TS 38.331, clause 5.5.5]


Figure 5.5.5.1-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.
[bookmark: _Hlk946016]For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	for each serving cell configured with servingCellMO:
2>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
3>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
2>	else:
3>	if SSB based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
3>	else if CSI-RS based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
1>	set the servCellId within measResultServingMOList to include each NR serving cell that is configured with servingCellMO, if any;
…
1>	if there is at least one applicable neighbouring cell to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
4>	if the reportType is set to eventTriggered:
5>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
…
4>	for each cell that is included in the measResultNeighCells, include the physCellId;
4>	if the reportType is set to eventTriggered or periodical:
5>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
6>	if the measObject associated with this measId concerns NR:
7>	if rsType in the associated reportConfig is set to ssb:
8>	set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
…
2>	else:
3>	if the cell indicated by cellForWhichToReportCGI is an NR cell:
4>	if plmn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the plmn-IdentityInfoList including plmn-IdentityList, trackingAreaCode (if available), ranac (if available) and cellIdentity for each entry of the plmn-IdentityInfoList;
5>	include frequencyBandList if available;
4>	else if MIB indicates the SIB1 is not broadcast:
5>	include the noSIB1 including the ssb-SubcarrierOffset and pdcch-ConfigSIB1 obtained from MIB of the concerned cell;
…
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
…
1>	else:
2>	submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.
8.1.3.3.1.3	Test description
8.1.3.3.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the PCell, NR Cell 2 is the intra-frequency neighbour cell of NR Cell 1.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.2.
UE:
-	None.
Preamble:
-	The UE is in state 3N-A as defined in TS 38.508-1 [4], subclause 4.4A.
8.1.3.3.1.3.2	Test procedure sequence
Table 8.1.3.3.1.3.2-1 and 8.1.3.3.1.3.2-2 illustrates the downlink power levels to be applied for NR Cell 1, and NR Cell 2 at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1" is applied at the point indicated in the Main behaviour description in Table 8.1.3.3.1.3.2-3.
Table 8.1.3.3.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	 SS/PBCH
SSS EPRE
	dBm/
SCS
	-85
	-91
	Power levels are such that entry condition for event A3 is not satisfied:
Mn + Ofn + Ocn – Hys < Mp + Ofp + Ocp + Off

	T1
	 SS/PBCH
SSS EPRE
	dBm/
SCS
	-85
	-79
	Power levels are such that entry condition for event A3 is satisfied:
Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off



Table 8.1.3.3.1.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	 SS/PBCH
SSS EPRE
	dBm/
SCS
	-91
	-100
	Power levels are such that entry condition for event A3 is not satisfied:
Mn + Ofn + Ocn – Hys < Mp + Ofp + Ocp + Off

	T1
	 SS/PBCH
SSS EPRE
	dBm/
SCS
	-91
	-82
	Power levels are such that entry condition for event A3 is satisfied:
Mn + Ofn + Ocn – Hys > Mp + Ofp + Ocp + Off



Table 8.1.3.3.1.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including MeasConfig to setup intra-frequency measurement and reporting for event A3.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.1.3.3.1.3.2-1/2.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured RSRP value for NR Cell 2?
	-->
	NR RRC: MeasurementReport
	1
	P

	5
	The SS transmits an RRCReconfiguration message including measConfig including reportCGI for Cell 2 and sufficient idle periods for UE to acquire the relevant system information from Cell 2
	<--
	NR RRC: RRCReconfiguration
	-
	-

	6
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	7
	Check: Does the UE transmit a MeasurementReport message with CGI of Cell 2 within 2 sec if Cell 2 is in FR1 (or within 16 sec if Cell 2 is in FR2)?
	-->
	NR RRC: MeasurementReport
	2
	P



8.1.3.3.1.3.3	Specific message contents
Table 8.1.3.3.1.3.3-1: RRCReconfiguration (step 1, Table 8.1.3.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-13 with condition NR_MEAS



Table 8.1.3.3.1.3.3-2: CellGroupConfig-DRX (Table 8.1.3.3.1.3.3-1)
	Derivation Path: TS 508-1 [4], Table 4.6.3-19 with condition MEAS

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	Table 8.1.3.3.1.3.3-9
	

	}
	
	
	



Table 8.1.3.3.1.3.3-3: MeasConfig-A3 (Table 8.1.3.3.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR SEQUENCE {
	
	
	

	          ssbFrequency
	ssbFrequency IE equals the ARFCN for NR Cell 1
	
	

	          absThreshSS-BlocksConsolidation
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	2 entries
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-A3
	Table 8.1.3.3.1.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	    ReportConfigToAddMod[2] SEQUENCE {
	
	entry 2
	

	      reportConfigId
	2
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-CGI
	Table 8.1.3.3.1.3.3-5
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	reportConfigId for event A3
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Hlk158996846]Table 8.1.3.3.1.3.3-4: ReportConfigNR-A3 (Table 8.1.3.3.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with Condition EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE  {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
	FR2

	           rsrp
	2
	1 dB(2*0.5dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      reportAmount
	r1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.3.3.1.3.3-5: ReportConfigNR-CGI (Table 8.1.3.3.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with Condition CGI

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    reportCGI SEQUENCE {
	
	
	

	      cellForWhichToReportCGI
	PhysCellId of NR Cell 2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.3.3.1.3.3-6: RRCReconfiguration (step 5, Table 8.1.3.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      measConfig
	MeasConfig-CGI
	Table 8.1.3.3.1.3.3-7
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        masterCellGroup
	CellGroupConfig-DRX
	Table 8.1.3.3.1.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.3.3.1.3.3-7: MeasConfig-CGI (Table 8.1.3.3.1.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToAddModList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	2
	reportConfigId for CGI measurement
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.3.3.1.3.3-8: MeasurementReport (step 4 and step 7, Table 8.1.3.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	

	        measResultServingMOList SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServMO {
	1 entry
	
	

	          MeasResultServMO[1] SEQUENCE {
	
	entry 1
	

	            servCellId
	ServCellIndex of NR Cell 1
	
	

	            measResultServingCell SEQUENCE {
	
	
	

	              physCellId
	Physical layer cell identity of NR Cell 1
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell
	Not Checked
	
	Step 7

	                  resultsSSB-Cell SEQUENCE {
	
	
	Step 4

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	(0..127)
	
	pc_ss_SINR_Meas

	
	Not present
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        measResultNeighCells CHOICE {
	
	
	

	          measResultListNR SEQUENCE (SIZE (1.. maxCellReport)) OF MeasResultNR {
	1 entry
	
	

	            MeasResultNR[1] SEQUENCE {
	
	entry 1
	

	              physCellId
	Physical layer cell identity of NR Cell 2
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell 
	Not present
	
	Step 7

	                  resultsSSB-Cell SEQUENCE {
	
	
	Step 4

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	(0..127)
	
	pc_ss_SINR_Meas

	                  }
	
	
	

	                  resultsCSI-RS-Cell
	Not present
	
	

	                }
	
	
	

	                rsIndexResults
	Not present
	
	

	              }
	
	
	

	              cgi-Info
	Not present
	
	Step 4

	              cgi-Info SEQUENCE {
	
	
	Step 7

	                plmn-IdentityInfoList
	Set according to specific message content
	
	

	                frequencyBandList
	Set according to specific message content
	
	

	                noSIB1
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.3.3.1.3.3-9: MAC-CellGroupConfig
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-68 with Condition DRX

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      drx-InactivityTimer
	ms100
	
	

	      drx-LongCycleStartOffset CHOICE {
	
	
	

	        ms640
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<Unmodified Text Skipped>
8.1.4.4.1	Conditional handover / Success / A3 / A5 / A3+A5
8.1.4.4.1.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state and supporting conditional handover and receiving an RRCReconfiguration message including ConditionalReconfiguration }
ensure that {
  when { any CHO execution condition is not satisfied }
    then { UE maintains connection with source gNB and starts evaluating the CHO execution conditions for the candidate cell(s) }
            }

(2)
with { UE in NR RRC_CONNECTED state and supporting conditional handover }
ensure that {
  when { UE receives an RRCReconfiguration message including ConditionalReconfiguration and only event A3 is configured as conditional handover trigger event }
    then { UE starts evaluating the CHO execution condition A3 and perform conditional handover to the neighbour cell triggered in conditional configuration execution }
            }

(3)
with { UE in NR RRC_CONNECTED state and supporting conditional handover }
ensure that {
  when { UE receives an RRCReconfiguration message including ConditionalReconfiguration and only event A5 is configured as conditional handover trigger event }
    then { UE starts evaluating the CHO execution condition A5 and perform conditional handover to the neighbour cell triggered in conditional configuration execution }
            }

(4)
with { UE in NR RRC_CONNECTED state and supporting conditional handover }
ensure that {
  when { UE receives an RRCReconfiguration message including ConditionalReconfiguration and both event A3 and event A5 are configured as conditional handover trigger events }
    then { UE starts evaluating the CHO execution condition A3 and A5 and perform conditional handover to the neighbour cell triggered in conditional configuration execution }
            }

(5)
with { UE in NR RRC_CONNECTED state and supporting conditional handover }
ensure that {
  when { UE perform conditional handover procedure successfully }
    then { UE releases stored CHO configurations }
            }

8.1.4.4.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.300 9.2.3.4.1, and 9.2.3.4.2 and TS 38.331 clause 5.3.5.1, 5.3.5.13.1, 5.3.5.13.4 and 5.3.5.13.5. Unless otherwise stated these are Rel-16 requirements.
[TS 38.300, clause 9.2.3.4.1]
A Conditional Handover (CHO) is defined as a handover that is executed by the UE when one or more handover execution conditions are met. The UE starts evaluating the execution condition(s) upon receiving the CHO configuration, and stops evaluating the execution condition(s) once a handover is executed (legacy handover or conditional handover execution).
The following principles apply to CHO:
-	The CHO configuration contains the configuration of CHO candidate cell(s) generated by the candidate gNB(s) and execution condition(s) generated by the source gNB.
-	An execution condition may consist of one or two trigger condition(s) (CHO events A3/A5, as defined in [12]). Only single RS type is supported and at most two different trigger quantities (e.g. RSRP and RSRQ, RSRP and SINR, etc.) can be configured simultaneously for the evaluation of CHO execution condition of a single candidate cell.
-	Before any CHO execution condition is satisfied, upon reception of HO command (without CHO configuration), the UE executes the HO procedure as described in clause 9.2.3.2, regardless of any previously received CHO configuration.
-	While executing CHO, i.e. from the time when the UE starts synchronization with target cell, UE does not monitor source cell.
CHO is not supported for NG-C based handover in this release of the specification.
[TS 38.300, clause 9.2.3.4.2]
As in intra-NR RAN handover, in intra-NR RAN CHO, the preparation and execution phase of the conditional handover procedure is performed without involvement of the 5GC; i.e. preparation messages are directly exchanged between gNBs. The release of the resources at the source gNB during the conditional handover completion phase is triggered by the target gNB. The figure below depicts the basic conditional handover scenario where neither the AMF nor the UPF changes:


Figure 9.2.3.4.2-1: Intra-AMF/UPF Conditional Handover

0/1.	Same as step 0, 1 in Figure 9.2.3.2.1-1 of clause 9.2.3.2.1.
2.	The source gNB decides to use CHO.
3.	The source gNB requests CHO for one or more candidate cells belonging to one or more candidate gNBs. A CHO request message is sent for each candidate cell.
4.	Same as step 4 in Figure 9.2.3.2.1-1 of clause 9.2.3.2.1.
5.	The candidate gNB(s) sends CHO response (HO REQUEST ACKNOWLEDGE) including configuration of CHO candidate cell(s) to the source gNB. The CHO response message is sent for each candidate cell.
6.	The source gNB sends an RRCReconfiguration message to the UE, containing the configuration of CHO candidate cell(s) and CHO execution condition(s).
NOTE 1:	CHO configuration of candidate cells can be followed by other reconfiguration from the source gNB.
NOTE 1a:	A configuration of a CHO candidate cell cannot contain a DAPS handover configuration.
7.	The UE sends an RRCReconfigurationComplete message to the source gNB.
7a	If early data forwarding is applied, the source gNB sends the EARLY STATUS TRANSFER message.
8.	The UE maintains connection with the source gNB after receiving CHO configuration, and starts evaluating the CHO execution conditions for the candidate cell(s). If at least one CHO candidate cell satisfies the corresponding CHO execution condition, the UE detaches from the source gNB, applies the stored corresponding configuration for that selected candidate cell, synchronises to that candidate cell and completes the RRC handover procedure by sending RRCReconfigurationComplete message to the target gNB. The UE releases stored CHO configurations after successful completion of RRC handover procedure.
8a/b	The target gNB sends the HANDOVER SUCCESS message to the source gNB to inform that the UE has successfully accessed the target cell. In return, the source gNB sends the SN STATUS TRANSFER message following the principles described in step 7 of Intra-AMF/UPF Handover in clause 9.2.3.2.1.
NOTE 2:	Late data forwarding may be initiated as soon as the source gNB receives the HANDOVER SUCCESS message.
8c.	The source gNB sends the HANDOVER CANCEL message toward the other signalling connections or other candidate target gNBs, if any, to cancel CHO for the UE.
[TS 38.331, clause 5.3.5.1]


Figure 5.3.5.1-1: RRC reconfiguration, successful



Figure 5.3.5.1-2: RRC reconfiguration, failure

The purpose of this procedure is to modify an RRC connection, e.g. to establish/modify/release RBs, to perform reconfiguration with sync, to setup/modify/release measurements, to add/modify/release SCells and cell groups, to add/modify/release conditional handover configuration, to add/modify/release conditional PSCell change configuration. As part of the procedure, NAS dedicated information may be transferred from the Network to the UE.
[TS 38.331, clause 5.3.5.13.1]
The network configures the UE with one or more candidate target SpCells in the conditional reconfiguration. The UE evaluates the condition of each configured candidate target SpCell. The UE applies the conditional reconfiguration associated with one of the target SpCells which fulfils associated execution condition. The network provides the configuration parameters for the target SpCell in the ConditionalReconfiguration IE.
The UE performs the following actions based on a received ConditionalReconfiguration IE:
1>	if the ConditionalReconfiguration contains the condReconfigToRemoveList:
2>	perform conditional reconfiguration removal procedure as specified in 5.3.5.13.2;
1>	if the ConditionalReconfiguration contains the condReconfigToAddModList:
2>	perform conditional reconfiguration addition/modification as specified in 5.3.5.13.3;
[TS 38.331, clause 5.3.5.13.4]
The UE shall:
1>	for each condReconfigId within the VarConditionalReconfig:
2>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon included in the reconfigurationWithSync in the received condRRCReconfig to be applicable cell;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the condExecutionCond associated to condReconfigId:
3>	if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
4>	consider the event associated to that measId to be fulfilled;
3>	if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:
4>	consider the event associated to that measId to be not fulfilled;
2>	if event(s) associated to all measId(s) within condTriggerConfig for a target candidate cell within the stored condRRCReconfig are fulfilled:
3>	consider the target candidate cell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.13.5;
NOTE:	Up to 2 MeasId can be configured for each condReconfigId. The conditional reconfiguration event of the 2 MeasId may have the same or different event conditions, triggering quantity, time to trigger, and triggering threshold.
[TS 38.331, clause 5.3.5.13.5]
The UE shall:
1>	if more than one triggered cell exists:
2>	select one of the triggered cells as the selected cell for conditional reconfiguration execution;
1>	for the selected cell of conditional reconfiguration execution:
2>	apply the stored condRRCReconfig of the selected cell and perform the actions as specified in 5.3.5.3;
NOTE:	If multiple NR cells are triggered in conditional reconfiguration execution, it is up to UE implementation which one to select, e.g. the UE considers beams and beam quality to select one of the triggered cells for execution.
8.1.4.4.1.3	Test description
8.1.4.4.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1, NR Cell 2 and NR Cell 4.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used for NR cells
UE:
-	None.
Preamble:
-	If pc_IP_Ping is set to TRUE then, the UE is in 5GS state 3N-A on NR Cell 1 according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.
-	Else, the UE is in 5GS state 3N-A and Test Loop Function (On) with UE test loop mode B on NR Cell 1 according to 38.508-1[4], clause 4.4A.2 Table 4.4A.2-3.
8.1.4.4.1.3.2	Test procedure sequence
Tables 8.1.4.4.1.3.2-1 and 8.1.4.4.1.3.2-2 illustrate the downlink power levels to be applied for NR Cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1", T2 and "T3", are applied at the point indicated in the Main behaviour description in Table 8.1.4.4.1.3.2-3.
Table 8.1.4.4.1.3.2-1: Power levels in FR1
	
	Parameter
	Unit
	NR Cell 1
	NR
Cell 2
	NR
Cell 4
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-82
	-91
	-91
	Power levels are such that UE registered on NR Cell 1 and entry condition for event A3 is not satisfied

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-79
	-91
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	T2
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-91
	-79
	Power levels are such that entry condition for event A5 is satisfied for NR Cell 4

	T3
	SS/PBCH SSS EPRE
	dBm/
SCS
	-79
	-91
	-91
	Power levels are such that entry condition for event A3 and event A5 are satisfied for NR Cell 1



Table 8.1.4.4.1.3.2-2: Power levels in FR2
	
	Parameter
	Unit
	NR Cell 1
	NR
Cell 2
	NR
Cell 4
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-82
	-91
	-91
	Power levels are such that UE registered on NR Cell 1 and entry condition for event A3 is not satisfied

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-82
	-91
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	T2
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-91
	-82
	Power levels are such that entry condition for event A5 is satisfied for NR Cell 4

	T3
	SS/PBCH SSS EPRE
	dBm/
SCS
	-82
	-91
	--91
	Power levels are such that entry condition for event A3 and event A5 are satisfied for NR Cell 1



Table 8.1.4.4.1.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including MeasConfig and ConditionalReconfiguration to set NR Cell 2 and NR Cell 4 as target candidate cells and configure event A3 as trigger event in NR cell 1.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message in NR cell 1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	Check: Does the UE initiate a random access procedure transmitting Preamble in NR Cell 2 or in NR cell 4 within 10s?
	-->
	(PRACH Preamble)
	1
	F

	4
	SS adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	5
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 2 within 10s?
	-->
	(PRACH Preamble)
	2
	P

	6
	The SS transmits Random Access Response.
	<--
	Random Access Response
	-
	-

	7
	The UE transmits RRCReconfigurationComplete message in NR Cell 2.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	8
	Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1 indicate that the UE is capable of exchanging IP data on DRB1 and NR Cell 2?
	-
	-
	2
	-

	9
	The SS transmits an RRCReconfiguration message including MeasConfig and ConditionalReconfiguration to set NR Cell 1 and NR Cell 4 as target candidate cells and configure event A5 as trigger event in NR cell 2.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	10
	The UE transmits an RRCReconfigurationComplete message in NR cell 2.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	11
	SS adjusts the cell-specific reference signal level according to row "T2".
	-
	-
	-
	-

	12
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 4 within 10s?
	-->
	(PRACH Preamble)
	3
	P

	13
	The SS transmits Random Access Response.
	<--
	Random Access Response
	-
	-

	14
	The UE transmits RRCReconfigurationComplete message in NR Cell 4.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	15
	Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1 indicate that the UE is capable of exchanging IP data on DRB1 and NR Cell 4?
	-
	-
	3
	-

	16
	The SS transmits an RRCReconfiguration message including MeasConfig and ConditionalReconfiguration for intra
-frequency event A3 and A5 in NR cell 4.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	17
	The UE transmits an RRCReconfigurationComplete message in NR cell 4.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	18
	SS adjusts the cell-specific reference signal level according to row "T3".
	-
	-
	-
	-

	19
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 1 within 10s?
	-->
	(PRACH Preamble)
	4
	P

	20
	The SS transmits Random Access Response.
	<--
	Random Access Response
	-
	-

	21
	The UE transmits RRCReconfigurationComplete message in NR Cell 1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	22
	Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1 indicate that the UE is capable of exchanging IP data on DRB1 and NR Cell 1?
	-
	-
	4
	-

	23
	SS adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	24
	Check: Does the UE transmit RRCReconfigurationComplete message in NR Cell 2 within 10s?
	-->
	NR RRC: RRCReconfigurationComplete
	5
	F



8.1.4.4.1.3.3	Specific message contents
Table 8.1.4.4.1.3.3-1: RRCReconfiguration (Step 1, step 9 and step 16, Table 8.1.4.4.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS and CHO

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      measConfig
	MeasConfig
	Table 8.1.4.4.1.3.3-2
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              conditionalReconfiguration-r16
	ConditionalReconfiguration
	Table 8.1.4.4.1.3.3-6
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.1.3.3-2: MeasConfig (Table 8.1.4.4.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.1.4.4.1.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	2 entries
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-condEventA3
	Table 8.1.4.4.1.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	    ReportConfigToAddMod[2] SEQUENCE {
	
	entry 2
	

	      reportConfigId
	2
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-condEventA5
	Table 8.1.4.4.1.3.3-5
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	Step 1, Step 9

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	Step 1

	
	2
	
	Step 9

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	2 entries
	
	Step 16

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	    MeasIdToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measId
	2
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.1.3.3-3: MeasObjectNR (Table 8.1.4.4.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	The SSB of NR cell 1, NR Cell 2 and NR cell 4 have the same ARFCN value as specified in TS 38.508-1 [4] clause 6.2.3
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.1.4.4.1.3.3-4: ReportConfigNR-condEventA3 (Table 8.1.4.4.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition CHO AND EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.1.4.4.1.3.3-5: ReportConfigNR-condEventA5 (Table 8.1.4.4.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition CHO AND EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	

	      condEventId CHOICE {
	
	
	

	        condEventA5 SEQUENCE {
	
	
	

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	76
	-80dBm
	FR1

	
	FFS
	
	FR2

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	70
	-86dBm
	FR1

	
	FFS
	
	FR2

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.1.3.3-6: ConditionalReconfiguration (Table 8.1.4.4.1.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25D

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16::= SEQUENCE {
	
	
	

	  condReconfigToRemoveList-r16
	Not present
	
	

	  condReconfigToAddModList-r16
	CondReconfigToAddModList-r16 (Step 1 and step 9)
	Table 8.1.4.4.1.3.3-7
	Step 1, Step 9

	
	CondReconfigToAddModList-r16 (Step 16)
	Table 8.1.4.4.1.3.3-10
	Step 16

	}
	
	
	



Table 8.1.4.4.1.3.3-7: CondReconfigToAddModList-r16 (Step 1 and step 9, Table 8.1.4.4.1.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25C

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	2 entries
	
	

	  CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigId-r16
	1
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	      MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 2
	Table 8.1.4.4.1.3.3-8
	Step 1

	
	RRCReconfiguration-HO with condition HO_NR cell 1 
	Table 8.1.4.4.1.3.3-8
	Step 9

	  }
	
	
	

	  CondReconfigToAddMod-r16[2] ::= SEQUENCE {
	
	entry 2
	

	    condReconfigId-r16
	2
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	      MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 4
	Table 8.1.4.4.1.3.3-8
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.1.3.3-8: RRCReconfiguration-HO (Table 8.1.4.4.1.3.3-7)
	Derivation Path: TS 38.508-1 [4] Table 4.8.1-1A with condition RBConfig_KeyChange

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE{
	
	
	

	        masterCellGroup
	CellGroupConfig with condition PCI_NR cell 1
	Table 8.1.4.4.1.3.3-9
	HO_NR cell 1

	
	CellGroupConfig with condition PCI_NR cell 2
	Table 8.1.4.4.1.3.3-9
	HO_NR cell 2

	
	CellGroupConfig with condition PCI_NR cell 4
	Table 8.1.4.4.1.3.3-9
	HO_NR cell 4

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.1.4.4.1.3.3-9: CellGroupConfig (Table 8.1.4.4.1.3.3-8)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19 with Condition PCell_change and CFRA

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon SEQUENCE {
	
	
	

	        physCellId
	Physical Cell Identity of NR Cell 1
	
	PCI_NR cell 1

	
	Physical Cell Identity of NR Cell 2
	
	PCI_NR Cell 2

	
	Physical Cell Identity of NR Cell 4
	
	PCI_NR Cell 4

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.1.3.3-10: CondReconfigToAddModList-r16 (Step 16, Table 8.1.4.4.1.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25C

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	2 entries
	
	

	  CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigId-r16
	1
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	      MeasId [1]
	1
	
	

	      MeasId [2]
	2
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 1
	Table 8.1.4.4.1.3.3-8
	

	  }
	
	
	

	  CondReconfigToAddMod-r16[2] ::= SEQUENCE {
	
	entry 2
	

	    condReconfigId-r16
	2
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	    MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 2
	Table 8.1.4.4.1.3.3-8
	

	  }
	
	
	

	}
	
	
	



8.1.4.4.2	Conditional handover / modify conditional handover configuration
8.1.4.4.2.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state and supporting conditional handover and receiving an RRCReconfiguration message including a ConditionalReconfiguration }
ensure that { 
  when { UE received another RRCReconfiguration message with adding a new entry in the CondReconfigToAddModList before any CHO execution condition is satisfied }
    then { UE add the new entry within the VarConditionalReconfig and apply the latest conditional handover configurations}
            }
(2)
with { UE in NR RRC_CONNECTED state and supporting conditional handover and receiving an RRCReconfiguration message including a ConditionalReconfiguration }
ensure that {
  when { UE received another RRCReconfiguration message with modifying an existing entry in the CondReconfigToAddModList before any CHO execution condition is satisfied }
    then { UE replace the existing entry with the value received and apply the latest conditional handover configurations }
            }

(3)
with { UE in NR RRC_CONNECTED state and supporting conditional handover and receiving an RRCReconfiguration message including a ConditionalReconfiguration }
ensure that {
  when { UE received another RRCReconfiguration message with condConfigToRemoveList before any CHO execution condition is satisfied }
    then { UE removes the entry with the matching condConfigId included in the condConfigToRemoveList and apply the latest conditional handover configurations }
            }

8.1.4.4.2.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.300 9.2.3.4.1, and 9.2.3.4.2 and TS 38.331 clause 5.3.5.1, 5.3.5.13.2 and 5.3.5.13.3. Unless otherwise stated these are Rel-16 requirements.
[TS 38.300, clause 9.2.3.4.1]
A Conditional Handover (CHO) is defined as a handover that is executed by the UE when one or more handover execution conditions are met. The UE starts evaluating the execution condition(s) upon receiving the CHO configuration, and stops evaluating the execution condition(s) once a handover is executed (legacy handover or conditional handover execution).
The following principles apply to CHO:
-	The CHO configuration contains the configuration of CHO candidate cell(s) generated by the candidate gNB(s) and execution condition(s) generated by the source gNB.
-	An execution condition may consist of one or two trigger condition(s) (CHO events A3/A5, as defined in [12]). Only single RS type is supported and at most two different trigger quantities (e.g. RSRP and RSRQ, RSRP and SINR, etc.) can be configured simultaneously for the evaluation of CHO execution condition of a single candidate cell.
-	Before any CHO execution condition is satisfied, upon reception of HO command (without CHO configuration), the UE executes the HO procedure as described in clause 9.2.3.2, regardless of any previously received CHO configuration.
-	While executing CHO, i.e. from the time when the UE starts synchronization with target cell, UE does not monitor source cell.
CHO is not supported for NG-C based handover in this release of the specification.
[TS 38.300, clause 9.2.3.4.2]
As in intra-NR RAN handover, in intra-NR RAN CHO, the preparation and execution phase of the conditional handover procedure is performed without involvement of the 5GC; i.e. preparation messages are directly exchanged between gNBs. The release of the resources at the source gNB during the conditional handover completion phase is triggered by the target gNB. The figure below depicts the basic conditional handover scenario where neither the AMF nor the UPF changes:


Figure 9.2.3.4.2-1: Intra-AMF/UPF Conditional Handover
0/1.	Same as step 0, 1 in Figure 9.2.3.2.1-1 of clause 9.2.3.2.1.
2.	The source gNB decides to use CHO.
3.	The source gNB requests CHO for one or more candidate cells belonging to one or more candidate gNBs. A CHO request message is sent for each candidate cell.
4.	Same as step 4 in Figure 9.2.3.2.1-1 of clause 9.2.3.2.1.
5.	The candidate gNB(s) sends CHO response (HO REQUEST ACKNOWLEDGE) including configuration of CHO candidate cell(s) to the source gNB. The CHO response message is sent for each candidate cell.
6.	The source gNB sends an RRCReconfiguration message to the UE, containing the configuration of CHO candidate cell(s) and CHO execution condition(s).
NOTE 1:	CHO configuration of candidate cells can be followed by other reconfiguration from the source gNB.
NOTE 1a:	A configuration of a CHO candidate cell cannot contain a DAPS handover configuration.
7.	The UE sends an RRCReconfigurationComplete message to the source gNB.
7a	If early data forwarding is applied, the source gNB sends the EARLY STATUS TRANSFER message.
8.	The UE maintains connection with the source gNB after receiving CHO configuration, and starts evaluating the CHO execution conditions for the candidate cell(s). If at least one CHO candidate cell satisfies the corresponding CHO execution condition, the UE detaches from the source gNB, applies the stored corresponding configuration for that selected candidate cell, synchronises to that candidate cell and completes the RRC handover procedure by sending RRCReconfigurationComplete message to the target gNB. The UE releases stored CHO configurations after successful completion of RRC handover procedure.
8a/b	The target gNB sends the HANDOVER SUCCESS message to the source gNB to inform that the UE has successfully accessed the target cell. In return, the source gNB sends the SN STATUS TRANSFER message following the principles described in step 7 of Intra-AMF/UPF Handover in clause 9.2.3.2.1.
NOTE 2:	Late data forwarding may be initiated as soon as the source gNB receives the HANDOVER SUCCESS message.
8c.	The source gNB sends the HANDOVER CANCEL message toward the other signalling connections or other candidate target gNBs, if any, to cancel CHO for the UE.
[TS 38.331, clause 5.3.5.1]


Figure 5.3.5.1-1: RRC reconfiguration, successful



Figure 5.3.5.1-2: RRC reconfiguration, failure

The purpose of this procedure is to modify an RRC connection, e.g. to establish/modify/release RBs, to perform reconfiguration with sync, to setup/modify/release measurements, to add/modify/release SCells and cell groups, to add/modify/release conditional handover configuration, to add/modify/release conditional PSCell change configuration. As part of the procedure, NAS dedicated information may be transferred from the Network to the UE.
[TS 38.331, clause 5.3.5.13.2]
The UE shall:
1>	for each condReconfigId value included in the condReconfigToRemoveList that is part of the current UE conditional reconfiguration in VarConditionalReconfig:
2>	remove the entry with the matching condReconfigId from the VarConditionalReconfig;
NOTE:	The UE does not consider the message as erroneous if the condReconfigToRemoveList includes any condReconfigId value that is not part of the current UE configuration.
[TS 38.331, clause 5.3.5.13.3]
For each condReconfigId received in the condReconfigToAddModList IE the UE shall:
1>	if an entry with the matching condReconfigId exists in the condReconfigToAddModList within the VarConditionalReconfig:
2>	if the entry in condReconfigToAddModList includes an condExecutionCond;
3>	replace the entry with the value received for this condReconfigId;
2>	if the entry in condReconfigToAddModList includes an condRRCReconfig;
2>	replace the entry with the value received for this condReconfigId;
1>	else:
2>	add a new entry for this condReconfigId within the VarConditionalReconfig;
1>	perform conditional reconfiguration evaluation as specified in 5.3.5.13.4;
8.1.4.4.2.3	Test description
8.1.4.4.2.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1, NR Cell 2 and NR Cell 4.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used for NR cells
UE:
-	None.
Preamble:
-	If pc_IP_Ping is set to TRUE then, the UE is in 5GS state 3N-A on NR Cell 1 according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.
-	Else, the UE is in 5GS state 3N-A and Test Loop Function (On) with UE test loop mode B on NR Cell 1 according to 38.508-1[4], clause 4.4A.2 Table 4.4A.2-3.
8.1.4.4.2.3.2	Test procedure sequence
Tables 8.1.4.4.2.3.2-1 and 8.1.4.4.2.3.2-2 illustrate the downlink power levels to be applied for NR cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1", T2 and "T3", are applied at the point indicated in the Main behaviour description in Table 8.1.4.4.2.3.2-3.
Table 8.1.4.4.2.3.2-1: Power levels in FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-82
	-91
	-91
	Power levels are such that UE registered on NR Cell 1 and entry condition for event A3 is not satisfied

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-79
	-91
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	T2
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-91
	-79
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 4

	T3
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-85
	-91
	Power levels are such that leaving condition for NR Cell 4 is satisfied

	T4
	SS/PBCH SSS EPRE
	dBm/
SCS
	-85
	-91
	-79
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 1 and NR Cell 4



Table 8.1.4.4.2.3.2-2: Power levels in FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T0
	SS/PBCH SSS EPRE
	dBm/
SCS
	-82
	-91
	-91
	Power levels are such that UE registered on NR Cell 1 and entry condition for event A3 is not satisfied

	T1
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-82
	-91
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	T2
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-91
	-82
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 4

	T3
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-82
	-91
	Power levels are such that leaving condition for NR Cell 4 is satisfied

	T4
	SS/PBCH SSS EPRE
	dBm/
SCS
	-91
	-100
	-82
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 1 and NR Cell 4



Table 8.1.4.4.2.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including MeasConfig and ConditionalReconfiguration to set NR Cell 4 as a target candidate cell.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message in NR Cell 1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	The SS transmits an RRCReconfiguration message including ConditionalReconfiguration to add NR Cell 2 as another target candidate cell.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	4
	The UE transmits an RRCReconfigurationComplete message in NR Cell 1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	5
	SS adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	6
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 2 within 10s?
	-->
	(PRACH Preamble)
	1
	P

	7
	The SS transmits Random Access Response.
	<--
	Random Access Response
	-
	-

	8
	The UE transmits RRCReconfigurationComplete message in NR Cell 2.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	9
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.1-1 indicate that the UE is capable of exchanging IP data on DRB1 and NR Cell 2?
	-
	-
	1
	-

	10
	The SS transmits an RRCReconfiguration message including MeasConfig and ConditionalReconfiguration to set NR Cell 1 and NR Cell 4 as target candidate cells.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	11
	The UE transmits an RRCReconfigurationComplete message in NR Cell 2.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	12
	The SS transmits an RRCReconfiguration message including ConditionalReconfiguration with condConfigToRemoveList to remove NR Cell 4 from the target candidate cell list.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	13
	The UE transmits an RRCReconfigurationComplete message in NR Cell 2.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	14
	SS adjusts the cell-specific reference signal level according to row "T2".
	-
	-
	-
	-

	15
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 4 within 10s?
	-->
	(PRACH Preamble)
	3
	F

	15A
	SS adjusts the cell-specific reference signal level according to row "T3".
	
	
	
	

	16
	The SS transmits an RRCReconfiguration message including ConditionalReconfiguration to replace NR Cell 1 with NR Cell 4 as the target candidate cell.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	16A
	The UE transmits RRCReconfigurationComplete message in NR Cell 2.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	17
	SS adjusts the cell-specific reference signal level according to row "T4".
	-
	-
	-
	-

	18
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 4 within 10s?
	-->
	(PRACH Preamble)
	3
	P

	19
	The SS transmits Random Access Response.
	<--
	Random Access Response
	-
	-

	20
	The UE transmits RRCReconfigurationComplete message in NR Cell 4.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	21
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.1-1 indicate that the UE is capable of exchanging IP data on DRB1 and NR Cell 4?
	-
	-
	2
	-



8.1.4.4.2.3.3	Specific message contents
Table 8.1.4.4.2.3.3-1: RRCReconfiguration (Step 1, step 3, step 10, step 12 and step 16, Table 8.1.4.4.2.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS and CHO

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      measConfig
	Not present
	
	Step 3, Step 12, Step 16

	
	MeasConfig
	Table 8.1.4.4.2.3.3-2
	Step 1, Step 10

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              conditionalReconfiguration-r16
	ConditionalReconfiguration
	Table 8.1.4.4.2.3.3-5
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.2.3.3-2: MeasConfig (Table 8.1.4.4.2.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.1.4.4.2.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-condEventA3
	Table 8.1.4.4.2.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.2.3.3-3: MeasObjectNR (Table 8.1.4.4.2.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	The SSB of NR Cell 1, NR Cell 2 and NR Cell 4 have the same ARFCN value as specified in TS 38.508-1 [4] clause 6.2.3
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.1.4.4.2.3.3-4: ReportConfigNR-condEventA3 (Table 8.1.4.4.2.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition CHO AND EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.1.4.4.2.3.3-5: ConditionalReconfiguration (Table 8.1.4.4.2.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25D

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16 ::= SEQUENCE {
	
	
	

	  condReconfigToRemoveList-r16
	Not present
	
	

	  condReconfigToRemoveList-r16 SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigId-r16 {
	1 entry
	
	Step 12

	    condReconfigId-r16[1]
	2
	entry 1
	

	  }
	
	
	

	  condReconfigToAddModList-r16
	CondReconfigToAddModList-r16 (Step 1 and step 16)
	Table 8.1.4.4.2.3.3-6
	Step 1, Step 16

	
	CondReconfigToAddModList-r16 (Step 3)
	Table 8.1.4.4.2.3.3-9
	Step 3

	
	CondReconfigToAddModList-r16 (Step 10)
	Table 8.1.4.4.2.3.3-10
	Step 10

	}
	
	
	



Table 8.1.4.4.2.3.3-6: CondReconfigToAddModList-r16 (Step 1 and step 16, Table 8.1.4.4.2.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25C

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	1 entry
	
	

	  CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigId-r16
	1
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	      MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	OCTETSTRING (Containing RRCReconfiguration-HO with condition HO_NR Cell 4)
	Table 8.1.4.4.2.3.3-7
	Step 1, Step 16

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.2.3.3-7: RRCReconfiguration-HO (Table 8.1.4.4.2.3.3-7)
	Derivation Path: TS 38.508-1 [4] Table 4.8.1-1A with condition RBConfig_KeyChange

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE{
	
	
	

	        masterCellGroup
	CellGroupConfig with condition PCI_NR Cell 1
	Table 8.1.4.4.2.3.3-8
	HO_NR Cell 1

	
	CellGroupConfig with condition PCI_NR Cell 2
	Table 8.1.4.4.2.3.3-8
	HO_NR Cell 2

	
	CellGroupConfig with condition PCI_NR Cell 4
	Table 8.1.4.4.2.3.3-8
	HO_NR Cell 4

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.1.4.4.2.3.3-8: CellGroupConfig (Table 8.1.4.4.2.3.3-8)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19 with Condition PCell_change and CFRA

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon SEQUENCE {
	
	
	

	        physCellId
	Physical Cell Identity of NR Cell 1
	
	PCI_NR Cell 1

	
	Physical Cell Identity of NR Cell 2
	
	PCI_NR Cell 2

	
	Physical Cell Identity of NR Cell 4
	
	PCI_NR Cell 4

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.2.3.3-9: CondReconfigToAddModList-r16 (Step 3, Table 8.1.4.4.2.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25C

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	1 entry
	
	

	  CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigId-r16
	2
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	    MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	OCTETSTRING (Containing RRCReconfiguration-HO with condition HO_NR Cell 2)
	Table 8.1.4.4.2.3.3-7
	

	  }
	
	
	

	}
	
	
	



Table 8.1.4.4.2.3.3-10: CondReconfigToAddModList-r16 (Step 10, Table 8.1.4.4.2.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25C

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	2 entries
	
	

	  CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigId-r16
	1
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	    MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	OCTETSTRING (Containing RRCReconfiguration-HO with condition HO_NR Cell 1)
	Table 8.1.4.4.2.3.3-8
	

	  }
	
	
	

	  CondReconfigToAddMod-r16[2] ::= SEQUENCE {
	
	entry 2
	

	    condReconfigId-r16
	2
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	    MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	OCTETSTRING (Containing RRCReconfiguration-HO with condition HO_NR Cell 4)
	Table 8.1.4.4.2.3.3-8
	

	  }
	
	
	

	}
	
	
	



<Unmodified Text Skipped>
8.1.6.1.3.1	Radio Link Failure / Reporting of Intra-frequency measurements
8.1.6.1.3.1.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED having performed the intra-frequency measurement and reported that the UE has radio link failure information available }
ensure that {
  when { UE receives the UEInformationRequest message containing rlf-ReportReq }
    then { UE sends the UEInformationResponse message containing the measurement result for intra-frequency neighbour cell }
            }

(2)
with { UE sends the UEInformationResponse message containing the measurement result for intra-frequency neighbour cell }
ensure that {
  when { The latest radio measurement results of the serving and neighbouring cells are available }
    then { UE includes SSB index and associated measurements in the measResultLastServCell }
            }

8.1.6.1.3.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331, clauses 5.3.10.5, 5.3.7.4, 5.3.7.5, 5.3.10.3 and 5.7.10.3. Unless otherwise stated these are Rel-16 requirements.
[TS 38.331, clause 5.3.10.5]
The UE shall determine the content in the VarRLF-Report as follows:
1>	clear the information included in VarRLF-Report, if any;
1>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
1>	set the measResultLastServCell to include the cell level RSRP, RSRQ and the available SINR, of the source PCell(in case HO failure) or PCell (in case RLF) based on the available SSB and CSI-RS measurements collected up to the moment the UE detected failure;
1>	if the SS/PBCH block-based measurement quantities are available:
2>	set the rsIndexResults in measResultLastServCell to include all the available measurement quantities of the source PCell (in case HO failure) or PCell (in case RLF), ordered such that the highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected failure;
…
1>	set the ssbRLMConfigBitmap and/or csi-rsRLMConfigBitmap in measResultLastServCell to include the radio link monitoring configuration of the source PCell(in case HO failure) or PCell (in case RLF);
1>	for each of the configured measObjectNR in which measurements are available:
2>	if the SS/PBCH block-based measurement quantities are available:
3>	set the measResultListNR in measResultNeighCells to include all the available measurement quantities of the best measured cells, other than the source PCell(in case HO failure) or PCell (in case RLF), ordered such that the cell with highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the cell with highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the cell with highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected failure;
4>	for each neighbour cell included, include the optional fields that are available;
…
1>	set the c-RNTI to the C-RNTI used in the source PCell(in case HO failure) or PCell (in case RLF);
…
1>	else if the failure is detected due to radio link failure as described in 5.3.10.3, set the fields in VarRLF-report as follows:
2>	set the connectionFailureType to rlf;
2>	set the rlf-Cause to the trigger for detecting radio link failure in accordance with clause 5.3.10.4;
2>	set the nrFailedPCellId in failedPCellId to the global cell identity and the tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
…
1>	if location information is available, set the content of locationInfo as follows:
2>	if available, set the commonLocationInfo to include the detailed location information;
2>	if available, set the bt-LocationInfo in locationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
2>	if available, set the wlan-LocationInfo in locationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
2>	if available, set the sensor-LocationInfo in locationInfo to include the sensor measurement results;
[TS 38.331, clause 5.3.7.4]
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	if the procedure was initiated due to radio link failure as specified in 5.3.10.3 or handover failure as specified in 5.3.5.8.3:
2>	set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
[TS 38.331, clause 5.3.7.5]
The UE shall:
…
1>	set the content of RRCReestablishmentComplete message as follows:
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCReestablishmentComplete message;
…
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
…
3>	include rlf-InfoAvailable in the RRCReestablishmentComplete message;
1>	submit the RRCReestablishmentComplete message to lower layers for transmission;
[TS 38.331, clause 5.3.10.3]
The UE shall:
…
1>	else:
[bookmark: _Hlk49160706]2>	during a DAPS handover: the following only applies for the target PCell;
2>	upon T310 expiry in PCell; or
…
2>	upon consistent uplink LBT failure indication from MCG MAC while T304 is not running:
…
3>	else:
4>	consider radio link failure to be detected for the MCG i.e. RLF;
4>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
NOTE:	Void.
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB or, for IAB, SRB2, have not been setup:
5>	store the radio link failure information in the VarRLF-Report as described in subclause 5.3.10.5;
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	store the radio link failure information in the VarRLF-Report as described in subclause 5.3.10.5;
…
5>	else:
6>	initiate the connection re-establishment procedure as specified in 5.3.7.
The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected.
[TS 38.331, clause 5.7.10.3]
Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
…
1>	if the logMeasReportReq is present and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
2>	if VarLogMeasReport includes one or more logged measurement entries, set the contents of the logMeasReport in the UEInformationResponse message as follows:
3>	include the absoluteTimeStamp and set it to the value of absoluteTimeInfo in the VarLogMeasReport;
3>	include the traceReference and set it to the value of traceReference in the VarLogMeasReport;
3>	include the traceRecordingSessionRef and set it to the value of traceRecordingSessionRef in the VarLogMeasReport;
3>	include the tce-Id and set it to the value of tce-Id in the VarLogMeasReport;
3>	include the logMeasInfoList and set it to include one or more entries from VarLogMeasReport starting from the entries logged first;
3>	if the VarLogMeasReport includes one or more additional logged measurement entries that are not included in the logMeasInfoList within the UEInformationResponse message:
4>	include the logMeasAvailable;
…
1>	if rlf-ReportReq is set to true:
2>	if the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link or handover failure in NR;
3>	set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;
3>	discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;
…
1>	if the logMeasReport is included in the UEInformationResponse:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB2;
2>	discard the logged measurement entries included in the logMeasInfoList from VarLogMeasReport upon successful delivery of the UEInformationResponse message confirmed by lower layers;
1>	else:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB1.

8.1.6.1.3.1.3	Test description
8.1.6.1.3.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the serving cell.
-	NR Cell 2 is the intra-frequency neighbor cell.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cells.
UE:
None.
Preamble:
-	The UE is in state 3N-A on NR Cell 1 according to TS 38.508-1 [4], clause 4.4A.
8.1.6.1.3.1.3.2	Test procedure sequence
Table 8.1.6.1.3.1.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.
Table 8.1.6.1.3.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-94
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy exit condition for event A3 (M2 < M1).

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-82
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	"Off"
	-82
	Only Cell 2 is available.



Table 8.1.6.1.3.1.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-91
	-100
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy exit condition for event A3 (M2 < M1).

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-91
	-82
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	"Off"
	-82
	Only Cell 2 is available.



Table 8.1.6.1.3.1.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including MeasConfig to setup NR measurement and reporting for intra-frequency event A3 (measId 1).
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	The SS changes NR Cell 2 parameters according to the row "T1" in Table 8.1.6.1.3.1.3.2-1/2.
	-
	-
	-
	-

	4
	The UE transmit a MeasurementReport message to report event A3 (measId 1) with the measured RSRP value for NR Cell 2.
	-->
	NR RRC: MeasurementReport
	-
	-

	5
	The SS changes NR Cell 1 parameter according to the row "T2" in Table 8.1.6.1.3.1.3.2-1/2.
	-
	-
	-
	-

	6
	The UE transmits an RRCReestablishmentRequest message on NR Cell 2.
	-->
	NR RRC: RRCReestablishmentRequest
	-
	-

	7
	The SS transmits an RRCReestablishment message.
	<--
	NR RRC: RRCReestablishment
	-
	-

	8
	Check: Does the UE transmit an RRCReestablishmentComplete message with rlf-InfoAvailable included?
	-->
	NR RRC: RRCReestablishmentComplete
	1
	P

	9
	The SS transmits an RRCReconfiguration message to establish SRB2 and DRB.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	10
	The UE transmits an RRCReconfigurationtComplete message.
	-->
	NR RRC: RRCReconfigurationtComplete
	-
	-

	11
	The SS transmits a UEInformationRequest message.
	<--
	NR RRC: UEInformationRequest
	-
	-

	12
	Check: Does the UE transmit a UEInformationResponse message on NR Cell 2?
	-->
	NR RRC: UEInformationResponse
	1, 2
	P



8.1.6.1.3.1.3.3	Specific message contents
Table 8.1.6.1.3.1.3.3-1: RRCReconfiguration (step 1, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS



Table 8.1.6.1.3.1.3.3-2: MeasConfig (Table 8.1.6.1.3.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.1.6.1.3.1.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-EventA3
	Table 8.1.6.1.3.1.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.1.3.3-3: MeasObjectNR (Table 8.1.6.1.3.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.1.6.1.3.1.3.3-4: ReportConfigNR-EventA3 (Table 8.1.6.1.3.1.3.3-2)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-142 with condition EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      reportAmount
	r1
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	false
	
	

	        sinr
	false
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.1.6.1.3.1.3.3-5: MeasurementReport (step 4, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5A

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults SEQUENCE {
	
	
	

	        measId
	1
	
	

	        measResultServingMOList SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServMO {
	1 entry
	Measurement result for NR Cell 1
	

	          MeasResultServMO[1] SEQUENCE {
	
	entry 1
	

	            servCellId
	ServCellIndex of NR Cell 1
	
	

	            measResultServingCell SEQUENCE {
	
	
	

	              physCellId
	PCI of NR Cell 1
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        measResultNeighCells CHOICE {
	
	
	

	          measResultListNR SEQUENCE (SIZE (1.. maxCellReport)) OF MeasResultNR {
	1 entry
	Measurement result for NR Cell 2
	

	            MeasResultNR[1] SEQUENCE {
	
	entry 1
	

	              physCellId
	PCI of NR Cell 2
	
	

	              measResult SEQUENCE {
	
	
	

	                cellResults SEQUENCE {
	
	
	

	                  resultsSSB-Cell SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	Not present
	
	

	                    sinr
	Not present
	
	

	                  }
	
	
	

	                  resultsCSI-RS-Cell
	Not present
	
	

	                }
	
	
	

	                rsIndexResults
	Not present
	
	

	              }
	
	
	

	              cgi-Info
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.1.3.3-6: RRCReestablishmentRequest (step 6, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-12

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentRequest ::= SEQUENCE {
	
	
	

	  ue-Identity SEQUENCE {
	
	
	

	    c-RNTI
	the value of the C-RNTI of the UE
	
	

	    physCellId
	PCI of NR Cell 1
	
	

	    shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value calculated by SS
	
	

	  }
	
	
	

	  reestablishmentCause
	otherFailure
	
	

	}
	
	
	



Table 8.1.6.1.3.1.3.3-7: RRCReestablishmentComplete (step 8, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-11

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishmentComplete SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        ue-MeasurementsAvailable-r16
	UE-MeasurementsAvailable-r16 with condition RLF
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.1.3.3-8: RRCReconfiguration (step 9, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition REEST



Table 8.1.6.1.3.1.3.3-9: UEInformationRequest (step 11, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-32A with condition RLF



Table 8.1.6.1.3.1.3.3-10: UEInformationResponse (step 12, Table 8.1.6.1.3.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-32B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      rlf-Report-r16 CHOICE {
	
	
	

	        nr-RLF-Report-r16 SEQUENCE {
	
	
	

	          measResultLastServCell-r16 SEQUENCE {
	
	
	

	            measResult-r16 SEQUENCE {
	
	
	

	              cellResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Cell-r16 SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not checked
	
	

	                }
	
	
	

	                resultsCSI-RS-Cell-r16
	Not checked
	
	

	              }
	
	
	

	              rsIndexResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Indexes-r16 SEQUENCE {
	
	
	

	                  ssb-Index
	1
	
	

	                  ssb-Results SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	                ssbRLMConfigBitmap-r16
	01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000
	
	

	                resultsCSI-RS-Indexes-r16
	Not present
	
	

	                csi-rsRLMConfigBitmap-r16
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultNeighCells-r16 SEQUENCE {
	
	
	

	            measResultListNR-r16 SEQUENCE {
	
	
	

	              ssbFrequency-r16
	ARFCN-ValueNR for SSB of NR Cell 2
	
	

	              refFreqCSI-RS-r16
	Not present
	
	

	              measResultList-r16 SEQUENCE {
	
	
	

	                physCellId
	PCI of NR Cell 2
	
	

	                measResult SEQUENCE {
	
	
	

	                  cellResults SEQUENCE {
	
	
	

	                    resultsSSB-Cell SEQUENCE {
	
	
	

	                      rsrp
	(0..127)
	
	

	                      rsrq
	Not checked
	
	

	                      sinr
	Not checked
	
	

	                    }
	
	
	

	                    rsIndexResults 
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          c-RNTI-r16
	the old value of the C-RNTI of the UE used in NR Cell 1
	
	

	          previousPCellId-r16
	Not present
	
	

	          failedPCellId-r16 CHOICE {
	
	
	

	            nrFailedPCellId-r16
	Any Allowed Value
	Either pci-arfcn-r16 or cellGlobalId-r16 corresponding to NR Cell 1
	

	            eutraFailedPCellId-r16
	Not present
	
	

	          }
	
	
	

	          reconnectCellId-r16
	Not present
	
	

	          timeUntilReconnection-16
	Not present
	
	

	          reestablishmentCellId-r16 SEQUENCE {
	
	
	

	            plmn-Identity-r16
	PLMN ID of NR Cell 2
	
	

	            cellIdentity-r16
	CGI of NR Cell 2
	
	

	            trackingAreaCode-r16
	TAC of NR Cell 2
	
	

	          }
	
	
	

	          timeConnFailure-r16
	Not present
	
	

	          timeSinceFailure-r16
	Any allowed value
	
	

	          connectionFailureType-r16
	rlf
	
	

	          rlf-Cause-r16
	t310-Expiry
	
	

	          locationInfo-r16
	Not checked
	
	

	          noSuitableCellFound-r16
	Not present
	
	

	          ra-InformationCommon-r16
	Not present
	
	

	          csi-rsRLMConfigBitmap-v1650
	Not present
	
	

	        }
	
	
	

	      eutra-RLF-Report-r16
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<Unmodified Text Skipped>
8.1.6.1.3.8	Radio Link Failure / Logging and reporting / Event A3 / CHO
8.1.6.1.3.8.1	Test Purpose (TP)
(1)
with { UE performed conditional handover to the neighbour cell triggered in conditional configuration execution A3 and UE detected handover failure }
ensure that {
  when { UE re-establishes the RRC connection on source cell and receives RRCReestablishment message }
    then { UE sends the RRCReestablishmentComplete message with rlf-InfoAvailable }
            }

(2)
with { UE performed conditional handover to the neighbour cell triggered in conditional configuration execution A3 and UE detected handover failure }
ensure that {
  when { UE receives the UEInformationRequest message containing rlf-ReportReq }
    then { UE sends the UEInformationResponse message with rlf-Report for conditional handover failure}
            }

8.1.6.1.3.8.2	Conformance requirements
8.1.6.1.3.8.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331, clauses 5.3.7.5, 5.3.10.5, 5.3.5.8.3, 5.3.5.3 and 5.7.10.3. Unless otherwise stated these are Rel-17 requirements.
[TS 38.331, clause 5.3.7.5]
The UE shall:
…
…
1>	set the content of RRCReestablishmentComplete message as follows:
…
…
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:
3>	include rlf-InfoAvailable in the RRCReestablishmentComplete message;
1>	submit the RRCReestablishmentComplete message to lower layers for transmission;
[TS 38.331, clause 5.3.10.5]
The UE shall determine the content in the VarRLF-Report as follows:
1>	clear the information included in VarRLF-Report, if any;
1>	set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);
1>	set the measResultLastServCell to include the cell level RSRP, RSRQ and the available SINR, of the source PCell(in case HO failure) or PCell (in case RLF) based on the available SSB and CSI-RS measurements collected up to the moment the UE detected failure;
1>	if the SS/PBCH block-based measurement quantities are available:
2>	set the rsIndexResults in measResultLastServCell to include all the available measurement quantities of the source PCell (in case HO failure) or PCell (in case RLF), ordered such that the highest SS/PBCH block RSRP is listed first if SS/PBCH block RSRP measurement results are available, otherwise the highest SS/PBCH block RSRQ is listed first if SS/PBCH block RSRQ measurement results are available, otherwise the highest SS/PBCH block SINR is listed first, based on the available SS/PBCH block based measurements collected up to the moment the UE detected failure;
1>	for each of the configured measObjectNR in which measurements are available:
…
2>	for each neighbour cell, if any, included in measResultListNR in measResultNeighCells:
3>	if the UE supports RLF-Report for conditional handover and if the neighbour cell is one of the candidate cells for which the reconfigurationWithSync is included in the masterCellGroup in the MCG VarConditionalReconfig at the moment of the detected failure:
4>	set choConfig in MeasResult2NR to the execution condition for each measId within condTriggerConfig associated to the neighbour cell within the MCG VarConditionalReconfig;
4>	if the first entry of choConfig corresponds to a fulfilled execution condition at the moment of handover failure, or radio link failure; or
4>	if the second entry of choConfig, if available, corresponds to a fulfilled execution condition at the moment of handover failure, or radio link failure:
5>	set firstTriggeredEvent to the execution condition condFirstEvent corresponding to the first entry of choConfig or to the execution condition condSecondEvent corresponding to the second entry of choConfig, whichever execution condition was fulfilled first in time;
5>	set timeBetweenEvents to the elapsed time between the point in time of fullfilling the condition in choConfig that was fulfilled first in time, and the point in time of fullfilling the condition in choConfig that was fulfilled second in time, if both the first execution condition corresponding to the first entry and the second execution condition corresponding to the second entry in the choConfig were fullfilled;
1>	if the failure is detected due to reconfiguration with sync failure as described in 5.3.5.8.3, set the fields in VarRLF-report as follows:
2>	set the connectionFailureType to hof;
2>	if the UE supports RLF-Report for DAPS handover and if any DAPS bearer was configured while T304 was running:
3>	set lastHO-Type to daps;
3>	if radio link failure was detected in the source PCell, according to clause 5.3.10.3:
4>	set timeConnSourceDAPS-Failure to the time between the initiation of the DAPS handover execution and the radio link failure detected in the source PCell while T304 was running;
4>	set the rlf-Cause to the trigger for detecting the source radio link failure in accordance with clause 5.3.10.4;
2>	if the UE supports RLF-Report for conditional handover and if configuration of the conditional handover is available in the MCG VarConditionalReconfig at the moment of the handover failure:
3>	if the UE executed a conditional handover toward target PCell according to the condRRCReconfig of the target PCell:
4>	set timeSinceCHO-Reconfig to the time elapsed between the execution of the last RRCReconfiguration message including reconfigurationWithSync for the target PCell of the failed conditional handover, and the reception in the source PCell of the last conditionalReconfiguration including the condRRCReconfig of the target PCell of the failed conditional handover;
3>	else:
4>	set timeSinceCHO-Reconfig to the time elapsed between the execution of the last RRCReconfiguration message including reconfigurationWithSync for the target PCell of the failed handover, and the reception in the source PCell of the last conditionalReconfiguration including the condRRCReconfig;
3>	set choCandidateCellList to include the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of each of the candidate target cells for conditional handover included in condRRCReconfig within the MCG VarConditionalReconfig at the time of the failed handover, excluding the candidate target cells included in measResulNeighCells;
2>	if the UE supports RLF-Report for conditional handover and if the last executed RRCReconfiguration message including reconfigurationWithSync was concerning a conditional handover:
3>	set lastHO-Type to cho;
2>	set the nrFailedPCellId in failedPCellId to the global cell identity and tracking area code, if available, and otherwise to the physical cell identity and carrier frequency of the target PCell of the failed handover;
2>	include nrPreviousCell in previousPCellId and set it to the global cell identity and tracking area code of the PCell where the last RRCReconfiguration message including reconfigurationWithSync was received;
2>	set the timeConnFailure to the elapsed time since the execution of the last RRCReconfiguration message including the reconfigurationWithSync;
…
1>	if available, set the locationInfo as in 5.3.3.7.
The UE may discard the radio link failure information or handover failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure/handover failure is detected.
NOTE 2:	In this clause, the term 'handover failure' has been used to refer to 'reconfiguration with sync failure'.
[TS 38.331, clause 5.3.5.8.3]
The UE shall:
1>	if T304 of the MCG expires:
2>	release dedicated preambles provided in rach-ConfigDedicated if configured;
2>	release dedicated msgA PUSCH resources provided in rach-ConfigDedicated if configured;
…
2>	else:
3>	revert back to the UE configuration used in the source PCell;
3>	store the handover failure information in VarRLF-Report as described in the subclause 5.3.10.5;
3>	initiate the connection re-establishment procedure as specified in subclause 5.3.7.
[TS 38.331, clause 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO or CPC):
…
1>	set the content of the RRCReconfigurationComplete message as follows:
…
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
…
3>	include rlf-InfoAvailable in the RRCReconfigurationComplete message;
…
1>	else (RRCReconfiguration was received via SRB1):
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
[TS 38.331, clause 5.7.10.3]
Upon receiving the UEInformationRequest message, the UE shall, only after successful security activation:
…
1>	if rlf-ReportReq is set to true:
2>	if the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link failure or handover failure in NR;
3>	set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;
3>	discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;
…
1>	else:
2>	submit the UEInformationResponse message to lower layers for transmission via SRB1.
8.1.6.1.3.8.3	Test description
8.1.6.1.3.8.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the Serving cell and NR Cell 2 is the Suitable neighbour intra-frequency cell.
-	System information combination NR-2 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used for NR Cells
UE:
-	None.
Preamble:
-	If pc_IP_Ping is set to TRUE then, the UE is in 5GS state 3N-A on NR Cell 1 according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.
-	Else, the UE is in 5GS state 3N-A and Test Loop Function (On) with UE test loop mode B on NR Cell 1 according to 38.508-1[4], clause 4.4A.2 Table 4.4A.2-3.
8.1.6.1.3.8.3.2	Test procedure sequence
Table 8.1.6.1.3.8.3.2-1 and Table 8.1.6.1.3.8.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1", "T2" and "T3" are applied at the points indicated in the Main behaviour description in Table 8.1.6.1.3.8.3.2-3.
Table 8.1.6.1.3.8.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-94
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-75
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	off
	



Table 8.1.6.1.3.8.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH
SSS EPRE
	dBm/SCS
	-82
	-91
	

	T1
	SS/PBCH
SSS EPRE
	dBm/SCS
	-91
	-82
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	T2
	SS/PBCH
SSS EPRE
	dBm/SCS
	-82
	off
	



Table 8.1.6.1.3.8.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration message including MeasConfig and ConditionalReconfiguration to set NR Cell 2 as the target candidate cell.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits an RRCReconfigurationComplete message in NR Cell 1.
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	SS adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	-
	EXCEPTION: The steps 4 and 5 below are repeated for the duration of T304.
	-
	-
	-
	-

	4
	The UE attempts to perform the intra frequency handover using MAC Random Access Preamble on NR Cell 2.
	-
	-
	-
	-

	5
	The SS does not respond.
	-
	-
	-
	-

	6
	SS adjusts the cell-specific reference signal level according to row "T2" right before T304 expire.
	-
	-
	-
	-

	7
	The UE transmits an RRCReestablishmentRequest message in NR Cell 1.
	-->
	NR RRC: RRCReestablishmentRequest
	-
	-

	8
	The SS transmits an RRCReestablishment message to resume SRB1 operation and re-activate security in NR Cell 1.
	<--
	NR RRC: RRCReestablishment
	-
	-

	9
	Check: Does the UE transmits an RRCReestablishmentComplete message with rlf-InfoAvailable in NR Cell 1.
	-->
	NR RRC: RRCReestablishmentComplete
	1
	P

	10
	The SS transmits an RRCReconfiguration message to resume existing radio bearers on NR Cell 1.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	11
	The UE transmits an RRCReconfigurationtComplete message.
	-->
	NR RRC: RRCReconfigurationtComplete
	-
	-

	12
	The SS transmits a UEInformationRequest message.
	<--
	NR RRC: UEInformationRequest
	-
	-

	13
	Check: Does the UE transmit a UEInformationResponse message including           rlf-Report for conditional handover failure
	-->
	NR RRC: UEInformationResponse
	2
	P



8.1.6.1.3.8.3.3	Specific message contents
Table 8.1.6.1.3.8.3.3-1: RRCReconfiguration (Step1, Table 8.1.6.1.3.8.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition NR_MEAS and CHO

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      measConfig
	MeasConfig
	Table 8.1.6.1.3.8.3.3-2
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              conditionalReconfiguration-r16
	ConditionalReconfiguration
	Table 8.1.6.1.3.8.3.3-5
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-2: MeasConfig (Table 8.1.6.1.3.8.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.1.6.1.3.8.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-condEventA3
	Table 8.1.6.1.3.8.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-3: MeasObjectNR (Table 8.1.6.1.3.8.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	The SSB of NR Cell 1 and NR Cell 2 have the same ARFCN value as specified in TS 38.508-1 [4] clause 6.2.3
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-4: ReportConfigNR-condEventA3 (Table 8.1.6.1.3.8.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition CHO AND EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.1.6.1.3.8.3.3-5: ConditionalReconfiguration (Table 8.1.6.1.3.8.3.3-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25D

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16::= SEQUENCE {
	
	
	

	  condReconfigToAddModList-r16
	CondReconfigToAddModList-r16 
	Table 8.1.6.1.3.8.3.3-6
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-6: CondReconfigToAddModList-r16 (Table 8.1.6.1.3.8.3.3-5)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25C

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	1 entry
	
	

	  CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigId-r16
	1
	
	

	    condExecutionCond-r16::= SEQUENCE {
	
	
	

	      MeasId [1]
	1
	
	

	    }
	
	
	

	    condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR Cell 2
	Table 8.1.6.1.3.8.3.3-7
	

	  }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-7: RRCReconfiguration-HO (Table 8.1.6.1.3.8.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.8.1-1A with condition RBConfig_KeyChange

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE{
	
	
	

	        masterCellGroup
	CellGroupConfig with condition PCI_NR Cell 2
	Table 8.1.6.1.3.8.3.3-8
	HO_NR Cell 2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.1.6.1.3.8.3.3-8: CellGroupConfig (Table 8.1.6.1.3.8.3.3-7)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19 with Condition PCell_change and CFRA

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon SEQUENCE {
	
	
	

	        physCellId
	Physical Cell Identity of NR Cell 2
	
	PCI_NR Cell 2

	      }
	
	
	

	      t304
	ms2000
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-9: RRCReestablishment (step 8, Table 8.1.6.1.3.8.3.2-3)
	Derivation Path: TS 38.508-1, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishment SEQUENCE {
	
	
	

	      nextHopChainingCount
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-10: RRCReestablishmentComplete (step 9, Table 8.1.6.1.3.8.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-11

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishmentComplete SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        ue-MeasurementsAvailable-r16
	UE-MeasurementsAvailable-r16 with condition RLF
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.6.1.3.8.3.3-11: RRCReconfiguration (step 10, Table 8.1.6.1.3.8.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition REEST



Table 8.1.6.1.3.8.3.3-12: UEInformationRequest (step 12, Table 8.1.6.1.3.8.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-32A with condition RLF



Table 8.1.6.1.3.8.3.3-13: UEInformationResponse (step 13, Table 8.1.6.1.3.8.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-32B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueInformationResponse-r16 SEQUENCE {
	
	
	

	      rlf-Report-r16 CHOICE {
	
	
	

	        nr-RLF-Report-r16 SEQUENCE {
	
	
	

	          measResultLastServCell-r16 SEQUENCE {
	
	
	

	            measResult-r16 SEQUENCE {
	
	
	

	              cellResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Cell-r16 SEQUENCE {
	
	
	

	                  rsrp
	(0..127)
	
	

	                  rsrq
	(0..127)
	
	

	                  sinr
	Not checked
	
	

	                }
	
	
	

	                resultsCSI-RS-Cell-r16
	Not checked
	
	

	              }
	
	
	

	              rsIndexResults-r16 SEQUENCE {
	
	
	

	                resultsSSB-Indexes-r16 SEQUENCE {
	
	
	

	                  ssb-Index
	1
	
	

	                  ssb-Results SEQUENCE {
	
	
	

	                    rsrp
	(0..127)
	
	

	                    rsrq
	(0..127)
	
	

	                    sinr
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	                ssbRLMConfigBitmap-r16
	01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000
	
	

	                resultsCSI-RS-Indexes-r16
	Not present
	
	

	                csi-rsRLMConfigBitmap-r16
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultNeighCells-r16{
	
	
	

	            measResultNeighCellListNR
	
	
	

	              MeasResultLogging2NR-r16[1] SEQUENCE {
	
	
	

	                carrierFreq-r16
	
	
	

	                measResultListLoggingNR-r16{
	
	
	

	                  MeasResultLoggingNR-r16[1] SEQUENCE {
	
	
	

	                    physCellId-r16
	
	
	

	                    measResult SEQUENCE {
	
	
	

	                      cellResults SEQUENCE {
	
	
	

	                        resultsSSB-Cell SEQUENCE {
	
	
	

	                          rsrp
	(0..127)
	
	

	                          rsrq
	Not present
	
	

	                          sinr
	Not present
	
	

	                        }
	
	
	

	                        resultsCSI-RS-Cell
	Not present
	
	

	                      }
	
	
	

	                      rsIndexResults
	Not present
	
	

	                    }
	
	
	

	                  cgi-Info
	Not present
	
	

	                  choCandidate-r17
	Not present
	
	

	                  choConfig-r17 SEQUENCE {
	
	
	

	                    condEventId CHOICE {
	
	
	

	                    condEventA3 SEQUENCE {
	
	
	

	                      a3-Offset CHOICE {
	
	
	

	                        rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	FFS
	
	FR2

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	                triggeredEvent-r17 SEQUENCE {
	
	
	

	                  timeBetweenEvents-r17 
	Not present
	
	

	                  firstTriggeredEvent
	condFirstEvent
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          c-RNTI-r16
	the old value of the C-RNTI of the UE used in NR Cell 1
	
	

	          previousPCellId-r16 CHOICE {
	
	
	

	            nrPreviousCell-r16 SEQUENCE {
	
	
	

	              plmn-Identity-r16
	PLMN ID of NR Cell 1
	
	

	              cellIdentity-r16
	CGI of NR Cell 1
	
	

	              trackingAreaCode-r16
	TAC of NR Cell 1
	
	

	            }
	
	
	

	          }
	
	
	

	          failedPCellId-r16 CHOICE {
	
	
	

	            nrFailedPCellId-r16
	Any Allowed Value
	Either pci-arfcn-r16 or cellGlobalId-r16 corresponding to NR Cell 2
	

	            eutraFailedPCellId-r16
	Not present
	
	

	          }
	
	
	

	          reconnectCellId-r16
	Not present
	
	

	          timeUntilReconnection-16
	Not present
	
	

	          reestablishmentCellId-r16 SEQUENCE {
	
	
	

	            plmn-Identity-r16
	PLMN ID of NR Cell 1
	
	

	            cellIdentity-r16
	CGI of NR Cell 1
	
	

	            trackingAreaCode-r16
	TAC of NR Cell 1
	
	

	          }
	
	
	

	          timeConnFailure-r16
	Any allowed value
	
	

	          timeSinceFailure-r16
	Any allowed value
	
	

	          connectionFailureType-r16
	hof
	
	

	          rlf-Cause-r16
	Not checked
	
	

	          locationInfo-r16
	Not checked
	
	

	          noSuitableCellFound-r16
	Not present
	
	

	          ra-InformationCommon-r16
	Not checked
	
	

	          lastHO-Type-r17
	cho
	
	

	          timeSinceCHO-Reconfig-r17
	(0..1023)
	Less than the value of T304
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<Unmodified Text Skipped>

8.2.3.18.1	Conditional PSCell change / Success / EN-DC
8.2.3.18.1.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED state with EN-DC and receiving an RRCReconfiguration message for conditional PScell change }
ensure that {
  when { Any CPC execution condition is not satisfied }
    then { UE maintains connection with source PScell and continue to evaluate the CPC execution conditions }
            }

(2)
with { UE in NR RRC_CONNECTED state with EN-DC and receiving an RRCReconfiguration message for conditional PScell change }
ensure that {
  when { Any CPC execution condition is satisfied }
    then { UE performs conditional PScell change to the candidate target cell }
            }

(3)
with { UE in NR RRC_CONNECTED state with EN-DC and receiving an RRCReconfiguration message for conditional PScell change }
ensure that {
  when { UE performs conditional PScell change successfully }
    then { UE releases stored CPC configurations }
            }

8.2.3.18.1.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 37.340 clause 10.3.1 and 10.6 and TS 38.331 clause 5.3.5.1. Unless otherwise stated these are Rel-16 requirements.
[TS 38.331, clause 10.3.1]
The Secondary Node Modification procedure may be initiated either by the MN or by the SN and be used to modify, establish or release bearer contexts, to transfer bearer contexts to and from the SN or to modify other properties of the UE context within the same SN. It may also be used to transfer an NR RRC message from the SN to the UE via the MN and the response from the UE via MN to the SN (e.g. when SRB3 is not used). In case of CPC, this procedure is used to configure or modify CPC configuration within the same SN.
…
SN initiated Conditional SN Modification (CPC) without MN involvement (SRB3 is used)


Figure 10.3.1-3a: SN Modification - SN-initiated without MN involvement and SRB3 is used to configure CPC.
The SN initiates the procedure when it needs to transfer an NR RRC message to the UE and SRB3 is used to configure CPC.
1.	The SN sends the RRCReconfiguration message including CPC configuration to the UE through SRB3.
2.	The UE applies the new configuration. The UE starts evaluating the CPC execution conditions for the candidate PSCell(s). The UE maintains connection with the source PSCell and replies with the RRCReconfigurationComplete message to the SN via SRB3.
3.	If at least one CPC candidate PSCell satisfies the corresponding CPC execution condition, the UE detaches from the source PSCell, applies the stored configuration corresponding to the selected candidate PSCell and synchronises to the candidate PSCell.
4.	The UE completes the CPC execution procedure by sending an RRCReconfigurationComplete message to the new PSCell.
Transfer of an NR RRC message to/from the UE (when SRB3 is not used)


Figure 10.3.1-4: Transfer of an NR RRC message to/from the UE
The SN initiates the procedure when it needs to transfer an NR RRC message to the UE and SRB3 is not used.
1.	The SN initiates the procedure by sending the SgNB Modification Required to the MN.
2.	The MN forwards the NR RRC message to the UE in the RRCConnectionReconfiguration message.
3.	The UE applies the new configuration and replies with the RRCConnectionReconfigurationComplete message.
4.	The MN forwards the NR RRC response message, if received from the UE, to the SN in the SgNB Modification Confirm message.
5.	If instructed, the UE performs synchronisation towards the PSCell of the SN as described in SgNB Addition procedure. Otherwise the UE may perform UL transmission after having applied the new configuration.
SN initiated Conditional SN Modification (CPC) without MN involvement (SRB3 is not used)


Figure 10.3.1-5: SN Modification - SN-initiated without MN involvement and SRB3 is not used to configure CPC
The SN initiates the procedure when it needs to transfer an NR RRC message to the UE and SRB3 is not used to configure CPC.
1.	The SN initiates the procedure by sending the SgNB Modification Required to the MN including the SN RRC reconfiguration message with CPC configuration.
2.	The MN forwards the SN RRC reconfiguration message to the UE including it in the RRCConnectionReconfiguration message.
3.	The UE replies with the RRCConnectionReconfigurationComplete message by including the SN RRC reconfiguration complete message. The UE maintains connection with source PSCell after receiving CPC configuration, and starts evaluating the CPC execution conditions for the candidate PSCell(s).
4.	The MN forwards the SN RRC response message, if received from the UE, to the SN by including it in the SgNB Modification Confirm message.
5.	If at least one CPC candidate PSCell satisfies the corresponding CPC execution condition, the UE completes the CPC execution procedure by an ULInformationTransferMRDC message to the MN which includes an embedded RRCReconfigurationComplete message to the selected target PSCell.
6.	The RRCReconfigurationComplete is forwarded to the SN embedded in RRC Transfer.
7.	The UE detaches from the source PSCell, applies the stored corresponding configuration and synchronises to the selected candidate PSCell.
[TS 38.331, clause 10.6]
In MR-DC, a PSCell change does not always require a security key change.
…
A Conditional PSCell Change (CPC) is defined as a PSCell change that is executed by the UE when execution condition(s) is met. The UE starts evaluating the execution condition(s) upon receiving the CPC configuration, and stops evaluating the execution condition(s) once PSCell change is triggered. Only intra-SN CPC without MN involvement is supported.
The following principles apply to CPC:
-	The CPC configuration contains the configuration of CPC candidate PSCell(s) and execution condition(s) generated by the SN.
-	An execution condition may consist of one or two trigger condition(s) (CPC events A3/A5, as defined in TS 38.331 [4]). Only single RS type is supported and at most two different trigger quantities (e.g. RSRP and RSRQ, RSRP and SINR, etc.) can be configured simultaneously for the evaluation of CPC execution condition of a single candidate PSCell.
-	Before any CPC execution condition is satisfied, upon reception of PSCell change command or PCell change command, the UE executes the PSCell change procedure as described in clause 10.3 and 10.5 or the PCell change procedure as described in clause 9.2.3.2 in TS 38.300[3] or clause 10.1.2.1 in TS 36.300 [2], regardless of any previously received CPC configuration. Upon the successful completion of PSCell change procedure or PCell change procedure, the UE releases all stored CPC configurations.
-	While executing CPC, the UE is not required to continue evaluating the execution condition of other candidate PSCell(s).
-	Once the CPC procedure is executed successfully, the UE releases all stored CPC configurations.
-	Upon the release of SCG, the UE releases the stored CPC configurations.
CPC configuration in HO command, PSCell change command or conditional reconfiguration is not supported.
 [TS 38.331, clause 5.3.5.1]


Figure 5.3.5.1-1: RRC reconfiguration, successful



Figure 5.3.5.1-2: RRC reconfiguration, failure

The purpose of this procedure is to modify an RRC connection, e.g. to establish/modify/release RBs, to perform reconfiguration with sync, to setup/modify/release measurements, to add/modify/release SCells and cell groups, to add/modify/release conditional handover configuration, to add/modify/release conditional PSCell change configuration. As part of the procedure, NAS dedicated information may be transferred from the Network to the UE.
[TS 38.331, clause 5.3.5.13.1]
The network configures the UE with one or more candidate target SpCells in the conditional reconfiguration. The UE evaluates the condition of each configured candidate target SpCell. The UE applies the conditional reconfiguration associated with one of the target SpCells which fulfils associated execution condition. The network provides the configuration parameters for the target SpCell in the ConditionalReconfiguration IE.
The UE performs the following actions based on a received ConditionalReconfiguration IE:
1>	if the ConditionalReconfiguration contains the condReconfigToRemoveList:
2>	perform conditional reconfiguration removal procedure as specified in 5.3.5.13.2;
1>	if the ConditionalReconfiguration contains the condReconfigToAddModList:
2>	perform conditional reconfiguration addition/modification as specified in 5.3.5.13.3;
8.2.3.18.1.3	Test description
8.2.3.18.1.3.1	Pre-test conditions
System Simulator:
-	E-UTRA Cell 1 is the PCell, NR Cell 1 is the source PSCell and NR Cell 2 and NR Cell 4 are the candidate target PSCell.
UE:
-	None.
Preamble:
-	If pc_IP_Ping is set to TRUE then, the UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC), Bearers (MCG(s) and SCG) established according to TS 38.508-1 [4], clause 4.5.4.2-1.
-	Else, 	the UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC), Bearers (MCG(s) and SCG) and Test Loop Function (On) with UE test loop mode B activated according to TS 38.508-1 [4], table 4.5.4.2-1.
8.2.3.18.1.3.2	Test procedure sequence
Tables 8.2.3.18.1.3.2-1 and 8.2.3.18.1.3.2-2 illustrate the downlink power levels to be applied for NR Cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1", T2 and "T3", are applied at the point indicated in the Main behaviour description in Table 8.2.3.18.1.3.2-3.
Table 8.2.3.18.1.3.2-1: Power levels in FR1
	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-
	-
	-
	Power levels are such that event A3 is not satisfied for NR Cell 2 and NR Cell 4. 

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-88
	-94
	-94
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	
	-
	-
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-94
	-79
	-94
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	
	-
	-
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 4

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-94
	-94
	-79
	



Table 8.2.3.18.1.3.2-2: Power levels in FR2
	
	Parameter
	Unit
	E-UTRA Cell 1
	NR Cell 1
	NR Cell 2
	NR Cell 4
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	-
	Power levels are such that event A3 is not satisfied for NR Cell 2 and NR Cell 4. 

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-91
	-100
	-100
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	-
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-91
	-82
	-91
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	-
	-
	-
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 4

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-91
	-91
	-82
	



Table 8.2.3.18.1.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to perform conditional PSCell change with ConditionalReconfiguration to set NR Cell 2 and NR Cell 4 as target candidate cells.
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-

	2
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 2 within 10s?
	-->
	(PRACH Preamble)
	1
	F

	3
	SS adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	4
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 2 within 10s?
	-->
	(PRACH Preamble)
	2
	P

	5
	The SS transmits Random Access Response.
	<--
	Random Access Response
	-
	-

	6
	The UE transmits an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message on E-UTRA Cell 1
	-->
	RRCConnectionReconfigurationComplete (RRCReconfigurationComplete)
	-
	-

	7
	Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1 indicate that the UE is capable of exchanging IP data on SCG DRB using NR radio path?
	-
	-
	2
	P

	8
	SS adjusts the cell-specific reference signal level according to row "T2".
	-
	-
	-
	-

	9
	Check: Does the UE initiate a random access procedure by transmitting Preamble in NR Cell 4 within 10s?
	-->
	(PRACH Preamble)
	3
	F



8.2.3.18.1.3.3	Specific message contents
Table 8.2.3.18.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.18.1.3.2-3)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon



Table 8.2.3.18.1.3.3-2: RRCReconfiguration (Table 8.2.3.18.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition EN-DC_MEAS and CHO

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      measConfig
	MeasConfig
	Table 8.2.3.18.1.3.3-3
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              conditionalReconfiguration-r16
	ConditionalReconfiguration
	Table 8.2.3.18.1.3.3-6
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.1.3.3-3: MeasConfig (Table 8.2.3.18.1.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.2.3.18.1.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-condEventA3
	Table 8.2.3.18.1.3.3-5
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.1.3.3-4: MeasObjectNR (Table 8.2.3.18.1.3.3-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	The SSB of NR cell 1, NR Cell 2 and NR cell 4 have the same ARFCN value as specified in TS 38.508-1 [4] clause 6.2.3
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.18.1.3.3-5: ReportConfigNR-condEventA3 (Table 8.2.3.18.1.3.3-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition CHO AND EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.2.3.18.1.3.3-6: ConditionalReconfiguration (Table 8.2.3.18.1.3.3-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25D

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16::= SEQUENCE {
	
	
	

	  condReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	2 entries
	
	

	    CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	      condReconfigId-r16
	1
	
	

	      condExecutionCond-r16::= SEQUENCE {
	1 entry
	
	

	        MeasId[1]
	1
	entry 1
	

	      }
	
	
	

	      condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 2
	Table 8.2.3.18.1.3.3-7
	

	    }
	
	
	

	    CondReconfigToAddMod-r16[2] ::= SEQUENCE {
	
	entry 2
	

	      condReconfigId-r16
	2
	
	

	      condExecutionCond-r16::= SEQUENCE {
	1 entry
	
	

	      MeasId[1]
	1
	entry 1
	

	      }
	
	
	

	      condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 4
	Table 8.2.3.18.1.3.3-7
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.1.3.3-7: RRCReconfiguration-HO (Table 8.2.3.18.1.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.8.1-1A with condition RBConfig_KeyChange

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      secondaryCellGroup SEQUENCE {
	CellGroupConfig with condition PCI_NR cell 2
	Table 8.2.3.18.1.3.3-9
	HO_NR cell 2

	
	CellGroupConfig with condition PCI_NR cell 4
	Table 8.2.3.18.1.3.3-9
	HO_NR cell 4

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.2.3.18.1.3.3-8: CellGroupConfig (Table 8.2.3.18.1.3.3-7)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19 with Condition PSCell_change

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon SEQUENCE {
	
	
	

	        physCellId
	Physical Cell Identity of NR Cell 2
	
	PCI_NR cell 2

	
	Physical Cell Identity of NR Cell 4
	
	PCI_NR Cell 4

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.2.3.18.2	Conditional PSCell change / Failure / EN-DC
8.2.3.18.2.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED state with EN-DC and receiving an RRCReconfiguration message for conditional PSCell change }
ensure that {
  when { CPC execution failure happens }
    then { UE suspends SCG transmissions for all radio bearers and reports the SCG Failure Information to the MN }
            }

(2)
with { UE in RRC_CONNECTED state with EN-DC and receiving an RRCReconfiguration message for conditional PSCell change }
ensure that {
  when { radio link failure is detected for MCG during the execution of CPC }
    then { the UE initiates the RRC connection re-establishment procedure }
            }

8.2.3.18.2.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 37.340 clause 7.7. Unless otherwise stated these are Rel-16 requirements.
[TS 37.340, clause 7.7]
RLF is declared separately for the MCG and for the SCG.
If radio link failure is detected for MCG, and fast MCG link recovery is configured, the UE triggers fast MCG link recovery. Otherwise, the UE initiates the RRC connection re-establishment procedure. During the execution of CPC, if radio link failure is detected for MCG, the UE initiates the RRC connection re-establishment procedure.
During fast MCG link recovery, the UE suspends MCG transmissions for all radio bearers and reports the failure with MCGFailureInformation message to the MN via the SCG, using the SCG leg of split SRB1 or SRB3.
The UE includes in the MCGFailureInformation message the measurement results available according to current measurement configuration of both the MN and the SN. Once the fast MCG link recovery is triggered, the UE maintains the current measurement configurations from both the MN and the SN, and continues measurements based on configuration from the MN and the SN, if possible. The UE initiates the RRC connection re-establishment procedure if it does not receive an RRCReconfiguration message, MobilityFromNRCommand message, MobilityFromEUTRACommand message or RRCRelease message within a certain time after fast MCG link recovery was initiated.
Upon reception of the MCGFailureInformation message, the MN can send RRCReconfiguration message, MobilityFromNRCommand message, MobilityFromEUTRACommand message or RRCRelease message to the UE, using the SCG leg of split SRB1 or SRB3. Upon receiving an RRCReconfiguration message, MobilityFromNRCommand message or MobilityFromEUTRACommand message, the UE resumes MCG transmissions for all radio bearers. Upon receiving an RRCRelease message, the UE releases all the radio bearers and configurations.
NOTE 1:	It is up to network implementation to guarantee that the RRC-related messages are delivered to the UE by the SN before the release of its control plane resources.
The following SCG failure cases are supported:
-	SCG RLF;
-	SN addition/change failure;
-	For EN-DC, NGEN-DC and NR-DC, SCG configuration failure or CPC configuration failure (only for messages on SRB3);
-	For EN-DC, NGEN-DC and NR-DC, SCG RRC integrity check failure (on SRB3);
-	For EN-DC, NGEN-DC and NR-DC, consistent UL LBT failure on PSCell;
-	For IAB-MT, reception of a BH RLF indication from SCG;
-	CPC execution failure.
Upon SCG failure, if MCG transmissions of radio bearers are not suspended, the UE suspends SCG transmissions for all radio bearers and reports the SCGFailureInformation to the MN, instead of triggering re-establishment. If SCG failure is detected while MCG transmissions for all radio bearers are suspended, the UE initiates the RRC connection re-establishment procedure.
SCG/MCG failure handling by UE also applies to IAB MT.
In all SCG failure cases, the UE maintains the current measurement configurations from both the MN and the SN and the UE continues measurements based on configuration from the MN and the SN if possible. The SN measurements configured to be routed via the MN will continue to be reported after the SCG failure.
NOTE 2:	UE may not continue measurements based on configuration from the SN after SCG failure in certain cases (e.g. UE cannot maintain the timing of PSCell).
The UE includes in the SCGFailureInformation message the measurement results available according to current measurement configuration of both the MN and the SN.	The MN handles the SCGFailureInformation message and may decide to keep, change, or release the SN/SCG. In all the cases, the measurement results according to the SN configuration and the SCG failure type may be forwarded to the old SN and/or to the new SN.
In case of CPC, upon transmission of the SCGFailureInformation message to the MN, the UE stops evaluating the CPC execution condition. The UE is not required to continue measurements for candidate PSCell(s) for execution condition upon transmission of the SCGFailureInformation message to the MN.
8.2.3.18.2.3	Test description
8.2.3.18.2.3.1	Pre-test conditions
System Simulator:
-	E-UTRA Cell 1 is the PCell, E-UTRA Cell 2 is the neighbour cell, NR Cell 1 is the source PSCell and NR Cell 2 is the candidate target PSCell.
UE:
-	None.
Preamble:
-	If pc_IP_Ping is set to TRUE then, the UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC), Bearers (MCG(s) and SCG) established according to TS 38.508-1 [4], clause 4.5.4.2-1.
-	Else, the UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC), Bearers (MCG(s) and SCG) and Test Loop Function (On) with UE test loop mode B activated according to TS 38.508-1 [4], table 4.5.4.2-1.
8.2.3.18.2.3.2	Test procedure sequence
Tables 8.2.3.18.2.3.2-1 and 8.2.3.18.2.3.2-2 illustrate the downlink power levels to be applied for E-UTRA and NR Cells at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while the configuration marked "T1", T2 and "T3" are applied at the point indicated in the Main behaviour description in Table 8.2.3.18.2.3.2-3.
Table 8.2.3.18.2.3.2-1: Power levels in FR1
	
	Parameter
	Unit
	E-UTRA Cell 1
	E-UTRA Cell 2
	NR Cell 1
	NR Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	off
	-
	-
	Power levels are such that UE registered on E-UTRA Cell 1 and added NR Cell 1 as the PSCell and event A3 is not satisfied for NR Cell 2.

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-88
	-94
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	off
	
	-
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-94
	-79
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	off
	
	-
	Power levels are such that entry condition for event A3 is not satisfied for NR Cell 2.

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-88
	-113
	

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	off
	-85
	
	-
	Power levels are such that The radio link quality of E-UTRA Cell 1 is degraded, E-UTRA Cell 2 is suitable for camping and entry condition for event A3 is satisfied for NR Cell 2

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-94
	-79
	



Table 8.2.3.18.2.3.2-2: Power levels in FR2
	
	Parameter
	Unit
	E-UTRA Cell 1
	E-UTRA Cell 2
	NR Cell 1
	NR Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	off
	-
	-
	Power levels are such that UE registered on E-UTRA Cell 1 and added NR Cell 1 as the PSCell and event A3 is not satisfied for NR Cell 2.

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-82
	-91
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	off
	-
	-
	Power levels are such that entry condition for event A3 is satisfied for NR Cell 2

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-91
	-82
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-96
	off
	-
	-
	Power levels are such that entry condition for event A3 is not satisfied for NR Cell 2.

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-82
	-100
	

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	off
	-96
	-
	-
	Power levels are such that The radio link quality of E-UTRA Cell 1 is degraded, E-UTRA Cell 2 is suitable for camping and entry condition for event A3 is satisfied for NR Cell 2

	
	SS/PBCH SSS EPRE
	dBm/SCS
	-
	-
	-91
	-82
	



Table 8.2.3.18.2.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to perform conditional PSCell change with ConditionalReconfiguration to set NR Cell 2 as target candidate cell.
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message on E-UTRA Cell 1
	-->
	RRCConnectionReconfigurationComplete (RRCReconfigurationComplete)
	-
	-

	3
	SS adjusts the cell-specific reference signal level according to row "T1".
	-
	-
	-
	-

	4
	Wait for 5s to ensure that T304 expires.
NOTE: SS does not respond to the UE transmitted RACH preambles on NR Cell 2.
	-
	-
	-
	-

	5
	Check: Does UE transmit the SCGFailureInformationNR message with failureType set to 'synchReconfigFailureSCG' in E-UTRA Cell 1?
	-->
	SCGFailureInformationNR
	1
	P

	6
	SS adjusts the cell-specific reference signal level according to row "T2".
	-
	-
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to add NR PSCell with SCG DRB. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message.
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-

	8
	The UE transmits an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete (RRCReconfigurationComplete)
	-
	-

	9
	The UE transmits an ULInformationTransfer message containing the ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	ULInformationTransfer
	-
	-

	10
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message to perform conditional PSCell change with ConditionalReconfiguration to set NR Cell 2 as target candidate cell.
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message on E-UTRA Cell 1.
	-->
	RRCConnectionReconfigurationComplete (RRCReconfigurationComplete)
	-
	-

	12
	SS adjusts the cell-specific reference signal level according to row "T3" in order that the radio link quality of E-UTRA Cell 1 is degraded and E-UTRA Cell 2 is suitable for camping.
	-
	-
	-
	-

	13
	Check: Does the UE send RRCConnectionReestablishmentRequest message on E-UTRA Cell 1 within 10s?
	-->
	RRCConnectionReestablishmentRequest 
	2
	P

	14
	The SS transmits RRCConnectionReestablishment message.
	<--
	RRCConnectionReestablishment
	-
	-

	15
	The UE transmits RRCConnectionReestablishmentComplete message.
	-->
	RRCConnectionReestablishmentComplete
	-
	-

	16
	The SS transmits an RRCConnectionReconfiguration message to resume existing radio bearer.
	<--
	RRCConnectionReconfiguration
	-
	-

	17
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationtComplete
	-
	-



8.2.3.18.2.3.3	Specific message contents
Table 8.2.3.18.2.3.3-1: RRCConnectionReconfiguration (step 1 and step 10, Table 8.2.3.18.2.3.2-3)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon



Table 8.2.3.18.2.3.3-2: RRCReconfiguration (Table 8.2.3.18.2.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13 with condition EN-DC_MEAS and CHO

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      measConfig
	MeasConfig
	Table 8.2.3.18.2.3.3-3
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              conditionalReconfiguration-r16
	ConditionalReconfiguration
	Table 8.2.3.18.2.3.3-6
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-3: MeasConfig (Table 8.2.3.18.2.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR
	Table 8.2.3.18.2.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-condEventA3
	Table 8.2.3.18.2.3.3-5
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	1
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-4: MeasObjectNR (Table 8.2.3.18.2.3.3-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	The SSB of NR Cell 1, NR Cell 2 and NR Cell 4 have the same ARFCN value as specified in TS 38.508-1 [4] clause 6.2.3
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-5: ReportConfigNR-condEventA3 (Table 8.2.3.18.2.3.3-3)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-142 with condition CHO AND EVENT_A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    condTriggerConfig SEQUENCE {
	
	
	

	      condEventId CHOICE {
	
	
	

	        condEventA3 SEQUENCE {
	
	
	

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	2
	1 dB (2*0.5 dB)
	FR1

	
	2+ Delta(NRf2) - Delta(NRf1)
	a3-Offset value set to (2+ Delta(NRf2) - Delta(NRf1)).
(Note 1)
	FR2

	           rsrp
	2
	1 dB(2*0.5 dB)
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note 1:	Delta(NRf2) and Delta(NRf1) are derived based on calibration procedure defined in the TS 38.508-1 [4], clause 6.1.3.3 where Delta(NRf1) is derived for the carrier of NR PCell and Delta(NRf2) is derived for the carrier of neighbour cell.



Table 8.2.3.18.2.3.3-6: ConditionalReconfiguration (Table 8.2.3.18.2.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-25D

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16::= SEQUENCE {
	
	
	

	  condReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16 {
	1 entry
	
	

	    CondReconfigToAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	      condReconfigId-r16
	1
	
	

	      condExecutionCond-r16::= SEQUENCE {
	1 entry
	
	

	        MeasId[1]
	1
	entry 1
	

	      }
	
	
	

	      condRRCReconfig-r16
	RRCReconfiguration-HO with condition HO_NR cell 2
	Table 8.2.3.18.2.3.3-7
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-7: RRCReconfiguration-HO (Table 8.2.3.18.2.3.3-6)
	Derivation Path: TS 38.508-1 [4] Table 4.8.1-1A with condition RBConfig_KeyChange

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      secondaryCellGroup SEQUENCE {
	CellGroupConfig
	Table 8.2.3.18.2.3.3-8
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



8.2.3.18.2.3.3-8: CellGroupConfig (Table 8.2.3.18.2.3.3-7)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19 with Condition PSCell_change

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	

	      spCellConfigCommon SEQUENCE {
	
	
	

	        physCellId
	Physical Cell Identity of NR Cell 2
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-9: SCGFailureInformationNR (step 5, Table 8.2.3.18.2.3.2-3)
	Derivation Path: TS 36.508 [7], Table 4.6.1-18AA

	Information Element
	Value/remark
	Comment
	Condition

	SCGFailureInformationNR-r15 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      scgFailureInformationNR-r15 SEQUENCE {
	
	
	

	        failureReportSCG-NR-r15 SEQUENCE {
	
	
	

	          failureType-r15
	synchReconfigFailure-SCG
	
	

	          measResultFreqListNR-r15
	Not checked
	
	

	          measResultSCG-r15
	Not checked
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {} 
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-10: RRCConnectionReconfiguration (step 7, Table 8.2.3.18.2.3.2-3)
	Derivation Path: TS 36.508 [7], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup.
	Table 8.2.3.18.2.3.3-11
	

	                          }
	
	
	

	                        }
	
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig.
	Table 8.2.3.18.2.3.3-13
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-11: RRCReconfiguration (Table 8.2.3.18.2.3.3-10)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      secondaryCellGroup
	CellGroupConfig
	Table 8.2.3.18.2.3.3-12
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-12: CellGroupConfig (Table 8.2.3.18.2.3.3-11)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig {
	1 entry
	
	

	    RLC-BearerConfig[1] SEQUENCE {
	
	entry 1
	

	      servedRadioBearer CHOICE {
	
	
	

	        drb-Identity
	2
	SCG DRB Id
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.2.3.18.2.3.3-13: RadioBearerConfig (Table 8.2.3.18.2.3.3-10)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-132

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	6
	Dedicated EPS bearer Id of SCG DRB
	

	      }
	
	
	

	      drb-Identity
	2
	SCG DRB Id
	

	    }
	
	
	

	  }
	
	
	

	  securityConfig SEQUENCE {
	
	
	

	    keyToUse
	secondary
	
	

	  }
	
	
	

	}
	
	
	




<End of Change>
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