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<Start of modified section>
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	Idle mode operations
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	< Skipped part>

	8.1.3.7
	RRC connection release / Redirection from UTRAN to E-UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.1.3.8
	RRC connection release / Redirection from E-UTRAN to GERAN
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.8a
	RRC connection release / Redirection from E-UTRAN to GERAN / redir-policy bit
	Rel-14
	C05
	UEs supporting E-UTRA and GERAN and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.9
	RRC connection release / Redirection from E-UTRAN to CDMA2000-HRPD
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.10
	RRC connection release / Redirection from E-UTRAN to CDMA2000-1xRTT
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	< Skipped part>
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