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Table 4.6.1-8: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	
	MeasConfig-DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	
	MobilityControlInfo-HO
	
	HO, HO-TO-EUTRA, HO-TO-EN-DC

	        dedicatedInfoNASList
	Not present
	
	

	
	Set according to specific message content
	
	SRB2-DRB(n, m)
DRB(n, m)
SRB1-SRB2-DRB(n,m)
AM-DRB-ADD(bid)
UM-DRB-ADD(bid)
DRB-REL(bid)
DRB-Mod MCG_and_split
EN-DC_SRB2-DRB

	        radioResourceConfigDedicated
	Not present
	
	

	
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n, m)

	
	RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	
	AM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	
	UM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-DRB-REL(bid)
	
	DRB-REL(bid)

	
	RadioResourceConfigDedicated-HO
	
	HO

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m), HO-TO-EN-DC(n,m)

	
	RadioResourceConfigDedicated-DRB-Mod
	
	DRB-Mod

	
	RadioResourceConfigDedicated-SCell_AddMod
	
	SCell_AddMod

	
	RadioResourceConfigDedicated-PCell-PATTERN
	
	PCell-PATTERN

	
	RadioResourceConfigDedicated-EN-DC-Split
	
	MCG_and_split

	
	RadioResourceConfigDedicated-EN-DC_Split_DRB_Rel(bid)
	
	EN-DC_Split_Rel(bid)

	
	RadioResourceConfigDedicated-SRB4
	
	SRB4

	
	RadioResourceConfigDedicated-EN-DC-SRB2-DRB
	
	EN-DC_SRB2-DRB

	        securityConfigHO
	Not present
	
	

	
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA, HO-TO-EN-DC

	        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v890-IEs
	

	          lateNonCriticalExtension
	Not present
	RRCConnectionReconfiguration-v8m0-IEs
	

	          lateNonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v8m0-IEs
	4Rx_PCC

	            lateNonCriticalExtension
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v10i0-IEs
	

	              antennaInfoDedicatedPCell-v10i0 SEQUENCE {
	
	
	

	                maxLayersMIMO-r10
	fourLayers
	
	

	              }
	
	
	

	              nonCriticalExtension
	Not present
	RRCConnectionReconfiguration-v10l0-IEs
	

	            }
	
	
	

	          }
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v920-IEs
	

	            otherConfig-r9
	Not present
	
	

	
	OtherConfig-r9
	
	OtherConfig

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1020-IEs
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	Not present
	
	

	              sCellToAddModList-r10 SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10 {
	The same number of entries as the configured SCell(s)
	n denotes the index of the entry
	SCell_AddMod

	                SCellToAddMod-r10[n]
	SCellToAddMod-r10-DEFAULT
	
	

	              }
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1130-IEs
	

	                systemInfomationBlockType1Dedicated-r11
	Not present
	
	

	                nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1250-IEs
	

	                  wlan-OffloadInfo-r12
	Not present
	
	

	                  wlan-OffloadInfo-r12 CHOICE {
	
	
	WLAN-OffloadSetup, WLAN-OffloadRelease

	                    Release
	NULL
	
	WLAN-OffloadRelease

	                    setup SEQUENCE {
	
	
	WLAN-OffloadSetup

	                      wlan-OffloadConfigDedicated-r12
	WLAN-OffloadConfig-DEFAULT
	
	

	                      t350-r12
	min10
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  scg-Configuration-r12
	Not present
	
	

	                  scg-Configuration-r12
	SCG-Configuration-r12-DEFAULT
	
	PSCell_Release,
PSCell_Mod,
PSCell_Add_Split_DRB, PSCell_Add_SCG_DRB

	                  scg-Configuration-r12
	SCG-Configuration-r12-NE-DC
	
	NE-DC

	                  sl-SyncTxControl-r12
	Not present
	
	

	                  sl-DiscConfig-r12
	Not present
	
	

	                  sl-CommConfig-r12
	Not present
	
	

	                  nonCriticalExtension
	Not present
	
	

	                  nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1310-IEs
	LWA

	                    lwa-configuration-r13
	Set as specified in test case
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1310-IEs
	LWIP

	                    lwip-configuration-r13
	Set as specified in test case
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1310-IEs
	MCG_and_SCG, MCG_and_split, SCG-DRB(n,m), MCG_NR_PDCP, EN-DC_PSCell_Rel, SRB_NR_PDCP,
EN-DC_EmbedNR_RRCRecon,
[bookmark: _GoBack]EN-DC_Embed_RBConfig, EN-DC_PSCell_HO, CHO, CPA, Inter-SN CPC

	                    nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1430-IEs
	

	                      nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1510-IEs
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          release
	
	
	EN-DC_PSCell_Rel

	                          setup SEQUENCE {
	
	
	MCG_and_SCG, MCG_and_split, SCG-DRB(n,m), MCG_NR_PDCP,
EN-DC_EmbedNR_RRCRecon,
EN-DC_Embed_RBConfig, EN-DC_PSCell_HO

	                            endc-ReleaseAndAdd-r15
	false
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [67], table 4.6.1-13 with condition EN-DC.
	
	MCG_and_SCG，HO-TO-EN-DC(n,m)

	
	OCTET STRING including the RRCReconfiguration message, the IE secondaryCellGroup according TS 38.508-1 [67], table 4.6.1-13 with condition EN-DC and the IE PDCP-Config according TS 38.508-1 [67], table 4.6.3-99 with condition Split.
	
	MCG_and_split

	
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [67], table 4.8.1-2.
	
	SCG-DRB(n,m)

	
	OCTET STRING including the test case specific RRCReconfiguration
	
	EN-DC_EmbedNR_RRCRecon

	
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [67], table 4.6.1-13 with condition EN-DC_HO
	
	EN-DC_PSCell_HO

	                            p-MaxEUTRA-r15
	Not present
	
	

	
	23
	
	SIG AND EN-DC AND pc_dynamicPowerSharing

	
	20
	
	[bookmark: OLE_LINK36][bookmark: OLE_LINK35]SIG AND EN-DC AND (NOT pc_dynamicPowerSharing)

	
	10
	
	RF AND EN-DC_PC3 

	
	13
	
	RF AND EN-DC_PC2 

	                          }
	
	
	

	                        }
	
	
	

	                        sk-Counter-r15
	0
	
	MCG_and_SCG, MCG_and_split, SCG-DRB(n,m),
HO-TO-EN-DC(n,m)

	
	Not Present
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], table 4.6.3-132 with condition EN-DC_DRB.
	
	MCG_and_SCG, MCG_and_split，HO-TO-EN-DC(n,m)

	
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], table 4.8.1-3.
	
	SCG-DRB(n,m)

	
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], table 4.6.3-132 with condition MCG_NR_PDCP
	
	MCG_NR_PDCP

	
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], table 4.6.3-132 with condition SRB_NR_PDCP
	
	SRB_NR_PDCP

	
	OCTET STRING including the test case specific RadioBearerConfig
	
	EN-DC_Embed_RBConfig

	
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], table 4.6.3-132 with conditions EN-DC_DRB and Re-establish_PDCP
	
	EN-DC_PSCell_HO AND RBConfig_KeyChange

	
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], table 4.6.3-132 with conditions EN-DC_DRB and Recover_PDCP
	
	EN-DC_PSCell_HO AND RBConfig_NoKeyChange

	                        nr-RadioBearerConfig2-r15
	Not present
	
	

	                        tdm-PatternConfig-r15
	Not present
	
	

	                        nonCriticalExtension
	Not present
	
	

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	CHO, CPA, Inter-SN CPC

	                          securityConfigHO-v1530
	Not present
	
	

	                          sCellGroupToReleaseList-r15
	Not present
	
	

	                          sCellGroupToAddModList-r15
	Not present
	
	

	                          dedicatedInfoNASList-r15
	Not present
	
	

	                          p-MaxUE-FR1-r15
	Not present
	
	

	                          smtc-r15
	Not present
	
	

	                          nonCriticalExtension
	Not present
	
	

	                          nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1610-IEs
	CHO, CPA, Inter-SN CPC

	                            conditionalReconfiguration-r16
	Not present
	
	

	
	ConditionalReconfiguration-r16-HO
	
	CHO

	
	ConditionalReconfiguration-r16-CPA
	
	CPA

	
	ConditionalReconfiguration-r16-interSN_CPC
	
	Inter-SN CPC

	                            daps-SourceRelease-r16
	Not present
	
	

	                            tdm-PatternConfig2-r16
	Not present
	
	

	                            sl-ConfigDedicatedForNR-r16
	Not present
	
	

	                            sl-SSB-PriorityEUTRA-r16
	Not present
	
	

	                            nonCriticalExtension
	Not present
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	AM-DRB-ADD(bid)
	Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already be established)

	UM-DRB-ADD(bid)
	Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already be established)

	DRB-REL(bid)
	Release of the DRB with bearer identity bid

	HO
	Intra LTE handover

	MEAS
	A measurement is configured

	HO-TO-EUTRA(n,m)
	Inter-RAT handover to E-UTRA including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	nonFullConfig
	The field is not present in case of handover within E-UTRA when the fullConfig is included or in case of handover of handover to E-UTRA; otherwise it is optional present, need ON.

	DRB-Mod
	Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer Context Request message (SRB2 should already be established)

	SCell_AddMod
	Addition or modification of SCell(s)

	PCell-PATTERN
	eICIC Serving Cell Pattern

	OtherConfig
	Other Configuration is configured

	WLAN-OffloadSetup
	When Dedicated WLAN Offload parameters need to be configured in UE

	WLAN-OffloadRelease
	When Dedicated WLAN Offload parameters need to be released in UE

	PSCell_Mod
	Modification of PSCell(s)

	PSCell_Release
	Release of PSCell

	PSCell_Add_Split_DRB
	Add PSCell(s) and setup of Split DRB

	PSCell_Add_SCG_DRB
	Add PSCell(s) and setup of SCG DRB

	4Rx_PCC
	For 4Rx testcases with more than 2 Layers on PCC

	MCG_and_SCG
	EN-DC with MCG and SCG.

	MCG_and_split
	EN-DC with MCG and split.

	SCG-DRB(n,m)
	EN-DC establishment of additional n x AM DRB:s and m x UM DRB:s in SCG.

	EN-DC_PSCell_Rel
	Release of EN-DC PSCell

	EN-DC_Split_Rel(bid)
	Release of E-UTRA leg of EN-DC Split DRB with bearer identity bid

	MCG_NR_PDCP
	EN-DC configuration of MCG DRB with NR PDCP.

	SRB_NR_PDCP
	EN-DC configuration of SRB1 and SRB2 with NR PDCP.

	EN-DC_SRB2-DRB
	Establishment of SRB2 and DRB combination for EN-DC

	EN-DC_EmbedNR_RRCRecon
	To modify NR Cell Configuration in EN-DC by including RRCReconfiguration

	EN-DC_EmbedNR_RBConfig
	To modify NR RB Configuration in EN-DC by including RadioBearerConfig

	SRB4
	Establishment of SRB4

	LWA
	LWA is being configured

	LWIP
	LWIP is being configured

	HO-TO-EN-DC(n,m)
	Inter-RAT handover to EN-DC including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	EN-DC_PSCell_HO
	RRCReconfiguration to perform PSCell handover (SCG change) in EN-DC

	RBConfig_KeyChange
	RadioBearerConfig to perform PSCell handover (SCG change) with security key change in EN-DC

	RBConfig _NoKeyChange
	RadioBearerConfig to perform PSCell handover (SCG change) without security key change in EN-DC

	EN-DC_NR_CA
	Addition, modification or release of NR SCell

	EN-DC_PC3
	Power Class 3 UE testing Power Class 3 requirements for EN-DC RF test cases except Rx test cases that need to configure PCMAX – XdB for EUTRA CC

	EN-DC_PC2
	Power Class 2 UE testing Power Class 2 requirements for EN-DC RF test cases except Rx test cases that need to configure PCMAX – XdB for EUTRA CC

	CHO
	Conditional handover

	CPA
	Conditional PSCell addition

	Inter-SN CPC
	Inter-SN conditional PSCell change

	NE-DC
	NR E-UTRA Dual Connectivity is configured
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Table 4.6.1-8A: RRCConnectionReconfiguration (SideLink)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  sl-SyncTxControl-r12 SEQUENCE {
	
	
	

	                     networkControlledSyncTx-r12
	off
	This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.
	

	                  }
	
	
	

	                  sl-DiscConfig-r12 SEQUENCE {
	
	
	DISC

	                    discTxResources-r12 CHOICE {
	
	
	

	                      release
	NULL
	
	RELEASE

	                      setup CHOICE {
	
	
	SETUP

	                        scheduled-r12 SEQUENCE {
	
	
	SCHEDULED

	                          discTxConfig-r12 SEQUENCE {
	
	
	

	                            cp-Len-r12
	normal
	
	

	                            discPeriod-r12
	rf32
	
	

	                            numRetx-r12
	0
	
	

	                            numRepetition-r12
	1
	
	

	                            tf-ResourceConfig-r12 SEQUENCE {
	
	
	

	                              prb-Num-r12
	12
	
	BW5

	
	24
	
	BW10

	                              prb-Start-r12
	0
	
	

	                              prb-End-r12
	23
	
	BW5

	
	48
	
	BW10

	                              offsetIndicator-r12
	160
	small-r12
	FDD

	
	163
	
	TDD

	                              subframeBitmap-r12
	00000000
11000000
00000000
00000000
00000000
	bs40-r12
	FDD

	
	00000000
11000000
	bs16-r12
	TDD

	                            }
	
	
	

	                            txParameters-r12 SEQUENCE {
	
	
	

	                              txParametersGeneral-r12 SEQUENCE {
	
	
	

	                                alpha-r12
	al0
	
	

	                                p0-r12
	31
	
	

	                              }
	
	
	

	                              ue-SelectedResourceConfig-r12
	Not present
	
	

	                            }
	
	
	

	                            rxParameters-r12
	Not present
	
	

	                          }
	
	
	

	                          discTF-IndexList-r12 SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12 {
	
	
	

	                            SL-TF-IndexPair-r12[1] SEQUENCE {
	
	
	

	                              discSF-Index-r12
	1
	INTEGER (1.. 200)
	

	                              discPRB-Index-r12
	1
	INTEGER (1.. 50)
	

	                            }
	
	
	

	                          }
	
	
	

	                          discHoppingConfig-r12 SEQUENCE {
	
	
	

	                            a-r12
	1
	INTEGER (1..200)

Per cell parameter:  see TS 36.213 [29, 14.3.1].
	

	                            b-r12
	1
	INTEGER (1..10)

Per UE parameter:  see TS 36.213 [29, 14.3.1].
	

	                            c-r12
	n1
	ENUMERATED {n1, n5}

Per cell parameter:  see TS36.213 [29, 14.3.1]
	

	                          }
	
	
	

	                        }
	
	
	

	                        ue-Selected-r12 SEQUENCE {
	
	
	UE-SELECTED

	                          discTxPoolDedicated-r12 SEQUENCE {
	
	
	

	                            poolToReleaseList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-TxPoolIdentity-r12 {
	
	
	RELEASE

	                              SL-TxPoolIdentity-r12[1]
	1
	
	

	                            }
	
	
	

	                            poolToAddModList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscTxPoolToAddMod-r12
	
	2 TxPools
	SETUP

	                              SL-DiscTxPoolToAddMod-r12[1] ::= SEQUENCE {
	
	TxPool 1
	

	                                poolIdentity-r12
	1
	
	

	                                pool-r12 SEQUENCE {
	
	
	

	                                  cp-Len-r12
	normal
	
	

	                                  discPeriod-r12
	rf32
	
	

	                                  numRetx-r12
	0
	
	

	                                  numRepetition-r12
	1
	
	

	                                  tf-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                    prb-Num-r12
	12
	
	BW5

	
	24
	
	BW10

	                                    prb-Start-r12
	0
	
	

	                                    prb-End-r12
	23
	
	BW5

	
	48
	
	BW10

	                                    offsetIndicator-r12
	160
	small-r12
	FDD

	
	163
	
	TDD

	                                    subframeBitmap-r12
	00000000
00110000
00000000
00000000
00000000
	bs40-r12
	FDD

	
	00000000
00110000
	bs16-r12
	TDD

	                                  }
	
	
	

	                                  txParameters-r12 SEQUENCE {
	
	
	

	                                    txParametersGeneral-r12 SEQUENCE {
	
	
	

	                                      alpha-r12
	al0
	
	

	                                      p0-r12
	31
	
	

	                                    }
	
	
	

	                                    ue-SelectedResourceConfig-r12 SEQUENCE {
	
	
	

	                                      poolSelection-r12 SEQUENCE {
	
	rsrpBased-r12
	

	                                        threshLow-r12
	3
	-90dBm
	

	                                        threshHigh-r12
	4
	-80dBm
	

	                                      }
	
	
	

	                                      txProbability-r12
	p100
	100% the probability of transmitting announcement in a discovery period when configured with a pool of resources
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  rxParameters-r12
	Not present
	
	

	                                }
	
	
	

	                              }
	
	
	

	                              SL-DiscTxPoolToAddMod-r12[2] ::= SEQUENCE {
	
	TxPool 2
	

	                                poolIdentity-r12
	2
	
	

	                                pool-r12 SEQUENCE {
	
	
	

	                                  cp-Len-r12
	normal
	
	

	                                  discPeriod-r12
	rf32
	
	

	                                  numRetx-r12
	0
	
	

	                                  numRepetition-r12
	1
	
	

	                                  tf-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                    prb-Num-r12
	12
	
	BW5

	
	24
	
	BW10

	                                    prb-Start-r12
	0
	
	

	                                    prb-End-r12
	23
	
	BW5

	
	48
	
	BW10

	                                    offsetIndicator-r12
	160
	small-r12
	FDD

	
	163
	
	TDD

	                                    subframeBitmap-r12
	00000000
00000011
00000000
00000000
00000000
	bs40-r12
	FDD

	
	00000000
00000011
	bs16-r12
	TDD

	                                  }
	
	
	

	                                  txParameters-r12 SEQUENCE {
	
	
	

	                                    txParametersGeneral-r12 SEQUENCE {
	
	
	

	                                      alpha-r12
	al0
	
	

	                                      p0-r12
	31
	
	

	                                    }
	
	
	

	                                    ue-SelectedResourceConfig-r12 SEQUENCE {
	
	
	

	                                      poolSelection-r12 SEQUENCE {
	
	rsrpBased-r12
	

	                                        threshLow-r12
	4
	-80dBm
	

	                                        threshHigh-r12
	5
	-70dBm
	

	                                      }
	
	
	

	                                      txProbability-r12
	p100
	100% the probability of transmitting announcement in a discovery period when configured with a pool of resources
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  rxParameters-r12
	Not present
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                    discTF-IndexList-v1260 CHOICE {
	
	
	

	                      release
	NULL
	
	

	                      setup SEQUENCE {
	
	
	

	                        discTF-IndexList-r12b SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12b
	
	
	

	                          SL-TF-IndexPair-r12b[1] SEQUENCE {
	
	
	

	                            discSF-Index-r12b
	1
	INTEGER (1.. 209)
	

	                            discPRB-Index-r12b
	1
	INTEGER (1.. 49)
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  sl-DiscConfig-r12
	Not Present
	
	COMM

	                  sl-CommConfig-r12
	Not Present
	
	DISC

	                  sl-CommConfig-r12 SEQUENCE {
	
	
	COMM

	                    commTxResources-r12 CHOICE {
	
	
	

	                      release
	NULL
	
	RELEASE

	                      setup CHOICE {
	
	
	SETUP

	                        scheduled-r12 SEQUENCE {
	
	
	SCHEDULED

	                          sl-RNTI-r12
	'1FF1'H 
	
	

	                          mac-MainConfig-r12 SEQUENCE {
	
	
	

	                            periodic-BSR-TimerSL
	sf20
	
	

	                            retx-BSR-TimerSL
	sf320
	
	

	                          }
	
	
	

	                          sc-CommTxConfig-r12 SEQUENCE {
	
	SL-CommResourcePool-r12
Indicates a pool of resources for SC when E-UTRAN schedules Tx resources (i.e. when indices included in DCI format 5 indicate the actual data resources to be used as specified in TS 36.212 [61, 5.3.3.1.9]).
	

	                            sc-CP-Len-r12
	normal
	
	

	                            sc-Period-r12
	sf40
	
	

	                            sc-TF-ResourceConfig-r12 SEQUENCE {
	
	
	

	                              prb-Num-r12
	13
	
	BW5

	
	25
	
	BW10

	                              prb-Start-r12
	0
	
	

	                              prb-End-r12
	24
	
	BW5

	
	49
	
	BW10

	                              offsetIndicator-r12
	0
	small-r12
	

	                              subframeBitmap-r12
	00000000
11000000
00000000
00000000
00000000
	bs40-r12
	FDD

	                            }
	
	
	

	                            data-CP-Len-r12
	normal
	
	

	                            dataHoppingConfig-r12 SEQUENCE {
	
	
	

	                              hoppingParameter-r12
	0
	
	

	                              numSubbands-r12
	ns1
	
	

	                              rb-Offset-r12
	0
	
	

	                            }
	
	
	

	                            ue-SelectedResourceConfig-r12
	Not present
	
	

	                            rxParametersNCell-r12
	Not present
	
	

	                            txParameters-r12
	Not present
	
	

	                          }
	
	
	

	                        mcs-r12
	0
	
	

	                        }
	
	
	

	                        ue-Selected-r12 SEQUENCE {
	
	
	UE-SELECTED

	                          commTxPoolNormalDedicated-r12 SEQUENCE {
	
	
	

	                            poolToReleaseList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-TxPoolIdentity-r12 {
	
	
	RELEASE

	                              SL-TxPoolIdentity-r12[1]
	1
	INTEGER (1.. maxSL-TxPool-r12)
	

	                            }
	
	
	

	                            poolToAddModList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommTxPoolToAddMod-r12
	
	1 TxPool
	SETUP

	                              SL-CommTxPoolToAddMod-r12[1] ::= SEQUENCE {
	
	TxPool 1
	

	                                poolIdentity-r12
	1
	INTEGER (1.. maxSL-TxPool-r12)
	

	                                pool-r12 SEQUENCE {
	
	
	

	                                  sc-CP-Len-r12
	normal
	
	

	                                  sc-Period-r12
	sf40
	
	

	                                  sc-TF-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                    prb-Num-r12
	13
	
	BW5

	
	25
	
	BW10

	                                    prb-Start-r12
	0
	
	

	                                    prb-End-r12
	24
	
	BW5

	
	49
	
	BW10

	                                    offsetIndicator-r12
	0
	small-r12
	

	                                    subframeBitmap-r12
	00000011
00000000
00000000
00000000
00000000
	bs40-r12
	FDD

	                                  }
	
	
	

	                                  data-CP-Len-r12
	normal
	
	

	                                  dataHoppingConfig-r12 SEQUENCE {
	
	
	

	                                    hoppingParameter-r12
	0
	
	

	                                    numSubbands-r12
	ns1
	
	

	                                    rb-Offset-r12
	0
	
	

	                                  }
	
	
	

	                                  ue-SelectedResourceConfig-r12 SEQUENCE {
	
	
	

	                                    data-TF-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                      prb-Num-r12
	13
	
	BW5

	
	25
	
	BW10

	                                      prb-Start-r12
	0
	
	

	                                      prb-End-r12
	24
	
	BW5

	
	49
	
	BW10

	                                      offsetIndicator-r12
	0
	small-r12
	

	                                      subframeBitmap-r12
	00000000
00000000
00000011
11000000
00000000
	bs40-r12
	FDD

	                                    }
	
	
	

	                                    trpt-Subset-r12
	001
	
	

	                                  }
	
	
	

	                                  rxParametersNCell-r12
	Not present
	
	

	                                  txParameters-r12
	Not present
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {}
	
	
	

	                }
	
	
	

	             }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	DISC
	Only SideLink Discovery configuration provided

	COMM
	Only SideLink Communication configuration provided

	RELEASE
	Release Discovery/Communication Respurces

	SETUP
	Setup Discovery/Communication Respurces

	SCHEDULED
	The resources the UE can use are scheduled by the NW.

	UE-SELECTED
	The resources the UE can use are to be selected by the UE from set of resources provided by the NW.

	FDD
	FDD cell environment

	TDD
	TDD cell environment (TDD config 1)



[bookmark: _Toc75980082][bookmark: _Toc75886331][bookmark: _Toc52167168][bookmark: _Toc43822059][bookmark: _Toc36028735][bookmark: _Toc35977427][bookmark: _Toc35976481][bookmark: _Toc27402817]–	RRCConnectionReconfiguration (V2X)
Table 4.6.1-8B: RRCConnectionReconfiguration (V2X)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      sl-V2X-ConfigDedicated-r14
	SL-V2X-ConfigDedicated-r14-DEFAULT condition SCHEDULED and SETUP
	
	

	                      sCellToAddModListExt-v14xy
	Not present
	
	

	                      perCC-GapIndicationRequest-r14
	Not present
	
	

	                      systemInformationBlockType2Dedicated-r14
	Not present
	
	

	                      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



–	RRCConnectionReconfiguration-CPA
[bookmark: _Hlk159516520]Table 4.6.1-8C: RRCConnectionReconfiguration-CPA
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1510-IEs
	

	                        nr-Config-r15 CHOICE {
	
	
	

	                          setup SEQUENCE {
	
	
	

	                            endc-ReleaseAndAdd-r15
	false
	
	

	                            nr-SecondaryCellGroupConfig-r15
	OCTET STRING including the RRCReconfiguration message and the IE secondaryCellGroup according TS 38.508-1 [67], Table 4.6.1-13 with condition EN-DC.
	
	

	                            p-MaxEUTRA-r15
	20
	
	

	                          }
	
	
	

	                        }
	
	
	

	                        sk-Counter-r15
	0
	
	

	                        nr-RadioBearerConfig1-r15
	OCTET STRING including RadioBearerConfig according TS 38.508-1 [67], Table 4.6.3-132 with condition EN-DC_DRB.
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc75980083][bookmark: _Toc75886332][bookmark: _Toc52167169][bookmark: _Toc43822060][bookmark: _Toc36028736][bookmark: _Toc35977428][bookmark: _Toc35976482][bookmark: _Toc27402818]–	RRCConnectionReconfigurationComplete
Table 4.6.1-9: RRCConnectionReconfigurationComplete
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	MCG_and_SCG, MCG_and_split, SCG-DRB(n,m),HO-TO-EN-DC(n,m)

	        nonCriticalExtension SEQUENCE {
	
	
	MCG_and_SCG, MCG_and_split, SCG-DRB(n,m),HO-TO-EN-DC(n,m)

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    scg-ConfigResponseNR-r15
	OCTET STRING including the RRCReconfigurationComplete message according TS 38.508-1 [67], table 4.6.1-14.
	
	

	                    nonCriticalExtension SEQUENCE {
	
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        selectedCondReconfigurationToApply-r17
	CondReconfigurationId-r16
	
	CPA, Inter-SN CPC

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	MCG_and_SCG
	EN-DC with MCG and SCG.

	MCG_and_split
	EN-DC with MCG and split.

	SCG-DRB(n,m)
	EN-DC establishment of additional n x AM DRB:s and m x UM DRB:s in SCG.

	HO-TO-EN-DC(n,m)
	Inter-RAT handover to EN-DC including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	CPA
	Conditional PSCell addition

	Inter-SN CPC
	Inter-SN conditional PSCell change



<Unchanged Skipped>
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Table 4.6.5-1: MobilityControlInfo-HO
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	Set according to specific message content
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Set according to specific message content
	
	

	ul-CarrierFreq
	Set according to specific message content
	
	FDD

	ul-CarrierFreq
	Not present 
	
	TDD

	  }
	
	
	

	  carrierFreq SEQUENCE { }
	Not present
	
	Band > 64

	  carrierBandwidth
	Not present
	
	SAME-BW

	  carrierBandwidth SEQUENCE {
	
	
	DIFF-BW

	     dl-Bandwidth
	Same downlink bandwidth as used for target cell
	
	

	     ul-Bandwidth
	Not present
	
	TDD

	     ul-Bandwidth
	Same uplink bandwidth as used for target cell
	
	FDD and Asymmetric-BW

	  }
	
	
	

	  additionalSpectrumEmission
	Not present
	
	

	
	1
	
	HO-TO-EUTRA，HO-TO-EN-DC

	  t304
	ms1000
	
	

	  newUE-Identity
	SS arbitrarily selects a value between ‘003C’H and ‘FFF2’H.
	
	

	  radioResourceConfigCommon
	RadioResourceConfigCommon-DEFAULT
	
	

	  rach-ConfigDedicated
	Not present
	
	

	
	Rach-ConfigDedicated-DEFAULT
	
	FullConfig, HO-TO-EUTRA，HO-TO-EN-DC

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Set according to specific message content
	
	

	  }
	
	
	

	  mobilityControlInfoV2X-r14 SEQUENCE {
	
	
	HO-V2X

	    v2x-CommTxPoolExceptional-r14 SEQUENCE {
	
	
	

	      sl-OffsetIndicator-r14
	0
	small-r12
	

	      sl-Subframe-r14
	00000000
11110000
0000
	bs20-r14
	

	      adjacencyPSCCH-PSSCH-r14
	TRUE

	BOOLEAN
	

	      sizeSubchannel-r14
	n5
	ENUMERATED {n5}
	BW10

	
	n10
	ENUMERATED {n10}
	BW20

	      numSubchannel-r14
	n5
	ENUMERATED {n5}
	

	      startRB-Subchannel-r14
	0
	
	

	      startRB-PSCCH-Pool-r14
	Not present
	
	

	      rxParametersNCell-r14
	Not present
	
	

	      dataTxParameters-r14 SEQUENCE {
	
	
	

	        alpha-r12
	al0
	
	

	        p0-r12
	31
	
	

	      }
	
	
	

	      zoneID-r14
	Not present
	
	

	    }
	
	
	

	    v2x-CommRxPool-r14 SEQUENCE {
	
	
	

	      sl-OffsetIndicator-r14
	0
	small-r12
	

	      sl-Subframe-r14
	00001111
00000000
0000
	bs20-r14
	

	      adjacencyPSCCH-PSSCH-r14
	TRUE
	BOOLEAN
	

	      sizeSubchannel-r14
	n5
	ENUMERATED {n5}
	BW10

	
	n10
	ENUMERATED {n10}
	BW20

	      numSubchannel-r14
	n5
	ENUMERATED {n5}
	

	      startRB-Subchannel-r14
	0
	
	

	      startRB-PSCCH-Pool-r14
	Not present
	
	

	      rxParametersNCell-r14
	Not present
	
	

	      dataTxParameters-r14
	Not present
	
	

	      zoneID-r14
	Not present
	
	

	    }
	
	
	

	    v2x-CommSyncConfig-r14
	Not present
	
	

	    cbr-MobilityTxConfigList-r14
	Not present
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	SAME-BW
	Source and target cell are configured with same bandwidth

	DIFF-BW
	Source and target cell are configured with different bandwidth

	Band > 64 
	If band > 64 is selected

	HO-V2X
	V2X sidelink communication handover

	BW10
	10 MHz channel bandwidth  for V2X communication

	BW20
	20 MHz channel bandwidth  for V2X communication

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA

	Asymmetric-BW
	Target cell is configured with different dl-bandwidth and ul-bandwidth

	HO-TO-EN-DC
	Inter-RAT handover to EN-DC



[bookmark: _Toc75980236][bookmark: _Toc75886485]–	ConditionalReconfiguration-r16-HO
Table 4.6.5-2: ConditionalReconfiguration-r16-HO
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16-HO ::= SEQUENCE {
	
	
	

	  condReconfigurationToAddModList-r16
	Not present
	
	

	  condReconfigurationToRemoveList-r16
	Not present
	
	

	  attemptCondReconf-r16
	true
	
	

	}
	
	
	



–	ConditionalReconfiguration-r16-CPA
Table 4.6.5-3: ConditionalReconfiguration-r16-CPA
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16-CPA ::= SEQUENCE {
	
	
	

	  condReconfigurationToAddModList-r16
	CondReconfigurationToAddModList-r16
	
	

	  condReconfigurationToRemoveList-r16
	Not present
	
	

	  attemptCondReconf-r16
	true
	
	

	}
	
	
	



–	ConditionalReconfiguration-r16-InterSN_CPC
Table 4.6.5-4: ConditionalReconfiguration-r16-InterSN_CPC
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	ConditionalReconfiguration-r16-InterSN_CPC ::= SEQUENCE {
	
	
	

	  condReconfigurationToAddModList-r16
	Not present
	
	

	  condReconfigurationToRemoveList-r16
	Not present
	
	

	  attemptCondReconf-r16
	true
	
	

	}
	
	
	



–	CondReconfigurationToAddModList-r16
Table 4.6.5-5: CondReconfigurationToAddModList-r16
	Derivation Path: TS 36.331, clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigurationToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxCondConfig-r16)) OF CondReconfigurationAddMod-r16 {
	1 entry
	
	

	  CondReconfigurationAddMod-r16[1] ::= SEQUENCE {
	
	entry 1
	

	    condReconfigurationId-r16
	CondReconfigurationId-r16
	
	

	    triggerCondition-r16::= SEQUENCE {
	
	
	

	      MeasId[1]
	1
	identify a measurement configuration
	

	    }
	
	
	

	    condReconfigurationToApply-r16
	OCTET STRING including RRCConnectionReconfiguration-CPA
	Table 4.6.1-8C
	

	    triggerConditionSN-r17
	Not present
	
	

	}
	
	
	



–	ConditionalReconfigurationId
Table 4.6.5-6: ConditionalReconfigurationId
	Derivation Path: TS 36.331, clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	CondReconfigurationId-r16
	1
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