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1.	Introduction
The purpose of this document is to present the methodology and principles used for the development of Test Tolerances for PSCell Addition and Release delay tests.
The test case from TS 38.533 is:
· 4.5.7.1, EN-DC FR1 addition and release delay of known PSCell
This document describes the process to derive the Test Tolerances. The calculations are provided in the accompanying spreadsheet.
2. Test cases in Annex A of TS 38.133
[bookmark: _Toc241998906][bookmark: _Toc241998904][bookmark: _Toc241399347][bookmark: _Toc296385064][bookmark: _Toc368029536]The Test Requirements are defined in the following extracts from TS 38.133 v17.9.0 Annex A.
[bookmark: _Toc231531227]A.4.5.7.1	Addition and Release Delay of known NR PSCell
A.4.5.7.1.1	Test purpose and environment
The purpose of this test is to verify that the NR PSCell addition and release delays under EN-DC are within the requirements stated in clause 7.31.2 [15] for the case when the PSCell is known by the UE at the time of addition.
[bookmark: _Hlk3879570]Supported test configurations are shown in A.4.5.7.1.1-1. The test parameters for the E-UTRA cell are given in Table A.3.7.2.1-1. The E-UTRA cell once set up is not changed across time.
The test parameters for NR cell are given in Tables A.4.5.7.1.1-2 and cell-specific parameters in A.4.5.7.1.1-3 below. The test consists of six successive time periods with duration of T1, T2, T3, T4, T5 and T6 respectively. There are two carriers each with one cell. Before the test starts the UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC) but is not aware of Cell 2 (NR PSCell) on radio channel 2. The UE is only monitoring the PCC. During T1 only Cell1 is known to the UE.
Before the start of T2, the UE in the measurement control information that event-triggered reporting with Event B1 is configured for neighbour cell (Cell2). Before the start of T2 the UE is configured with the measurement gaps (gap pattern Id # 0). The Cell2 becomes known to the UE during T2. Therefore, during T2 the UE shall report Event B1. The point in time at which the RRC message to release measurement gap is transmitted from the test system defines the start of period T3. During T3, after measurement gap is released, the test system transmits the RRC message to the UE to add PSCell on radio channel 2. 
The RRC message (to add PSCell) also includes a request for the UE to start periodic CSI reporting for the PSCell after the PSCell has been successfully added. The point in time at which the RRC message to add PSCell (Cell2) is received at the UE antenna connector defines the start of period T4.
The test system shall observe the periodic reporting of CSI for PSCell during T5. The point in time at which the UE has sent PRACH to the PSCell (Cell 2) defines the start of period T5.
The test system shall send a RRC message to the UE to release PSCell (Cell 2) on radio channel 2. The RRC message to release PSCell (Cell2) shall be sent to the UE during period T5, after the UE has sent at least one CQI report with non-zero CQI index for PSCell (Cell 2). The point in time at which the RRC message to release PSCell (Cell2) is received at the UE antenna connector defines the start of period T6.
Table A.4.5.7.1.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, FDD

	2
	LTE FDD, NR SCS 15 kHz, BW 10 MHz, TDD

	3
	LTE FDD, NR SCS 30 kHz, BW 40 MHz, TDD

	4
	LTE TDD, NR SCS 15 kHz, BW 10 MHz, FDD

	5
	LTE TDD, NR SCS 15 kHz, BW 10 MHz, TDD

	6
	LTE TDD, NR SCS 30 kHz, BW 40 MHz, TDD

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.7.1.1-2: General Test Parameters for PSCell Addition and Release
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1, 2
	Two radio channels are used for this test. One for E-UTRA cell and second for NR Cell

	Initial 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	
	Neighbour cell
	
	Cell2
	Neighbour cell on RF channel number 2.

	Final 
	Active PCell
	
	Cell1
	PCell on RF channel number 1.

	Condition
	Neighbour Cell
	
	Cell2
	PSCell released on RF channel number 2.

	B1
	Hysteresis
	dB
	0
	Hysteresis for evaluation of event B1.

	
	Threshold RSRP
	dBm
	-93
	Actual RSRP threshold for event B1. Needs to take absolute accuracy tolerance in clause 9.1.11.1 into account plus margin.  

	
	Time to Trigger
	S
	0
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	Measurement gap pattern Id
	
	0
	Gaps are configured before T2 and released before T3.

	PRACH configuration on cell2
	
	FR1 PRACH configuration 1
	Captured in A.3.8.2.1

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on primary component carrier. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on carrier frequency of cell2. 

	T1
	s
	1
	During this time the PCell shall be known and cell2 shall be unknown.

	T2
	s
	1.5
	During this time the UE shall identify neighbour cell (cell2) and report event B1.

	T3
	s
	3
	During this time the test system transmits the RRC messages to release measurement gap and add PSCell.

	T4
	s
	0.5
	During this time the UE adds the PSCell.

	T5
	s
	0.5
	During this time the UE sends CSI reports for PSCell.

	T6
	s
	0.5
	During this time the UE releases the PSCell.



Table A.4.5.7.1.1-3: Cell Specific Parameters for PSCell Addition and Release
	Parameter
	Unit
	Config
	Test

	
	
	
	T1
	T2
	T3
	T4
	T5
	T6

	E-UTRA RF Channel Number
	
	1,2,3,4,5,6
	1

	NR RF Channel Number
	
	1,2,3,4,5,6
	2

	TDD 
	
	1,4
	Not Applicable

	configuration
	
	2,5
	TDDConf.1.1

	
	
	3,6
	TDDConf.2.1

	BWchannel
	MHz
	1,4
	10: NRB,c = 52

	
	
	2,5
	10: NRB,c = 52

	
	
	3,6
	40: NRB,c = 106

	Initial BWP Configuration
	
	1,2,3
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP Configuration
	
	1,2,3
	DLBWP.1.1
ULBWP.1.1

	PDSCH Reference 
	
	1,4
	SR.1.1 FDD

	measurement
	
	2,5
	SR.1.1 TDD

	channel
	
	3,6
	SR.2.1 TDD

	RMSI CORESET Reference 
	
	1,4
	CR.1.1 FDD

	Channel
	
	2,5
	CR.1.1 TDD

	
	
	3,6
	CR.2.1 TDD

	Dedicated CORESET Reference 
	
	1,4
	CCR.1.1 FDD

	Channel
	
	2,5
	CCR.1.1 TDD

	
	
	3,6
	CCR.2.1 TDD

	OCNG Patterns
	
	1,2,3,4,5,6
	OP.1

	SSB configuration
	
	1,2,4,5
	SSB.1 FR1

	
	
	3,6
	SSB.2 FR1

	SMTC configuration
	
	1,2,4,5
	SMTC.1

	
	
	3,6
	SMTC.1

	TRS Configuration
	
	1,4
	TRS.1.1 FDD

	
	
	2,5
	TRS.1.1 TDD

	
	
	3,6
	TRS.1.2 TDD

	CSI-RS configuration for CSI reporting 
	
	1,4
	CSI-RS.1.1 FDD

	
	
	2,5
	CSI-RS.1.1 TDD

	
	
	3,6
	CSI-RS.2.1 TDD

	reportConfigType
	
	1,2,3,4,5,6
	periodic

	reportQuantity
	
	1,2,3,4,5,6
	cri-RI-PMI-CQI

	CSI reporting periodicity
	slot
	1,2,4,5
	5

	
	
	3,6
	10

	CSI reporting offset
	slot
	1,2,4,5
	2

	
	
	3,6
	4

	EPRE ratio of PSS to SSS
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	1,2,3,4,5,6
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	dBm/15 kHz
	1,2,3,4,5,6
	N/A
	-85

	
Note2
	dBm/SCS
	1,2,4,5
	N/A
	-85

	
	
	3,6
	N/A
	-82

	

	
	1,2,3,4,5,6
	-infinity
	0

	

	
	1,2,3,4,5,6
	-infinity
	0

	SS-RSRPNote3
	dBm/SCS
	1,2,4,5
	-infinity
	-85

	
	
	3,6
	-infinity
	-82

	IoNote3
	dBm/9.36MHz
	1,2,4,5
	N/A
	-57

	
	dBm/38.1MHz
	3,6
	N/A
	-51

	Propagation condition
	
	1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.4.5.7.1.2	Test Requirements
The UE shall transmit the PRACH to PSCell no later than 82 msNote1 from the start of T4.
The UE shall send at least one CSI report for PSCell with non-zero CQI index during T5.
The UE shall periodically send CSI reports for PSCell after the UE has sent first CQI report with non-zero CQI index during T5.
The UE shall stop sending CSI reports for PSCell no later than 20ms from the start of T6.
All the above test requirements shall be fulfilled in order for the observed PSCell addition delay and PSCell release delay to be counted as correct. The rate of correct observed PSCell addition delay and PSCell release delay during repeated tests shall be at least 90%.
Note1:	The PSCell addition delay can be expressed as follows as specified in clause 7.31.2 [15]:
	Tconfig_PSCell = TRRC_delay + Tprocessing + Tsearch + T∆ + TPSCell_ DU + 2ms
Where:
TRRC_delay = 20ms
Tprocessing = 20ms
Tsearch 	= 0
T∆ = 20ms
TPSCell_ DU = 1*10+10 = 20ms
The core requirement is captured in TS 36.133:
7.31.2	NR PSCell Addition Delay Requirement
The requirements in this section shall apply for the UE which is configured with PCell, and may also be configured with one or more SCells.
Upon receiving NR PSCell addition in subframe n, the UE shall be capable to transmit PRACH preamble towards NR PSCell no later than in subframe n + Tconfig PSCell:
Where:
Tconfig_PSCell = TRRC_delay + Tprocessing + Tsearch + T∆ + TPSCell_ DU + 2 ms
TRRC_delay is the RRC procedure delay as specified in [2].
Tprocessing is the SW processing time needed by UE, including RF warm up period. Tprocessing = 20 ms if NR PSCell is in FR1, Tprocessing = 40 ms if NR PSCell is in FR2.
Tsearch is the time for AGC settling and PSS/SSS detection.
-	For NR PSCell in FR1: if the target cell is a known cell, Tsearch = 0 ms. If the target cell is an unknown cell and the target cell Es/Iot ≥ -2 dB, then Tsearch = 3* Trs ms;
-	For NR PSCell in FR2: if the target cell is a known cell, Tsearch = 0 ms. If the target cell is an unknown cell and the target cell Es/Iot ≥ -2 dB, then Tsearch = 24* Trs ms.
T∆ is time for fine time tracking and acquiring full timing information of the target cell. T∆ = 1*Trs ms for a known or unknown PSCell.
TPSCell_ DU is the delay uncertainty in acquiring the first available PRACH occasion in the NR PSCell. TPSCell_ DU is up to the summation of SSB to PRACH occasion association period and 10 ms. SSB to PRACH occasion associated period is defined in the table 8.1-1 of TS 38.213 [39].
Trs is the SMTC periodicity of the target NR cell if the UE has been provided with an SMTC configuration for the target cell in PSCell addition message, otherwise Trs is the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing. If the UE is not provided SMTC configuration or measurement object on this frequency, the requirement in this section is applied with Trs = 5 ms assuming the SSB transmission periodicity is 5 ms. There is no requirement if the SSB transmission periodicity is not 5 ms.
In FR1 and FR2, the NR PSCell is known if it has been meeting the following conditions:
During the last 5 seconds before the reception of the NR PSCell configuration command:
-	the UE has sent a valid measurement report for the NR PSCell being configured and
-	One of the SSBs measured from the NR PSCell being configured remains detectable according to the cell identification conditions specified in section 9.3 of TS 38.133 [50],
-	One of the SSBs measured from NR PSCell being configured also remains detectable during the NR PSCell configuration delay according to the cell identification conditions specified in section 9.3 of TS 38.133 [50].
otherwise it is unknown.
The PCell interruption specified in section 7.32 is allowed only during the RRC reconfiguration procedure [2].
3. Discussion
The test case has one NR PSCell. The SSB_RP and the AWGN have the same power, given a Es/Noc = 0 dB.
The test evaluates the delay of the PSCell Addition and Release procedures
There are six test configurations according to Table A.4.5.7.1.2-1. Test Configurations 1, 2, 4 and 5 have identical power settings, so they will be analysed together. Test Configurations 3 and 6 have different power settings than the other four (but identical for both configurations) and they will be analysed in one separate tab in the accompanying excel sheet.
4. Calculation of Test Tolerances
General approach
The general approach is given in the steps below:    
a) Copy the originally specified key parameters from the core requirements
b) Where relevant, calculate derived parameters from the core requirements
c) Define uncertainties for a minimum set of parameters
d) Define controlled parameters (critical to the test verdict), calculate sensitivity factors and uncertainty
e) Determine which original or derived parameters to offset (apply Test Tolerances to) and by how much
f) Recalculate original or derived parameters including Test Tolerances
g) Check that the controlled parameters meet requirements to get the correct test verdict
Each step is explained below, and the calculations are given in the accompanying spreadsheet.    
a) Original specified key parameters
The key parameters are copied from Table A.4.5.7.1.2-2 in TS 38.133. The key parameters are selected as the minimum set to define the cell power levels, and which are subject to a test system uncertainty which may affect the verdict of the test. Signalled parameters including the B1-threshold are also copied. For this test, the key parameters are:
· Noc at the NR frequency
· PSCell Es / Noc
All other parameters such as SSB_RP, SSB Es/Iot, etc. are derived and not independently settable by the test system.
The key parameters appear in section a) of the accompanying spreadsheet.
b) Derived parameters
A number of derived parameters are calculated, using the base information in a). The reason for deriving each additional parameter is given in the “Comment” column of section b) in the accompanying spreadsheet.
c) Uncertainties
The Test system provides 1 NR cells on 1 frequency, with AWGN. We propose to control the following parameters:
· AWGN absolute power on the NR frequency, Noc uncertainty: ±1.5 dB averaged over BWConfig
· AWGN absolute power, Noc ±1.5 dB for PRBs #RBJ-RBJ+19 (NR)
· Ratio of cell 2 signal / AWGN, Ês / Noc ±0.3 dB averaged over BWConfig
· Ratio of cell 2 signal / AWGN, Ês / Noc ±0.3 dB for PRBs #RBJ-RBJ+19
The uncertainties appear in section c) of the accompanying spreadsheet.
The absolute level of Noc is specified for frequency bands up to 7125 MHz.
For the PSCell to be known, at least one SSB needs to remain identifiable, therefore fulfilling the side conditions in Annex B of TS 38.133: 
[bookmark: _Toc535476820]B.1.2	Conditions for measurements on NR intra-frequency cells for cell re-selection
This clause defines the following conditions for NR intra-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.1.2-1 for FR1 NR cells.
The conditions are defined in Table B.1.2-2 for FR2 NR cells.
Table B.1.2-1: Conditions for intra-frequency cell re-selection in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-124
	-121
	 -4

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	

	
	NR_FDD_FR1_G
	-121
	-118
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



The (SSB) Ês/Iot side condition is ≥ -4dB. Band group NR_FDD_FR1_H give the highest SSB_RP side condition.
In addition, in order to measure SS-RSRP, the conditions in Section 10 of TS 38.133 apply, in particular the Maximum Io and the SS-RSRP measurement accuracy, in order to compare the measurement with the B1-Threshold:

10.1.4.1.1	Absolute Accuracy of SS-RSRP in FR1
The requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.4.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
Table 10.1.4.1.1-1: SS-RSRP Inter frequency Absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	4.5
	9
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	8
	11
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A, 
NR_SDL_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	Void
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



d) Controlled parameters critical to verdict
In many RRM test cases, there is not a simple one-to-one relationship between the parameters that can be set by the test equipment, and their effect on parameters determining the test verdict.
It is therefore essential to identify those parameters determining the test verdict. In this test case there in one aspect to consider:
· The uncertainties in the stimulus set by the Test system (Downlink signal)
The stimulus set by the Test system should be within the constraints (side conditions) for the UE measurement. For each cell they are the (SSB) Es/Iot range, the SS-RSRP range, and the Io power range, over which the UE meets the specified STFD reporting accuracy. The 4 controlled parameters listed in the accompanying spreadsheet have been derived by study of the test case and by careful reading of the relevant clauses in TS 38.133. The reason for each parameter being critical to the test verdict is given briefly in the “Comment” column of section d) in the accompanying spreadsheet. Information about the value to be achieved is given later in the “Comment” column of section g) in the spreadsheet.
Having identified the parameters critical to the test verdict which need to be controlled, we now need to consider how they are affected by the parameters which can be set by the test equipment. This is done by working out “sensitivity factors”. A sensitivity factor is just the ratio (effect on a critical parameter y / a test equipment uncertainty x), and is usually in dB/dB. Often it can be derived by inspection as one or zero. For example, an error of 1dB in the absolute AWGN level Noc1 on NR frequency would cause 1dB error in the NR Cell SSB_RP, so the sensitivity factor is 1.000 for all tests.
Having filled in the matrix of sensitivity factors, the accompanying spreadsheet calculates the overall uncertainty for each controlled parameter, taking into account the uncertainties and sensitivity factors for each parameter that can be set by the test equipment. This process follows the superposition principle. More details and explanation can be found in section 4 of TR 38.903. 
For the test system uncertainties the normal procedure of combining uncorrelated uncertainties root-sum-square is followed.
e) Determine parameters to offset
In all test configurations, we observe that the UE SS-RSRP measurement may be below the B1-Treshold.
In Test Configuration 3, we observe that the nominal Io exceeds the highest limit of -50.00 dBm/Ch BW. 
The rest of the parameters are within the allowed ranges.
f) Parameters modified by Test Tolerances
Based on the decision in e), the set of parameters in a) and b) is reproduced in section f) of the accompanying spreadsheet, but this time modified by the Test Tolerances (applied offsets).
For all test configurations, the signalled B1-Threshold has been decreased by 3.0 dB to ensure that the UE SS-RSRP measurement stays above the B1-Threshold.
For Test Configuration 3, the AWGN has been decreased by 4 dB to ensure that nominal Io stays within range.
For Test Configuration 1, the AWGN can keep 0 dB to ensure that nominal Io stays within range.
Re-derived parameters are calculated using the same methods as were used in step b).
g) Check controlled parameters Min/Max
Using a format similar to that in step d), the nominal value of each controlled parameter is recalculated, as at least some will have changed from the original due to the application of the Test Tolerances in step f).
The minimum and maximum values, due to variability from uncertainties, of controlled parameters is then calculated and compared against the requirements ((SSB) Es/Iot range, SSB_RP power range, Io power range). It is not necessary to calculate all parameters during each test, so a selection is made of those critical to the test verdict. The critical requirement for each parameter is given briefly in the “Comment” column of section g) in the accompanying spreadsheet. The cases closest to limit are identified by turquoise cells in the spreadsheet. If all the stimulus requirements are met, then the chosen stimulus offsets are acceptable.
It can be seen that with the uncertainty values and Test Tolerances proposed, the stimulus requirements are met.
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