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<Unchanged sections skipped>
Table 6.2.1.1.1.5.1-1	Handheld PC2 UE TRP test requirements for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Bandwidth (MHz)
	Usage Scenario
	Power Class 2

	
	
	
	Average TRP (dBm)

	
	
	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	20
	HL and HR
	
	

	n41
	100
	HL and HR
	
	12.5-TT

	n78
	100
	HL and HR
	
	13-TT

	n79
	100
	HL and HR
	
	



Table 6.2.1.1.1.3.1-3: Test Tolerance (NR FR1 TRP)
Editor’s note: TT analysis is pending.
	Operating band
	Test Tolerance (dB)

	n41
	1.02

	n78
	1.07



[bookmark: _Toc130573976][bookmark: _Toc154084190][bookmark: _Toc155186528][bookmark: _Toc155192806]<Unchanged sections skipped>
Table 7.2.1.1.1.5-3: Test Tolerance (NR FR1 TRS)
Editor’s note: TT analysis is pending.

	Operating band
	Test Tolerance (dB)

	n41
	1.28

	n78
	1.32



<Unchanged sections skipped>
[bookmark: _Toc84414146][bookmark: _Toc84405537][bookmark: _Toc83581028][bookmark: _Toc76718681][bookmark: _Toc76509691][bookmark: _Toc75467669][bookmark: _Toc69084656][bookmark: _Toc68231243][bookmark: _Toc61373293][bookmark: _Toc61367910][bookmark: _Toc45889162][bookmark: _Toc45888563][bookmark: _Toc37251624][bookmark: _Toc36107850][bookmark: _Toc29803108][bookmark: _Toc29802483][bookmark: _Toc29802059][bookmark: _Toc21344571][bookmark: _Toc114077908][bookmark: _Toc121933453][bookmark: _Toc124151837][bookmark: _Toc130574023][bookmark: _Toc154084207][bookmark: _Toc155186588][bookmark: _Toc155192872]C.2.2	Voltage
All test cases shall be performed with the DUT operated in stand-alone battery powered mode. It is preferable if the UE is fully charged in the beginning of the test.
[bookmark: _Toc516760256][bookmark: _Toc68601386]Annex D (normative): Maximum uncertainty of test system and test tolerance
[bookmark: _Toc516760257][bookmark: _Toc68601387]D.1	Maximum uncertainty of test system
The maximum acceptable uncertainty of the Test System is specified in Table D.1-1 for each test, where appropriate. The Test System shall enable each test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values and are valid for a confidence level of 95 %.
In Annex A.4, the estimation of measurement uncertainty is defined.
Table D.1-1: Maximum Test System uncertainties for for TRP hand only (browsing mode) tests using anechoic chamber method for NR FR1 bands
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.1.1.1 Total Radiated Power (TRP) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
	1.64 dB : < 3 GHz
1.73 dB >= 3 GHz
	Refer to Annex A.4

	7.2.1.1.1 Total Radiated Sensitivity (TRS) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
	2.06 dB : < 3 GHz
2.13 dB >= 3 GHz
	Refer to Annex A.4



D.2	Test Tolerances
Test tolerances in Table D.2-1 are used to relax the Minimum Requirements in the present document and to derive the Test Requirements.
Table D.2-1: Test Tolerances for TRP hand only (browsing mode) tests using anechoic chamber method for NR FR1 bands
	Clause
	Test Tolerance

	6.2.1.1.1 Total Radiated Power (TRP) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
	1.02 dB : < 3 GHz
1.07 dB >= 3 GHz

	7.2.1.1.1 Total Radiated Sensitivity (TRS) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
	1.28 dB : < 3 GHz
1.32 dB >= 3 GHz


[bookmark: _Toc130574024][bookmark: _Toc155192873]Annex D E (informative): Change History

<Unchanged sections skipped>

