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[bookmark: _Toc63784936]
3GPP
FIRST CHANGE
[bookmark: _Toc26283712][bookmark: _Toc146638546]10.6	Quality Rreporting Pprotocol
[bookmark: _Toc26283713][bookmark: _Toc146638547]10.6.1	General
The quality reporting protocol consists of:
-	The XML-based report format defined in clause 10.6.2.
-	The reporting protocol defined in clause 10.6.3.
[bookmark: MCCQCTEMPBM_00000285]The MIME type of an XML-formatted QoE report shall be "application/3gpdash-qoe-report+xml" as defined in Aannex J.
[bookmark: _Toc26283714][bookmark: _Toc146638548]10.6.2	Report Fformat
The QoE report is formatted as an XML document that complies with the XML schema in Listing 10.6.2-1.
Listing 10.6.2-1: QoE Report XML schema
	<?xml version="1.0"?>
<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema"
    targetNamespace="urn:3gpp:metadata:2017:HSD:receptionreport"
xmlns:sup="urn:3gpp:metadata:2016:PSS:SupplementQoEMetric"
xmlns:sv="urn:3gpp:metadata:2016:PSS:schemaVersion"
    xmlns="urn:3gpp:metadata:2017:HSD:receptionreport" elementFormDefault="qualified">

    <xs:element name="ReceptionReport" type="ReceptionReportType"/>

    <xs:complexType name="ReceptionReportType">
        <xs:choice>
            <xs:element name="QoeReport" type="QoeReportType" minOccurs="0" maxOccurs="unbounded"/>
            <xs:any namespace="##other" processContents="skip" minOccurs="0" maxOccurs="unbounded"/>
        </xs:choice>
        <xs:attribute name="contentURI" type="xs:anyURI" use="required"/>
        <xs:attribute name="clientID" type="xs:string" use="optional"/>
    </xs:complexType>

    <xs:complexType name="QoeReportType">
        <xs:sequence>
            <xs:element name="QoeMetric" type="QoeMetricType" minOccurs="1" maxOccurs="unbounded"/>
            <xs:element ref="sup:supplementQoEMetric" minOccurs="0" maxOccurs="1"/>
            <xs:element ref="sv:delimiter"/>
            <xs:any namespace="##other" processContents="skip" minOccurs="0" maxOccurs="unbounded"/>
        </xs:sequence>
        <xs:attribute name="periodID" type="xs:string" use="required"/>
        <xs:attribute name="reportTime" type="xs:dateTime" use="required"/>
        <xs:attribute name="reportPeriod" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="qoeReferenceId" type="xs:hexBinary" use="optional"/>
        <xs:attribute name="recordingSessionId" type="xs:hexBinary" use="optional"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>
    <xs:complexType name="QoeMetricType">
        <xs:choice>
            <xs:element name="RepSwitchList" type="RepSwitchListType"/>
            <xs:element name="AvgThroughput" type="AvgThroughputType" maxOccurs="unbounded"/>
            <xs:element name="InitialPlayoutDelay" type="xs:unsignedInt"/>
            <xs:element name="BufferLevel" type="BufferLevelType"/>
            <xs:element name="PlayList" type="PlayListType"/>
            <xs:element name="MPDInformation" type="MpdInformationType" maxOccurs="unbounded"/>
            <xs:element name="PlayoutDelayforMediaStartup" type="xs:unsignedInt"/>
        </xs:choice>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="RepSwitchListType">
        <xs:choice>
            <xs:element name="RepSwitchEvent" type="RepSwitchEventType" maxOccurs="unbounded"/>
        </xs:choice>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="RepSwitchEventType">
        <xs:attribute name="to" type="xs:string" use="required"/>
        <xs:attribute name="mt" type="xs:duration" use="optional"/>
        <xs:attribute name="t" type="xs:dateTime" use="optional"/>
        <xs:attribute name="lto" type="xs:unsignedInt" use="optional"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="AvgThroughputType">
        <xs:attribute name="numBytes" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="activityTime" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="t" type="xs:dateTime" use="required"/>
        <xs:attribute name="duration" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="accessbearer" type="xs:string" use="optional"/>
        <xs:attribute name="inactivityType" type="InactivityType" use="optional"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:simpleType name="InactivityType">
        <xs:restriction base="xs:string">
            <xs:enumeration value="Pause"/>
            <xs:enumeration value="BufferControl"/>
            <xs:enumeration value="Error"/>
        </xs:restriction>
    </xs:simpleType>
    <xs:complexType name="BufferLevelType">
        <xs:choice>
            <xs:element name="BufferLevelEntry" type="BufferLevelEntryType" maxOccurs="unbounded"/>
        </xs:choice>

        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="BufferLevelEntryType">
        <xs:attribute name="t" type="xs:dateTime" use="required"/>
        <xs:attribute name="level" type="xs:unsignedInt" use="required"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="PlayListType">
        <xs:choice>
            <xs:element name="Trace" type="PlayListEntryType" maxOccurs="unbounded"/>
        </xs:choice>

        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="PlayListEntryType">
        <xs:choice>
            <xs:element name="TraceEntry" type="PlayListTraceEntryType" maxOccurs="unbounded"/>
        </xs:choice>
        <xs:attribute name="start" type="xs:dateTime" use="required"/>
        <xs:attribute name="mstart" type="xs:duration" use="required"/>
        <xs:attribute name="startType" type="StartType" use="required"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="PlayListTraceEntryType">
        <xs:attribute name="representationId" type="xs:string" use="optional"/>
        <xs:attribute name="subrepLevel" type="xs:unsignedInt" use="optional"/>
        <xs:attribute name="start" type="xs:dateTime" use="required"/>
        <xs:attribute name="sstart" type="xs:duration" use="required"/>
        <xs:attribute name="duration" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="playbackSpeed" type="xs:double" use="optional"/>
        <xs:attribute name="stopReason" type="StopReasonType" use="optional"/>
        <xs:attribute name="stopReasonOther" type="xs:string" use="optional"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:simpleType name="StartType">
        <xs:restriction base="xs:string">
            <xs:enumeration value="NewPlayoutRequest"/>
            <xs:enumeration value="Resume"/>
            <xs:enumeration value="OtherUserRequest"/>
            <xs:enumeration value="StartOfMetricsCollectionPeriod"/>
        </xs:restriction>
    </xs:simpleType>
    <xs:simpleType name="StopReasonType">
        <xs:restriction base="xs:string">
            <xs:enumeration value="RepresentationSwitch"/>
            <xs:enumeration value="Rebuffering"/>
            <xs:enumeration value="UserRequest"/>
            <xs:enumeration value="EndOfPeriod"/>
            <xs:enumeration value="EndOfContent"/>
            <xs:enumeration value="EndOfMetricsCollectionPeriod"/>
            <xs:enumeration value="Failure"/>
            <xs:enumeration value="Other"/>
        </xs:restriction>
    </xs:simpleType>

    <xs:complexType name="MpdInformationType">
        <xs:choice>
            <xs:element name="Mpdinfo" type="RepresentationType" maxOccurs="unbounded"/>
        </xs:choice>
        <xs:attribute name="representationId" type="xs:string" use="required"/>
        <xs:attribute name="subrepLevel" type="xs:unsignedInt" use="optional"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="RepresentationType">
        <xs:attribute name="codecs" type="xs:string" use="required"/>
        <xs:attribute name="bandwidth" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="qualityRanking" type="xs:unsignedInt" use="optional"/>
        <xs:attribute name="frameRate" type="xs:double" use="optional"/>
        <xs:attribute name="width" type="xs:unsignedInt" use="optional"/>
        <xs:attribute name="height" type="xs:unsignedInt" use="optional"/>
        <xs:attribute name="mimeType" type="xs:string" use="required"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:simpleType name="DoubleVectorType">
        <xs:list itemType="xs:double"/>
    </xs:simpleType>

    <xs:simpleType name="StringVectorType">
        <xs:list itemType="xs:string"/>
    </xs:simpleType>

    <xs:simpleType name="UnsignedIntVectorType">
        <xs:list itemType="xs:unsignedInt"/>
    </xs:simpleType>

</xs:schema>



The schema in Listing 10.6.2-2 is an extension to allow additional QoE metrics.
Listing 10.6.2-2: Additional QoE Metrics XML schema
	<?xml version="1.0" encoding="UTF-8"?>
<xs:schema 
	xmlns="urn:3gpp:metadata:2016:PSS:SupplementQoEMetric" 
	xmlns:xs="http://www.w3.org/2001/XMLSchema" 
	targetNamespace="urn:3gpp:metadata:2016:PSS:SupplementQoEMetric" 
	elementFormDefault="qualified">

	<xs:element name="supplementQoEMetric" type="SupplementQoEMetricType"/>

<xs:complexType name="SupplementQoEMetricType">
		<xs:sequence>
			<xs:element name="deviceinformation" type="DeviceInformationType" minOccurs="0"/>
			<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>
		</xs:sequence>
    </xs:complexType>

    <xs:complexType name="DeviceInformationType">
        <xs:choice>
            <xs:element name="Entry" type="DeviceInformationEntryType" maxOccurs="unbounded"/>
        </xs:choice>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>

    <xs:complexType name="DeviceInformationEntryType">
        <xs:attribute name="start" type="xs:dateTime" use="required"/>
        <xs:attribute name="mstart" type="xs:duration" use="required"/>
        <xs:attribute name="videoWidth" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="videoHeight" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="screenWidth" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="screenHeight" type="xs:unsignedInt" use="required"/>
        <xs:attribute name="pixelWidth" type="xs:double" use="required"/>
        <xs:attribute name="pixelHeight" type="xs:double" use="required"/>
        <xs:attribute name="fieldOfView" type="xs:double" use="required"/>
        <xs:anyAttribute processContents="skip"/>
    </xs:complexType>
</xs:schema>



The schema in Listing 10.6.2-3 is providing the schema for the version.
Listing 10.6.2-3: XML Schema for the version
	<?xml version="1.0" encoding="UTF-8"?>
<xs:schema	xmlns="urn:3gpp:metadata:2016:PSS:schemaVersion"
			xmlns:xs="http://www.w3.org/2001/XMLSchema"
			targetNamespace="urn:3gpp:metadata:2016:PSS:schemaVersion"
			elementFormDefault="qualified">
	<xs:element name="schemaVersion" type="xs:unsignedInt"/>
	<xs:element name="delimiter" type="xs:byte"/>
</xs:schema>



If a supplementQoEMetric needs to be sent when no ordinary QoEMetric is due, a dummy MPDInformation metric shall be sent with codecs="none", bandwidth=0, mimeType="none", representationId="none".
If the attribute qoeReferenceId was defined in the QMC configuration (see clause L.2), the value shall be copied into each QoE report, to facilitate network-side correlation (see [63]). If this attribute was defined the attribute recordingSessionId shall also be returned for each QoE report. When metrics are reported via the QMC functionality (see annex L) tThe recordingSessionId is a two-byte octetnumeric value defined by the client. It shall remain the same for all QoE reports belonging to the same streaming session, and it should be different for QoE reports belonging to different streaming sessions.
For the QMC scheme, if the SliceScope element is included in the QoE configuration and the slice associated with the streaming service is within the SliceScope, the DASH client should execute the QoE collection and include the S-NSSAI and DNN that correspond to the report data for support of per-slice QoE reporting and evaluation in OAM. This information may be retrieved via the AT Command +CGDCONT [61]) or the specific traffic mapping with URSP rule [69].
[bookmark: _Toc26283715][bookmark: _Toc146638549]10.6.3	Reporting Pprotocols
For configuration done via the QMC functionality (see Aannex L), the client shall also send QoE reports via the QMC functionality. For MPD or OMA-DM configuration, if a specific metrics server has been configured, the client shall send QoE reports using the HTTP (RFC 2616) [9] POST request carrying XML-formatted metadata in its body.
An example QoE reporting based on HTTP POST request signalling is shown below:
Listing 10.6.3‑1: Example QoE reporting request
	POST http://www.exampleserver.com HTTP/1.1
Host: 192.68.1.1
User-Agent: Mozilla/4.0 (compatible; MSIE 8.0; Windows NT 6.1; Trident/4.0)
Content-Type: text/xml; charset=utf-8
Content-Length: 4408

	<?xml version="1.0"?>
<ReceptionReport contentURI="http://www.example.com/content/content.mpd" clientID="35848574673" xmlns="urn:3gpp:metadata:2011:HSD:receptionreport"	xsi:schemaLocation="urn:3gpp:metadata:2011:HSD:receptionreport DASH-QoE-Report.xsd" 
    xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">
    <QoeReport recordingSessionId="7a25" periodID="Period1" reportTime="2011-02-16T09:00:00" reportPeriod="500">
        <QoeMetric>
            <HttpList>
                <HttpListEntry type="MPD" url="http://www.example.com/content/content.mpd" trequest="2011-02-16T08:59:30" tresponse="2011-02-16T08:59:31" interval="50">
                   <Trace s="2011-02-16T08:59:30Z" d="171" b="2367 1990 2463 1254"/>
                </HttpListEntry> 
                <HttpListEntry type="InitializationSegment" url="http://www.example.com/content/initRep1.3gp" trequest="2011-02-16T08:59:40" tresponse="2011-02-16T08:59:41" interval="200"> 
                   <Trace s="2011-02-16T08:59:40.5Z" d="159" b="9345"/>
                </HttpListEntry> 
                <HttpListEntry type="InitializationSegment" url="http://www.example.com/content/initRep2.3gp" trequest="2011-02-16T08:59:41" tresponse="2011-02-16T08:59:42" interval="200">  
                   <Trace s="2011-02-16T08:59:41.5Z" d="123" b="6723"/>
                </HttpListEntry> 
                <HttpListEntry type="InitializationSegment" url="http://www.example.com/content/initRep3.3gp" trequest="2011-02-16T08:59:42" tresponse="2011-02-16T08:59:43" interval="200">  
                   <Trace s="2011-02-16T08:59:42.5Z" d="195" b="9786"/>
                </HttpListEntry>
            </HttpList>
        </QoeMetric>
        <QoeMetric>
            <InitialPlayoutDelay>10000</InitialPlayoutDelay> 
        </QoeMetric>
    </QoeReport>
    <QoeReport periodID="Period1" reportTime="2011-02-16T09:08:20" reportPeriod="500">
        <QoeMetric>
            <BufferLevel>
                <BufferLevelEntry t="2011-02-16T09:08:19" level="84673"/>
                <BufferLevelEntry t="2011-02-16T09:08:20" level="93874"/>
            </BufferLevel>
        </QoeMetric>
        <QoeMetric>
            <RepSwitchList>
                <RepSwitchEvent to="Rep2"/>
                <RepSwitchEvent to="Rep3"/>
            </RepSwitchList>
        </QoeMetric>
    </QoeReport>
</ReceptionReport>

	[bookmark: MCCQCTEMPBM_00000559]



END OF CHANGES
