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	Reason for change:
	During R17 work phase, there was an EN in the TS 23.288 as following for NWDAF data collection from OAM, this EN was added before the MDA service was ready in SA5.
Editor's note:	The MDA services are to be defined by SA WG5 and NWDAF could subscribe to them. The reference to SA WG5 specification will be added when defined in SA WG5. 
However, after checking the whole TS 23.288 for R17, there is not any description about the NWDAF usage of MDA services, in other words, NWDAF doesn’t subscribe to MDA services from OAM in R17. 
For this reason, this EN should be deleted without any reference to MDA services.
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[bookmark: _Toc153793107]6.2.3	Data Collection from OAM
[bookmark: _Toc153793108]6.2.3.1	General
The NWDAF may collect relevant management data from the services in the OAM as configured by the PLMN operator.
‐	NG RAN or 5GC performance measurements as defined in TS 28.552 [8].
‐	5G End to end KPIs as defined in TS 28.554 [10].
NWDAF shall use the following services to have access to the information provided by OAM:
-	Generic performance assurance and fault supervision management services as defined in TS 28.532 [6].
‐	PM (Performance Management) services as defined in TS 28.550 [7].
‐	FS (Fault Supervision) services defined in TS 28.545 [9].
Editor's note:	The MDA services are to be defined by SA WG5 and NWDAF could subscribe to them. The reference to SA WG5 specification will be added when defined in SA WG5.
NWDAF can be configured to invoke the existing OAM services to retrieve the management data that are relevant for analytics generation, which may include NF resources usage information (e.g. usage of virtual resources assigned to NF) and NF resource configuration information (e.g. life cycle changes of NF resource configurations).
OAM perform the required configuration in order to provide the information requested by NWDAF subscription and perform the tasks, e.g. data collection, data processing, associated with the subscribed request from NWDAF.
Another usage of OAM services is when the target of data collection is a specific UE, via MDT based retrieval of information:
-	Measurement collection for MDT as defined in TS 37.320 [20].
In addition, NWDAF can be provisioned with Network Slice information (i.e. as defined by the NetworkSliceInfo specified in TS 28.541 [22]) when a slice is created or modified via OAM configuration mechanism as defined in TS 28.541 [22] and TS 28.532 [6].
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