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	1st Change


[bookmark: _Toc155794480]6.2.1.3.12	ValueRangeType<<choice>>
[bookmark: _Toc155794481]6.2.1.3.12.1	Definition
This <<choice>> defines the data type for value of in the "targetValueRange" and "contextValueRange".
[bookmark: _Toc155794482]6.2.1.3.12.2	Attributes
Table 6.2.1.3.12.2-1
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	CHOICE_1.1 real
	CM
	T
	T
	F
	F

	CHOICE_2.1 enum
	CM
	T
	T
	F
	F

	CHOICE_3.1 string
	CM
	T
	T
	F
	F

	CHOICE_4.1 boolean
	CM
	T
	T
	F
	F

	CHOICE_5.1 integer
	CM
	T
	T
	F
	F

	CHOICE_6.1 timeWindow
	CM
	T
	T
	F
	F

	CHOICE_7.1 dateTime
	CM
	T
	T
	F
	F

	CHOICE_8.1 geoArea
	CM
	T
	T
	F
	F

	CHOICE_9.1 pLMNId
	CM
	T
	T
	F
	F

	CHOICE_10.1 geoCoordinate
	CM
	T
	T
	F
	F

	[bookmark: _Hlk155789260]CHOICE_11.1 frequency
	CM
	T
	T
	F
	F

	CHOICE_11.2 1 uEGroup
	CM
	T
	T
	F
	F

	CHOICE_12.1 frequency
	CM
	T
	T
	F
	F



[bookmark: _Toc155794483]6.2.1.3.12.3	Attribute constrains
[bookmark: _Hlk155789273]Table 6.2.1.3.12.3-1
	Name
	Definition

	CHOICE_1.1 real CM Support Qualifier
	Condition: This attribute shall be supported, when the type is Real.

	CHOICE_2.1 enum CM Support Qualifier
	Condition: This attribute shall be supported, when the type is Enum.

	CHOICE_3.1 string CM Support Qualifier
	Condition: This attribute shall be supported, when the type is String.

	CHOICE_4.1 boolean CM Support Qualifier
	Condition: This attribute shall be supported, when the type is Boolean.

	CHOICE_5.1 integer CM Support Qualifier
	Condition: This attribute shall be supported, when the type is Integer.

	CHOICE_6.1 timeWindow CM Support Qualifier
	Condition: This attribute shall be supported, when the type is TimeWindow.

	CHOICE_7.1 dateTime CM Support Qualifier
	Condition: This attribute shall be supported, when the type is DateTime.

	CHOICE_8.1 geoArea CM Support Qualifier
	Condition: This attribute shall be supported, when the type is GeoArea.

	CHOICE_9.1 pLMNId CM Support Qualifier
	Condition: This attribute shall be supported, when the type is PLMNId.

	CHOICE_10.1 geoCoordinate CM Support Qualifier
	Condition: This attribute shall be supported, when the type is GeoCoordinate.

	CHOICE_11.1 uEGroup CM Support Qualifier
	Condition: This attribute shall be supported, when the type is UEGroup.

	CHOICE_12.1 frequency CM Support Qualifier
	Condition: This attribute shall be supported, when the type is frequency.
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