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*****  First change  *****

[bookmark: _Toc128694806][bookmark: _Toc155357604]8.17.2.2.2	ECS registration
ECS registers with the ECS-ER and provides the information included in the ECS profile. Figure 8.17.2.2.2-1 illustrates the procedure.
Pre-conditions:
1.	The ECS has the address (e.g. URI) of the ECS-ER.


Figure 8.17.2.2.2-1: ECS registration procedure
1.	The ECS sends the ECS registration request to the ECS-ER. The request from the ECS includes ECS profile and security credentials. The request may include a proposed expiration time for the registration, and may include list of partner ECSPs that are allowed to receive its information. The request may also include DNN and S-NSSAI information for roaming UEs to establish an LBO PDU session with towards the ECS as specified in 3GPP TS 23.548 [20].
2.	Upon receiving the request from the ECS, the ECS-ER verifies the security credentials of the ECS and stores the ECS registration information received in step 1.
3.	The ECS-ER sends an ECS registration response indicating success or failure of the registration operation. The ECS-ER may provide an expiration time to indicate to the ECS when the registration will automatically expire. To maintain the registration, the ECS sends a registration update request prior to the expiration time. If a registration update request is not received prior to the expiration time, the ECS-ER treats the ECS as implicitly de-registered.


*****  End of change  *****
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