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[bookmark: _Toc114572123]* * * * First change* * * *
[bookmark: _Toc145928535][bookmark: _Toc138251230][bookmark: _Toc138251165]5.14	Event Report Allowed Area
During the deferred 5GC-MT-LR procedure, when the UE detects the triggered or periodic event happens, if it is inside the event report allowed area, the UE is allowed to generate and send the event report to network to reduce UE power consumption.
The event report allowed area is a list of cell(s) or TA(s) determined by GMLC based on the event report expected area provided by UE which is a geographical area and is sent to the UE during the deferred 5GC-MT-LR procedure.
The event report allowed area applies to the Area, Periodic Location and Motion event types. When the UE decides to send an event report (i.e. the event is detected or the maximum reporting time is expired), if the UE is inside the event report allowed area, the UE sends the event report. If the event report is not received from the UE for an implementation dependent time period, the AF or LCS Client or GMLC cancels the deferred 5GC-MT-LR procedure for periodic, or triggered location events.
NOTE:	The UE can only send event report when the UE is inside of event report allowed area.
[bookmark: _Toc145928550][bookmark: _Toc58920641][bookmark: _Toc138251244]The event report allowed area can also be used differently if an area usage indication is provided together with the event report expected area power saving area by the UE. A reporting indication that is determined by GMLC based on the area usage indication means when the UE detects the triggered or periodic event happens, if it is outside the event report allowed area, the UE is allowed to generate and send the event report to network to reduce UE power consumption.
* * * * End of changes * * * *

