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[bookmark: _Toc106028387]** First Change **
[bookmark: _Toc153486645]7.11.2.4	IMS Network Function that interacts with signing AS
The Telephony AS interacts with the SIGNING AS when any of the following is true:
-	RCD is present in the incoming SIP INVITEsupported.
-	Intra-CSP IMS session signing is required.
-	When intra-CSP IMS session signing is not required, the CSP choice for signing is Telephony AS and the current session is an inter-CSP IMS session.
-	When intra-CSP IMS session signing is not required, the CSP choice for signing is Telephony AS and the Telephony AS is unable to determine that the current session is an inter-CSP IMS session. 
The Egress IBCF interacts with the SIGNING AS when all of the following are true:
-	RCD is not supported.
-	Intra-CSP IMS session signing is not required.
-	When intra-CSP IMS session signing is not required, the CSP choice for signing is IBCF.
-	Incoming SIP INVITE includes unsigned identities. 
The IBCF also interacts with the SIGNING AS for an IMS emergency session.
The presence of RCD is on a per call basis.
** Next Change **
[bookmark: _Toc153486646]7.11.2.5	IMS Network Function that interacts with the verification AS
When the incoming SIP INVITE includes one or more PASSporTs and does not include the Validation Result, the Telephony AS interacts with the Verification AS. 
When the incoming SIP INVITE includes one or more PASSports and does not include the Validation Result, the Ingress IBCF interacts with the Verification AS when any of the following is true: 
The Telephony AS interacts with the VERIFICATION AS when any of the following is true:
-	Intra-CSP session verification is required.
-	CSP choice for verification is AS.
-	CSP choice for emergency session callback verification is AS.
The IBCF interacts with the VERIFICATION AS when all of the following are true:
-	
Intra-CSP session verfication is not required.
-	When intra-CSP IMS session signing/verification is not required, the CSP choice for verification is IBCF and the current session is not an IMS emergency callback.
-	For an emergency IMS callback, the CSP choice for verification is IBCF and the current session is an IMS emergency callback. .The IBCF also interacts with the VERIFICATION AS for an IMS emergency session callback when the CSP choice for verification for emergency callback session is IBCF.
It is possible that both Telephony AS and the Ingress IBCF could interact with the Verification AS (an incoming inter-CSP session is redirected to a user locally within the network with RCD present). 
** End of all Changes **

