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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc155376433][bookmark: _Toc155376504][bookmark: _Toc138282099][bookmark: _Toc131692884][bookmark: _Toc122516701][bookmark: _Toc122516723]14.3.2.22	Unicast QoS monitoring notification
Table 14.3.2.22-1 describes the information flow for unicast QoS monitoring notification from the network resource management server to the VAL server.
Table 14.3.2.22-1: Notify unicast QoS monitoring event
	Information element
	Status
	Description

	List of VAL UE IDs

	O
(see NOTE)
	List of VAL UEs whose QoS monitoring data is provided. This list is either the list provided in the subscription request or a subset of that list. It can contain a single UE.

	VAL group ID

	O
(see NOTE)
	The group ID used for the VAL group for which QoS monitoring data is provided. This group ID shall be the same VAL group ID as the VAL group ID provided in the subscription request.

	List of VAL stream IDs

	O
(see NOTE)
	List of VAL stream IDs whose QoS monitoring data is provided. This list is either the list provided in the subscription request or a subset of that list. It can contain a single stream ID.

	QoS monitoring data
	M
	QoS monitoring data is an aggregate of QoS measurements data obtained from the 5GS.

	Termination cause
	O
	Indicates that the subscription is terminated with the termination cause.

	NOTE:	Only one of these information elements shall be present.




* * * Next change * * * *
[bookmark: _Toc155376507]14.3.3.4.2.2	Procedure
Figure 14.3.3.4.2.2-1 illustrates the high level procedure of unicast QoS monitoring notification event.
Pre-conditions:
-	The VAL server has an active unicast QoS monitoring subscription with the NRM server 



Figure 14.3.3.4.2.2-1: Unicast QoS monitoring notification procedure
1.	The NRM server receives QoS monitoring data by means of notifications provided by the NEF. The NRM server coordinates and combines the information from the NEF notifications and determines whether to send a notification to the VAL server based on the VAL server subscription's frequency of reporting. For a VAL group or a list of VAL UEs, the NRM server aggregates QoS monitoring data for each UE belonging to the group or the list; for a VAL stream, the NRM server aggregates the QoS monitoring data for the stream. The NRM server stores the QoS monitoring data as needed for later retrieval.
2.	The NRM server sends a unicast QoS monitoring notification including the measured QoS data to the VAL server. If the reporting termination criteria is met (e.g. number of reports reached, threshold reached), NRM server shall also terminate the subscription and notify the VAL server about the subscription termination.

* * * End of changes * * * *
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