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Comments
This table contains the CPR which are fully or partly marked in yellow during the drafting session and for further discussion.


* * * First Change (All New CPRs) * * * *
Table 14.1.14-5 – Others
	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 4.1.14-5-2
	Subject to operator’s policy, the 6G network shall be able to expose information related to a network slice (e.g. current or predicted latency and reliability) to an authorized third party.

	PR 11.21.6-1
	Exposure

	CPR 14.1.14-5-5
	Subject to the operator’s policies and control, the 6G system shall provide means to support extended coverage.
	PR 11.25.6-2
This is already covered by agreed CPR in massive

	


	CPR 14.1.14-5-6
	The 6G System shall support diverse device types with long battery life (e.g. 10 to 20 years).

NOTE: 	3GPP should consider support of device battery life longer than the lifetime of the supporting 6G core network.
	PR 11.25.6-3

	

	CPR 14.1.14-5-8
	Subject to regulatory requirements and operator’s policy, the 6G system shall be able to provide secure and continuous communication with agreed QoS between a group of designated critical-infrastructure UEs in a constrained service area in case of service disruptions in the mobile network.

	PR 11.29.6-1
	Note 1 should be captured in the KPIs.
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