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Abstract of the contribution: This paper proposes a new solution for KI#4.
Discussion
This paper proposes a new solution for KI#4.

Proposal
It is proposed to agree the following changes into TR 23.700-32.

* * * * Start of 1st Change * * * *
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* * * * Start of 2nd Change * * * *
!!! All New Texts !!!

[bookmark: _Toc500949097][bookmark: _Toc92875660][bookmark: _Toc93070684][bookmark: _Toc157447963][bookmark: _Toc157692398]6.X	Solution #X: Identifying non-3GPP Devices based on non-3GPP Device Report from the UE/5G-RG
[bookmark: _Toc500949098][bookmark: _Toc92875661][bookmark: _Toc93070685][bookmark: _Toc157447964][bookmark: _Toc157692399]6.X.1	Key Issue mapping
[bookmark: _Toc500949099][bookmark: _Toc92875662][bookmark: _Toc93070686][bookmark: _Toc157447965]This solution addresses Key Issue #4.
[bookmark: _Toc157692400]6.X.2	Description
[bookmark: _Toc500949101][bookmark: _Toc92875663][bookmark: _Toc93070687][bookmark: _Toc157447966]In this solution, it is assumed that a Device Identifier of a non-3GPP device is unique at least within the operator's network.
The Device Identity Profile contains following information:
-	Linked 3GPP subscription (SUPI).
-	List of Device Identifiers.
-	Information that can identify the non-3GPP device (e.g. host name, MAC address, port, SSID, etc.)
-	Specific service settings and parameters.
[bookmark: _Hlk161897241]The Device Identity Profile is provided to the 5GC by using External Parameter Provisioning procedure described in clause 4.15.6.2 of TS 23.502 [5]. When the AF provides the Device Identity Profile information, the AF includes GPSI of linked 3GPP subscription together with the Device Identifier so that 5GC is aware of Link between 3GPP subscription and Device Identifier. The AF also includes information that can identify the non-3GPP device and Specific service settings and parameters which contain default QoS parameters (e.g. 5QI and ARP, MBR) and application specific QoS requirements for the Device Identifier.
A UE/5G-RG receives Policy/Parameter to support non-3GPP devices behind the UE/5G-RG (called N3D Policy) from the PCF, which contains following information:
1)	Authorization policy to support non-3GPP devices
-	PLMNs/Locations in which UE is authorized to relay traffic of non-3GPP devices
2)	Parameters to support non-3GPP devices
-	For each Device Identifier of a non-3GPP device
-	Information that can identify the non-3GPP device (e.g. host name, MAC address, port, SSID, etc.)
-	PDU Session parameters (e.g. DNN, S-NSSAI, PDU Session type, etc.) for the non-3GPP device
The PCF generates N3D Policy based on Device Identity Profile in the UDR and subscription data of the UE/5G-RG. Based on the received N3D Policy from the PCF, when a non-3GPP device connects to a UE/5G-RG, the UE/5G-RG determines whether to establish a new PDU Session or use existing PDU Session based on information in "2) Parameters to support non-3GPP devices ". The UE/5G-RG reports connected non-3GPP device information to the SMF of the selected PDU Session (either new PDU Session or existing PDU Session) by sending Non-3GPP Device Report message. It contains identified Device Identifier and allocated address information of the non-3GPP device. When the non-3GPP device is disconnected from the UE/5G-RG, the UE/5G-RG also reports disconnected non-3GPP device information to the SMF. The SMF triggers Nudm_UECM_Update service to notify connection or disconnection of non-3GPP device.
NOTE:	The Non-3GPP Device Report message sent by the UE/5G-RG is similar to the Remote UE Report (Remote User ID, Remote UE info) message sent by a 5G ProSe Layer-3 UE-to-Network Relay to the SMF for the PDU Session associated with the relay as specified in clause 6.5.1.1 of TS 23.204 [x]. 
The SMF reports non-3GPP device information to the PCF whenever non-3GPP device is connected or disconnected. The PCF uses the SUPI of the UE and the Device Identifier to retrieve Specific service settings and parameters of the Device Identifier in the Device Identity Profile from the UDR. Based on the retrieved Specific service settings and parameters, the PCF may update PCC rule to provide specific QoS for the non-3GPP device.
The difference with NAUN3 device is as follows:
-	in case of NAUN3 device, information to differentiate non-3GPP device is configured in the 5G-RG based on TR-69 [X], TR-369 [Y] and TR-181 [Z] while this solution uses PCF generated N3D Policy.
-	in case of NAUN3 device, the 5G-RG uses Connectivity Group ID in the URSP rule to find PDU Session parameters for non-3GPP device while this solution uses N3D Policy to determine PDU Session parameters.
[bookmark: _Toc157692401]6.X.3	Procedures
[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc92875664][bookmark: _Toc93070688][bookmark: _Toc157447967]6.X.3.1	Procedures for provisioning of Device Identity Profile


Figure 6.X.3.1-1: Provisioning of Device Identity Profile
1.	If the AF wants to create/update/delete Device Identity Profile, the AF provides Device Identity Profile information including GPSI of linked 3GPP subscription, Device Identifiers, information that can identify non-3GPP devices and Specific service settings and parameters by triggering Nnef_PrameterProvision_Create/Update/Delete service operation.
2.	If the AF is authorized by the NEF, the NEF selects UDM by using the GPSI of linked 3GPP subscription. The NEF triggers Nudm_PrameterProvision_Create/Update/Delete service operation.
3.	If the AF is authorized by the UDM to provision the parameters for the subscriber (represented by GPSI of linked 3GPP subscription), the UDM requests the UDR to create, update or delete the Device Identity Profile via Nudr_DM_Create/Update/Delete Request. The stored information can be used by the PCF to apply Device Identifier specific policies.
4.	UDR responds the request with Nudr_DM_Create/Update/Delete Response.
5.	UDM responds the request with Nudm_ParameterProvision_Create/Update/Delete Response.
6.	NEF responds the request with Nnef_ParameterProvision_Create/Update/Delete Response.
6.X.3.2	Procedures for authorization of UE/5G-RG supporting non-3GPP devices and non-3GPP device policy provisioning


Figure 6.X.3.2-1: Authorization of UE/5G-RG supporting non-3GPP devices and non-3GPP device policy provisioning
1.	If the UE supports non-3GPP devices connecting behind a UE/5G-RG, the UE indicates its capability in the 5GMM capability of Registration Request message.
2.	The AMF retrieves subscription data of the UE/5G-RG. The subscription data of the UE/5G-RG contains whether the UE/5G-RG is authorized to support non-3GPP devices connecting behind the UE/5G-RG.
3.	The AMF provides Registration Accept to the UE.
4.	If the UE is authorized to support non-3GPP devices, the AMF selects the PCF which supports N3D Policy provisioning and establishes a UE policy association. During the UE policy association establishment, the AMF reports the authorized non-3GPP device support capability to the PCF, which triggers the N3D Policy provisioning.
[bookmark: _Hlk161642434]5.	The PCF provides N3D Policy described in clause 6.X.2 to the UE using the existing procedure as described in clause 4.2.4.3 of TS 23.502 [5].
6.X.3.3	Procedures for providing service to non-3GPP device


Figure 6.X.3.3-1: Providing service to non-3GPP device
1.	A non-3GPP device connects to the UE/5G-RG.
2.	Based on the N3D Policy, the UE/5G-RG identifies non-3GPP device and establishes PDU Session or selects existing PDU Session.
NOTE:	A PDU Session can be shared by multiple non-3GPP devices.
3.	The UE/5G-RG assigns IP address to the non-3GPP device e.g. by using IP prefix delegation or NAT based on IP address of the established PDU Session or the selected PDU Session.
4.	The UE/5G-RG sends Non-3GPP Device Report message to the SMF including Device Identifier and non-3GPP device address information (e.g. IP address/port range or MAC address). The Non-3GPP Device Report is N1 SM NAS message sent with the PDU Session ID to the AMF, in turn delivered to the SMF.
5.	The SMF triggers Nudm_UECM_Update to request the UE's UDM of the activation for the non-3GPP device. The UDM checks number of non-3GPP devices behind the UE/5G-RG and determines whether to accept the non-3GPP device.
6.	The SMF sends Non-3GPP Device Report Response message to the UE/5G-RG, which contains whether the non-3GPP device is allowed to get a service.
7.	The SMF provides Device Identifier and associated address information to the PCF.
8.	The PCF retrieves Specific service settings and parameters of the Device Identifier in the Device Identity Profile by using the SUPI of the UE and the Device Identifier of the non-3GPP device from the UDR.
9.	Based on the Device Identity Profile, the PCF may update PCC rule and triggers PDU Session Modification procedure to provide QoS for the non-3GPP device by the UE/5G-RG.
10.	The non-3GPP device disconnects from the UE/5G-RG.
11.	The same steps 4-7 are performed to notify disconnection of the non-3GPP device.
[bookmark: _Toc157692402]6.X.4	Impacts on services, entities and interfaces
UE/5G-RG:
-	provisioned with N3D Policy.
-	identifies non-3GPP device connecting behind it and sends Non-3GPP Device Report message.
AMF:
-	selects the PCF which supports N3D Policy provisioning and establishes a UE policy association with the PCF.
SMF:
-	supports Non-3GPP Device Report.
-	registers Device Identifier of the non-3GPP device connecting behind a UE/5G-RG to the UDM.
PCF:
-	supports receiving Device Identifier of the non-3GPP device connecting behind a UE/5G-RG from the SMF and retrieves Specific service settings and parameters in the Device Identity Profile from UDR.
UDM:
-	supports storing Device Identifier and limits maximum number of non-3GPP Device Identifiers.
-	support provisioning of Device Identity Profile.
UDR:
-	 support provisioning of Device Identity Profile.
AF:
-	support provisioning of Device Identity Profile.

* * * * Start of 3rd Changes* * * * 

[bookmark: _Toc153818177][bookmark: _Toc157447944][bookmark: _Toc157692379][bookmark: _Toc160456025][bookmark: _Toc160804255]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 22.101: "Service aspects; Service principles".
[3]	3GPP TS 22.115: "Service aspects; Charging and billing".
[4]	3GPP TS 23.501: "System Architecture for the 5G System (5GS); Stage 2".
[5]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[6]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[bookmark: definitions][7]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)".
[8]	3GPP TR 22.904: "Study on user centric identifiers and authentication (Release 16)".
[9]	3GPP TS 33.501: "Security architecture and procedures for 5G System".
[X]	BBF TR-069: "CPE WAN Management Protocol".
[Y]	BBF TR-369: "User Services Platform (USP)".
[Z]	BBF TR-181: "Device Data Model for TR-069".


* * * * End of Changes * * * * 
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