Minutes for Pre-meeting CC before SA2#173

Agenda:
1/ review the conclusions for KI#1-5 (each item < 10mins)
1) KI#1: "non-IP" mechanism negotiation -- MTK
2) KI#1: dedicated bearer (GBR or non-GBR based) for GEO voice transmission -- Vivo
3) KI#2: whether and how to support text based or binary based IMS signalling during a call setup procedure -- Skylo
4) KI#2: conclusions for IMS signalling msg size reduction --HW
5) KI#2: Roaming issue -- CT
6) KI#5: UE-sat-UE communication -- Novamint
2/ CRs for normative work (will be closed no later than 23:30 BJ time)
Minutes
	
	Topics
	NOTEs

	1
	review the conclusions for KI#1-5
	1) KI#1: "non-IP" mechanism negotiation -- MTK
Key Comments:
· Proposal to create separate paper for RoHC handling
· Conclusion should not cover switching between IP and non-IP
· Negotiation is unclear about during call setup or registration
2) KI#1: dedicated bearer (GBR or non-GBR based) for GEO voice transmission – Vivo, and
Analysis on Pre-establishing dedicated bearer options – ZTE
Key Comments:
· No consensus achieved on pre-establishment of dedicated bearer
· [bookmark: _GoBack]No new QCI; Enhancement to the existing PDB parameter is preferred.
· For number of bearers: need LS to RAN to confirm how many bearers can be supported
3) KI#2: whether and how to support text based or binary based IMS signalling during a call setup procedure – Skylo
Key Comments:
· Bullet 4 doesn't work: bearer switching between IP and non-IP causes instability
· Concern about local breakout roaming - proven not implementable; all IMS roaming uses home-routed.
· Need explanation on how non-IP transport works in binary signaling, especially when initial registration was IP-based.
· Should clarify how solution works and reword text clearly.
4) KI#2: conclusions for IMS signalling msg size reduction –HW
Key Comments:
· Should clarify B2BUA entity, which NF supports the B2BUA and text/binary applicability
5) KI#2: Roaming issue – CT
Key Comments:
· In existing roaming, IPsec not activated.
· S-GW doesn't know when call starts/ends, which codec used. Not feasible to build intelligent gateway to manipulate codec packets.
6) KI#5: UE-sat-UE communication – Novamint
No comments received

7) KI#1: delete ENs in interim conclusion of KI#1 – vivo
Key Comments:
· Non-IP type applies to CP CIOT which is not normal scenario, so it is suggested to use new information, instead of non-IP.
· Suggest to merge this pCR into the pCR of "non-IP" mechanism negotiation.
· DTMF is not supported in this release.
· There is no SA1 requirement on multi-party. So before the discussion on multi-party, we need to check with SA1 firstly.


	2
	CRs for normative work
	CR1: TS 23.228 Updates for IMS Procedures
Key Comments:
· Section 4.x should be in normative annex
· Should keep term for binary-based signaling (pending CT1 decision)
· Focus on agreed conclusions only; remove parts related to non-concluded

CR2: TS 23.401 Updates 
Key Comments:
· Dedicated bearer for NB-IOT GBR has dependency on RAN
· Don't see subscription data anywhere in conclusion
· Clarify scope (GEO-specific vs. generic satellite)
· Focus on agreed conclusions only; remove parts related to non-concluded





