sensing skeleton overview:  
	Clause
	Title 
	Description

	1
	Scope
	Description, e.g., based on clause 1 of TR 23.700-14

	2
	References
	

	3
	Definitions and abbreviations
	

	3.1
	Definitions

	Could be from clause 3.1 of TR 23.700-14, and the terms defined in TS 22.137

	3.2
	Abbreviations
	

	4
	Architecture model and concepts
	

	4.1
	General concept
	General description, e.g., sensing principles, architectural requirements/assumptions from clause 4 of TR 23.700-14


	4.2
	Architecture 
	Architecture description, e.g., based on conclusions from clause 8.1 to clause 8.6 of TR 23.700-14

	4.3
	Reference points
	

	4.4
	Service-based interfaces
	

	4.5
	Functional entities
	Description, e.g., based on conclusions from clause 8.1 to clause 8.6 of TR 23.700-14, e.g., including SE (i.e., gNB), SF, NEF, NRF, AF, etc.

	4.6
	Protocol stacks
	

	4.6.1
	Protocol stack for sensing control signalling 
	Description, e.g., based on RAN3 inputs and conclusion from clause 8.1 of TR 23.700-14,

	4.6.2
	Protocol stack for sensing data transfer
	Description, e.g., based on RAN 3 inputs and conclusion from clause 8.1 of TR 23.700-14,

	5
	High level functionality and features
	

	5.1
	Authorization and revocation aspect
	

	5.1.1
	Authorization and revocation of sensing service consumer

	Description, e.g., based on clause 8.2 of TR 23.700-14

	5.1.2
	Authorization and revocation of sensing service request
	Description, e.g., based on clause 8.2 of TR 23.700-14

	5.2
	Discovery and selection aspect
	

	5.2.1
	SF discovery and selection
	Description, e.g., based on clause 8.3 of TR 23.700-14

	5.2.1
	SE discovery and (re-)selection
	Description, e.g., based on clause 8.3 of TR 23.700-14

	5.3
	Sensing data collection and transport
	Description, e.g., based on clause 8.4 of TR 23.700-14

	5.4
	Sensing result exposure
	Description, e.g., based on clause 8.5 of TR 23.700-14

	5.5
	Configuration of parameters for SE(s)
	Description, e.g., based on clause 8.6 of TR 23.700-14

	6
	Sensing procedures
	

	6.1
	Overview 
	General description the procedures

	6.2 
	Procedure for sensing data connection management between SF and SE  
	

	6.2.1
	Procedure for sensing data connection establishment between SF and SE  
	Description, e.g., based on clause 8.4 of TR 23.700-14

	6.2.2
	Procedure for sensing data connection release between SF and SE  
	Description, e.g., based on clause 8.4 of TR 23.700-14

	6.3
	Procedure for sensing service operations
	

	6.3.1
	Procedure for sensing service establishment requested by sensing service consumer
	Description, e.g., based on conclusions from of TR 23.700-14,

	6.3.2
	Procedure for revocation of authorized sensing service request
	Description, e.g., based on conclusions from of TR 23.700-14,

	6.3.3
	Procedure for termination of on-going sensing service triggered by AF
	Description, e.g., based on conclusions from of TR 23.700-14,

	6.4
	Procedure for sensing result exposure 
	

	6.4.1
	Procedure for one-time sensing result exposure
	Description, e.g., based on conclusions from clause 8.5 of TR 23.700-14,

	6.4.2
	Procedure for event triggered sensing result exposure  
	Description, e.g., based on conclusions from clause 8.5 of TR 23.700-14,

	6.4.3
	Procedure for periodic sensing result exposure 
	Description, e.g., based on conclusions from clause 8.5 of TR 23.700-14,

	7
	Network Function Services
	

	7.1
	General 
	General description for NF services

	7.2
	SFservices
	Description, e.g., based on conclusions from clause 8.1 to clause 8.6 of TR 23.700-14,

	7.3
	NEF services
	Description, e.g., based on conclusions from clause 8.2/8.5 of TR 23.700-14,

	7.4
	NRF services
	Description, e.g., based on conclusions from clause 8.3 of TR 23.700-14,

	Annex A
	Deployment options for sensing service
	Description, e.g., based on conclusions from clause 8.1 of TR 23.700-14,



