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[bookmark: _Toc153794677][bookmark: _CR3_1]* * * Start of Changes * * *
[bookmark: _Toc209591660][bookmark: _Toc191462410][bookmark: _Toc195709930][bookmark: _Toc201240535]7.5.1	General
The following table shows the Nadm_DM Service and Service Operations.
[bookmark: _CRTable7_5_11]Table 7.5.1-1: NF services provided by ADM
	NF service name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nadm_DM
	Query
	Request/Response
	AIOTF, NEF

	
	Update
	Request/Response
	AIOTF

	
	Subscribe
	Subscribe/Notify
	AIOTF

	
	Unsubscribe
	
	AIOTF

	
	Notify
	
	AIOTF



[bookmark: _Toc191462411][bookmark: _Toc195709931][bookmark: _Toc201240536]* * * Next Change * * *
[bookmark: _Toc209591661]7.5.2	Nadm_DM_Query service operation
Service operation name: Nadm_DM_Query
Description: NF service consumer may request the AIoT device profile data or the AF authorization data from the ADM.
Inputs, Required: Requested AIoT data typeAIoT Device Permanent ID or AF ID.
Input, Conditional: AIoT Device Permanent ID (when Requested AIoT data type is AIoT device profile data).
Input, Optional: AF ID (when Requested AIoT data type is AF authorization data)None.
Outputs, Required: the AIoT device profile data or the AF authorization data.
Output, Optional: None.
* * * Next Change * * *
7.5.X	Nadm_DM_Subscribe service operation
Service operation name: Nadm_DM_Subscribe
Description: NF service consumer performs the subscription to notifications to data modified in the ADM. The events can be changes on existing data, addition of data. Specifically, this service operation together with the corresponding Unsubscribe and Notify service operations are used by the AIOTF to manage notifications of changes of AF authorization data in ADM.  
Inputs, Required: Requested AIoT data type (only for AF authorization data), Notification Target Address (+ Notification Correlation ID).
Inputs, Optional: AF ID, Subscription Correlation ID (in the case of modification of the subscription).
Outputs, Required: When the subscription is accepted: Subscription Correlation ID.
Outputs, Optional: None.
[bookmark: _CR5_2_12_2_7]* * * Next Change * * *
[bookmark: _CR5_2_12_2_8]7.5.Y	Nadm_DM_Unsubscribe service operation
Service operation name: Nadm_DM_Unsubscribe
Description: NF service consumer unsubscribes from the notifications about data modified in the ADM. The events can be changes on existing data, addition of data.
Inputs, Required: Subscription Correlation ID.
Inputs, Optional: None.
Outputs, Required: Result.
Outputs, Optional: None.
* * * Next Change * * *
7.5.Z	Nadm_DM_Notify service operation
Service operation name: Nadm_DM_Notify
Description: ADM notifies NF service consumer(s) about modification of data, when data in the ADM is added, modified or deleted and an NF needs to be informed about this, due to a previous subscription to notifications procedure with the ADM.
Inputs, Required: Notification Correlation ID, Updated Data.
Inputs, Optional: None.
Outputs, Required: Result.
Outputs, Optional: None.
* * * End of Changes* * *


