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	Reason for change:
	As clarified in the LS for SA2 (S2-2401651), two aspects are mentioned:
1. SA2 would like to avoid specifying additional functionality to support network based verification of UE privacy for exposure through PC5 link;
2. To support the Privacy check in UE-only operation, it is assumed that supplementary RSPP message(s) can be sent over PC5 and it would include the required user info of the Client UE.
It’s proposed to update the TS 33.533 accordingly. 
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************ START OF CHANGES ************
[bookmark: _Toc145059244][bookmark: _Toc153459188]6.3.6.3	Authorization procedure for Ranging/SL positioning service exposure through PC5
For Ranging/SL Positioning service exposure through PC5 (i.e. clause 6.7.1.1 of TS 23.586 [2]), the SL Positioning Client UE authorization is triggered by the Reference/Target UE during PC5 link establishment. The authorization can be performed by the network via the SLPKMF for ProSe capable UEs or by the Reference/Target UE if the authorization information is available in the UE. 
If the Client UE is not authorized, the Ranging/SL Positioning service request shall be rejected.
[bookmark: _Toc153459189][bookmark: _Toc145059245]6.3.7	Procedure of UE privacy verification for UE-only operation 
For UE-only Operation in which the network is not involved in Ranging/Sidelink positioning, the authorization for UE privacy is based on the local configured privacy verification information to determine whether its location related information can be exposed to the peer UE or not. The user info of the Client UE is included in the supplementary RSPP message between UE1 (i.e. Target UE or a SL reference UE) and UE2/.../UEn (i.e. SL Reference UEs/Located UEs).  
If the privacy profile allows location exposure, the UE (e.g. Located UE) accepts the request to expose its location related information and proceeds.
************ END OF CHANGES************

