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Comments
This contribution proposes to add a solution to KI#1: Group Authorization for UE-deployed API invoker accessing other UEs' resources of a group.

Proposed Changes
* * * First Change * * * *
[bookmark: _Toc106092173][bookmark: _Toc212105884]6.Y	Solution #Y: Security aspect of group authorization
[bookmark: _Toc106092174][bookmark: _Toc212105885]6.Y.1	Introduction 
This solution addresses KI#1: Group Authorization for UE-deployed API invoker accessing other UEs' resources of a group. The existing API invoker authorization mechanism for RNAA is enhanced to support group authorization.
[bookmark: _Toc106092175][bookmark: _Toc212105886]6.Y.2	Solution details
This solution reuses the procedure of UE-deployed API invoker accessing other UEs’ resources of a group defined in clause 8.34.3 of TS 23.222 [2].


Figure 6.Y.2-1: Group Authorization mechanism for UE-deployed API invoker accessing other UEs' resources of a group
1.	With reference to step 1 in clause 8.34.3 of TS 23.222 [2], the request is formatted as an OAuth 2.0 access token request.
2.	With reference to step 2 in clause 8.34.3 of TS 23.222 [2], CCF performs authentication of the API invoker by verifying the API invoker’s credentials. 
3.	With reference to step 3 in clause 8.34.3 of TS 23.222 [2], CCF additionally checks whether the UE whose resources are to be accessed belongs to the group.
4.	Same as step 4 in clause8.34.3 of TS 23.222 [2].
5.	With reference to step 5 in clause 8.34.3 of TS 23.222 [2], the response in an OAuth 2.0 access token response. The access token includes the API invoker ID, resource owner ID, and the authorized scope of access. 
6.	With reference to step 6 in clause 8.34.3 of TS 23.222 [2], the request includes the received access token in step 5. The request is sent over a secure connection on the CAPIF-2e reference point.
7.	With reference to step 7 in clause 8.34.3 of TS 23.222 [2], AEF checks the request against the token, including: 
1)	checking the token integrity and 
2)	checking whether the resource in the API invocation request is compliant with the resOwnerId claim in the access token.
Editor’s Note: clarification on proposed security enhancement is FFS.
[bookmark: _Toc106092176][bookmark: _Toc212105887]6.Y.3	Evaluation
TBD

* * * End of Changes * * * *
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