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Comments
1) Clarification of the difference between event number and event code
In the set of common information elements in clause 6.2, the event number is defined as "a number identifying the event". The event code is defined as "a machine-readable name for the event". The difference between the event number and event code is not clear. In consequence, it is not clear why both are necessary.  
2) Need for an event instance identifier
Besides the name of the event, e.g. "malformed message", it is also important to identify the event instance, e.g. "the 42nd instance of security related events since start of counting". However, currently an identifier of the event instance is missing.
This pseudo-CR proposes to remove the event number, clarify the event code, and add an event instance IE.
* * * First Change * * * *
[bookmark: _Toc214896219][bookmark: _Toc214896451]6.2		Common information elements
The common information elements for all security related events shall consist of the following:
· Event number: A number identifying the event;
· Event name: The name of the event in a human-readable format; e.g., "malformed message"
· Event code: The name of the event in a machine-readable format; e.g., a machine-readable identifier corresponding to "malformed message"A machine-readable name for the event
· Event instance: Identification of the event instance
NOTE 1:	The uniqueness of the event instance is left to implementation
· Event Source: Identification of the NF generating the event;
· Event timestamp.
NOTE 2: :	The identification of events and the format of the information elements is part of the stage 3 design.

* * * End of Changes * * * *

