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Comments
This pCR proposes to add a new solution for KI#1 in TR 33.714. 
Proposed Changes
* * * Start of Change * * * *
6.X			Solution #X: Solution on authorization of intermediate UE for 5G Ambient IoT
6.X.1			Introduction
This solution addresses Key Issue#1 on Authorization of intermediate UE for 5G Ambient IoT services. 
In this solution, during UE registration procedure, AMF authorizes the UE for acting as the intermediate node i.e, an AIoT reader, based on the UE subscription data. After intermediate UE authorization, AMF return the authorization results to NG-RAN and AIOTF. 
6.X.2			Solution details
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Figure 6.X.2-1: Authorization of intermediate UE for 5G Ambient IoT
1. The UE sends Registration Request message to AMF. The message includes UE’s capability, which indicates the capability of the UE to support AIoT services or to act as an intermediate node in AIoT system.
2. The AMF retrieves the UE subscription data from UDM. The UE subscription in the UDM consists of information indicating whether the UE is allowed to operate as a UE Reader.
3. The AMF authorizes the UE for acting as the intermediate node i.e, an AIoT reader, based on the UE subscription data and UE’s Capability. 
4. The AMF sends the authorization results to NG-RAN.
5. AIOTF may request the authorized result from AMF before selecting UE reader.
6. The AMF sends the authorized intermediate UE ID(s) to the AIOTF. When the AIOTF performs intermediate UE selection, only authorized UE could be selected as intermediate node. 
Editor’s Note: Whether and how the authorized result is provided to AIOTF is to be aligned with SA2.
6.X.3			Evaluation

TBD.
* * * End of Change * * * *
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