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	Reason for change:
	‘Triggers’ appear as Nchf_ConvergedCharging_Create service operation outputs, when it’s not available as supported field in Converged Charging Data Response Message (TS32.254 – Table 6.3.4.2) 

	
	

	Summary of change:
	Remove Trigger from Nchf_ConvergedCharging_Create service operation outputs
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	No alignment with Converged Charging Data Response Message
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Service operation name: Nchf_ConvergedCharging_Create
Description: Provides charging capabilities before service delivery, offers charging with and without quota management, as well as charging information record generation. It is used for both session and event based charging. Provides means for the NF Consumer to create the resource of the charging session. If it is used for session based charging the operation also makes an implicit subscribe to notification of events in CHF that requires re-authorization or abort.
The service operation may be used to request quota authorisation for service delivery and may open a CDR in the CHF, based on the information provided by the NF Consumer.
Known NF Consumers: SMF, SMSF, AMF, IMS-Node, MMS-Node, SMF+PGW-C, NEF, CEF, MnS Producer, EES, MB-SMF, CHF.
Inputs, Required: Subscriber identifier, either service identification or rating group.
Inputs, Optional: Requested service units, one-time event, destination address, provider, location information, time and date.
Outputs, Required: Result indication.
Outputs, Optional: Granted service units, validity time, triggers.
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