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Solution #6.1, #6.2, #6.3, #6.7, and #6.8 all solve the key issue #6a:
-	Solution #6.1: adds the binding of the information to the stage 2 specifications and removing it from TS 32.291.
-	Solution #6.2: adds the binding of the CDR information to the TS 32.298.
-	Solution #6.3: adds the binding of the CDR information to the TS 32.298 and keeping it in TS 32.291, like solution #6.2.
-	Solution #6.7: requires enhancement to TS 32.291, by providing the binding between information elements, and both CDR parameters in ASN.1 and Nchf attributes in OpenAPI and removing the use of CDR field.
-	Solution #6.8: introduce a new TS to present the binding of information elements to any other parameter, attribute or field.
Solution #6.4 and #6.9 solves the key issue #6b:
-	Solution #6.4: introduces a new TS for the CHF CDR information.
-	Solution #6.9 requires enhancement to TS 32.298, by providing sub-clauses for each 5G service level CDR information under the clause of CHF CDRs.
Solution #6.5, #6.6 and #6.10 solve the key issue #6c:
-	Solution #6.5: propose the complete the common IE which specified in the TS 32.290 is applied in all service specifications. This will allow to clearly describe which IE is used or not used, as well as which IE is added for the special service. Requires that all service TSs must be updated if there is a change to any IEs in TS 32.290 
-	Solution #6.6: only top-level the common IE, specified in the TS 32.290, is repeated in all service specifications. This requires rules for which IEs to add or not and it cannot clearly describe which IE is used or not used, as well as which IE is added for the special service. Requires that all service TSs must updated only if there is a change on the only top-level IEs TS 32.290 is updated.
-	Solution #6.10x: in each service TS, only common IEs specified in the TS 32.290 which are applicable are present in the service TS table. Only service TSs impacted by change to IEs in TS 32.290 (i.e., new common IEs or removed common IEs which are applicable to the service) are affected.
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For key issue #6a, solution #6.3 is recommended into normative work, it has the least impact while still showing the mapping to ASN.1.
For key issue #6b, solution #6.4 is recommended into normative work, if there is a requirement to do a major change in the ASN.1 for other reasons then solution #6.9 should be considered.
For key issue #6c, solution#6.10x is recommended for normative work, with the clarification in TS 32.290 [12] "only common IEs which are applicable to the service middle tier TSs are present in the definition of Charging Data Request message contents of the middle tier TSs. Common IEs not present in this definition imply they are not applicable to the middle tier TS."  
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