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Decision/action requested

The group is asked to discuss and agree on the proposal.
2
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3
Rationale

In Rel-19, SA2 has started a study TR 23.700-29 [1] on supporting of regenerative-based satellite access and identified that in scenarios where the RAN node is on-board satellite, and the 5GC is on the ground, it will cause disconnection between the RAN node and the 5GC due to the satellite moving out of a certain area. 
--- Start of quote from TR 23.700-29---

5.1
Key Issue #1: Support of Regenerative-based satellite access

5.1.1
Description

The deployment of an eNB or an gNB on a satellite for regenerative based satellite access for LEO/MEO deployment is to be studied. The aspects to be studied include:

-
Identify and study whether there is any impact on 5GS and EPS to support an gNB/eNB embedded on a satellite:

-
any impact of RAN nodes changing for any given 5GC/EPC and for a given area in the case of RAN nodes moving.
---End quote---
Observation 1: RAN nodes on-board NGSO satellites will change for any given 5GC/EPC and for a given area.
After three meetings, SA2 has come up with some full solutions on this issue, including solution#1-4, solution#9-10, and solution#34.
--- Start of quote from TR 23.700-29 Solution#1---

The gNB/eNB knows, based on its ephemeris and configuration, that it is about to stop serving a certain 5GC/EPC area and it is about to lose the connectivity to the 5GC/EPC via a ground connection.

---End quote---

--- Start of quote from TR 23.700-29 Solution#2---

MME/AMF supports to be configured with ephemeris information of all on-board (ng-)eNB by O&M;
---End quote---

--- Start of quote from TR 23.700-29 Solution#3---

gNB, NTN GW,and AMF needs to implement the suspend and resume \NG connection.

eNB, NTN GW and MME needs to implement the suspend and resume S1 connection.

---End quote---
--- Start of quote from TR 23.700-29 Solution#4---

Pre-condition: AMF and RAN both are pre-configured with the mapping relationship among Global RAN Node ID, supporting TAI list, and valid period.

---End quote---

--- Start of quote from TR 23.700-29 Solution#9---
RAN agent:

-
New NF, which is located near the satellite ground station. The functionalities can be referred to clause 6.9.1.

Proxy RAN node:

-
New NF, which is co-located with RAN agent. The functionalities can be referred to clause 6.9.1.

Link Layer Proxy:

-
New NF, located on the ground with 1:1 mapping relationship with MME/AMF set, decoupled from the NTN gateway locations. Functionality of the LLP is described in the solution.

---End quote---
--- Start of quote from TR 23.700-29 Solution#10---

The OAM aspects of the IWF are expected to be defined by SA5 WG.
---End quote---

--- Start of quote from TR 23.700-29 Solution#34---

The Satellite/gNB is configured with the address of AMF Agent based on the ephemeris information of the Satellite/gNB, and this information may be updated by the satellite operator.
---End quote---

Observation 2: To address the issue described in observation 1, the solutions proposed by SA2 have impacts on O&M.
The previous SA5 study FS_5GSAT_MO [2] did not cover the use case described in observation 2, and there are no relevant requirements and potential solutions in the existing standards for 3GPP management system to support the use case of RAN node on-board satellite leaving an area served by a CN. 
The work in FS_5GSAT_MO only investigated the new architecture scenarios for 5G networks with an NGSO regenerative satellite RAT, and provide one general requirement. 

--- Start of quote from TR 28.808---

[REQ-FS_5GSAT_MO-2.1-01] In a 5G network integrating an NGSO regenerative satellite RAT, the 5G network shall have the capability of managing moving gNBs or gNB-DUs.

---End quote---

The previous SA5 work OAM_NTN cannot cover this use case either, because the work carried out under the architecture of a 5G network integrating transparent satellite components.

Observation 3: The existing SA5’s work cannot cover this use case.
Based on the above observations, we found that in the case where RAN node is on-board satellite, and the 5GC is on the ground, it will cause disconnection between the RAN node and the 5GC due to the satellite moving out of a certain area. This is a new use case with O&M enhancement requirements.
From the perspective of the operator, it is necessary to study how to efficiently manage the connection between RAN nodes on-board satellite and 5GC. This will assist SA2 to provide evaluation of different solutions and draw conclusions.
Proposal: NRM enhancements need to be investigated to manage the connection between RAN nodes on-board satellite and 5GC.
With the observations and proposal above, this contribution is proposed to provide the new use case for management enhancement to support RAN node on-board satellite leaving an area served by a CN.
4
Detailed proposal

	Start of 1st Change


5.X Use case#<X>: Management enhancement to support RAN node on-board satellite leaving an area served by a CN
5.X.1 Description
For the deployment scenario of RAN nodes on-board satellites, this would result in the following scenario: a LEO satellite with an onboard RAN node leaves the coverage area of a CN and then returns to the coverage area of that CN after cycling around the Earth. 
From the operator’s perspective, It’s necessary to investigate how to efficiently manage the connections between RAN nodes and CN to avoid errors in CN due to stale connections, e.g. AMF/MME sending paging requests or AMF configuration updates to an unavailable RAN node. For example, 3GPP management system configures AMF/MME and/or gNB/eNB to add necessary information to support their awareness of when connectivity between a RAN node and a CN NF is available or unavailable.
5.X.2 Potential requirements
REQ- FS_NTN_OAM_Ph2-X-S1：3GPP management service producer should have the capability to manage the connection between RAN nodes on-board satellite and 5GC.
