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[bookmark: _Toc106192931][bookmark: _Toc155794372]4.5.2	Expectation Targets
For a given intent expectation, the desired characteristics of the object(s) are the expectation targets to be achieved. The expectation targets may include the metrics that characterize the performance of the object(s) or some abstract index that expresses the behaviour of the object(s). A given intent expectation may include multiple expectation targets on the same object or on different objects with the same properties. A consumer may for example require for the Network Slice object(s) that User throughput > 5Mbps and latency < 1ms. The expectation targets may also be context specific, i.e. the intent may require a specific expectation targets given a specific target context. As such with the characteristics as a combination of expectation targets and target contexts, the intent expectation may be stated as:
"ensure that for 
	Expectation Object O,  
	Expectation Target_1 is T_1, Target Context_1 is C_1
	 …., 
	Expectation Target_m is T_m, Target Context_k is C_k;  

Each expectation target expresses an aspect of the characteristics of the object under consideration, i.e. it expresses a desired characteristics on a specific object. Each of the object characteristic may be desired to be equivalent to a specific value or constrained to a value or a range of values, e.g. as listed in Table 4.5.2-1. The combination of the name of characteristic (or simply the targetName), the condition constraining the characteristic and the value or value range for the characteristic is the target, i.e. the Expectation Target is the tuple:
	Expectation Target = [targetName, condition, value range]
Table 4.5.2-1: Examples of Expectation Objects and Targets for different Intent expectation Objects 
	Example of Intent Expectation Targets
	ExpectationObject
	Example of Expectation Targets

	
	
	targetName
	Condition
	Value range

	example 1
	Network Slice
	Coverage area
	Is greater than
	40 km radius

	example 2
	Communication Service
	User throughput
	Is greater than
	2 Mbps
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