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	6.19.5 Study on management aspects of Network Digital Twin

	S5-241679
	pCR 28.915 Add new use case and requirements for NDT (AsiaInfo) (Zhanwu Li)
SS: ML emulation is defined in R18. Why need NDT?

HW: why need NDT to do this? It can be done by emulation.
E: agree with HW. Need more justification. What is the benefit for using NDT compared with the solution which without NDT?

Continue Offline
	pCRr, TS/TR 28.915 v0.1.0, Rel-19, Cat. 



	S5-241704
	pCR TR 28.915 New use case on RAN energy saving policy verification (Huawei, China Mobile, Deutsche Telekom) (Xian Zhao)
E: reword “the policy is applied to execution” -> “the policy is applied in execution”

no NDT in req. 
N: it’s done by the application employs NDT but not NDT. 

SS: why limit to RAN ES only? 

E: don’t want to copy all the use cases here. Like to generalize the use case. Why do it here in NDT?  Req, what’s the relation between DT and real network. 
HW: reword req: NDT should have the capability to verify network management policies…
Suggest to revise.
	pCRr, TS/TR 28.915 v0.1.0, Rel-19, Cat. 



	S5-241736
	pCR 28.915 use case and requirements on ML Training for NDT (AsiaInfo) (Zhanwu Li)
E: suggest to refer to AIML TS 

Why environment should be DT? Retraining use case is duplicated with AIML. 

DCM: agree with E, not clear why DT is needed for ML training. 

HW: how NDT to reduce cost? As NDT will need to transport all the data to NDT environment, it will increase the cost.

N: The big value of NDT is it can give different scenarios which network cant give you.

HW: suggest to provide an example to use NDT for scenario which not happen naturally in real network (e.g. disaster etc.)
Continue Offline
	pCRr, TS/TR 28.915 v0.1.0, Rel-19, Cat. 




