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[bookmark: _Toc153371540][bookmark: _Toc138167693][bookmark: _Toc82701815]4.3.54	QMCJob
[bookmark: _Toc153371541]4.3.54.1	Definition
The QoE Measurement Collection provides capability for collecting QoE information from:
- UEs which are in the specified area in case of Management Based Activation or 
- an individual UE in case of Signalling Based Activation.
The QoE Measurement Collection enables collection of application layer measurements from the UE for specified end user service type. The supported service types are:
-	Streaming services, see TS 26.247 [51]. 
-	MTSI services, see TS 26.114 [52].
-	VR services, see TS 26.118 [53].
A QMCJob instance represents the job for collecting QoE measurements according to the job parameters. For details of the QoE measurement collection configuration parameters see clause 5 of TS 28.405 [50]. A QMCJob instance can be name-contained by SubNetwork or ManagedElement. 
A QMC Job is activated by creating a QMCJob object instance in the MnS producer. For details of Management Based Activation of QoE Measurement Collection see clause 4.5 and for details of Signalling Based Activation of QoE Measurement Collection see clause 4.6 of TS 28.405 [50]. The attributes areaScope and pLMNTarget are only relevant when Management Based Activation is used and the attribute qoETarget is only relevant when Signalling Based Activation is used. All other attributes are common for both Management Based Activation and Signalling Based Activation.

When a MnS consumer wishes to deactivate a QMC Job, the MnS consumer shall delete the corresponding QMCJob instance. 
NOTE: 	If the reporting is ongoing, when a request to delete a QMCJob instance is received, the reporting does not end. The QMCJob instance is deleted, when the last reporting for the QMC Job expires.
The jobId attribute presents the job identifier of a QMCJob instance. The jobId can be used to associate  multiple QMCJob instances. For example, it is possible to configure the same jobId value for multiple QMCJob instances required to produce the data (e.g. Streaming services and MTSI reports) for a specific network analysis.
[bookmark: _Toc153371542]4.3.54.2	Attributes
The QMCJob IOC includes attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:
	Attribute Name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	serviceType
	M
	T
	T
	F
	T

	areaScope
	CM
	T
	T
	F
	T

	qoECollectionEntityAddress
	M
	T
	T
	F
	T

	pLMNTarget 
	CM
	T
	T
	F
	T

	qoETarget
	CM
	T
	T
	F
	T

	qoEReference
	M
	T
	T
	F
	T

	jobId
	O
	T
	T
	T
	T

	sliceScope
	CM
	T
	T
	F
	T

	qMCConfigFile
	M
	T
	T
	F
	T

	mDTAlignmentInformation
	O
	T
	T
	F
	T

	availableRANqoEMetrics
	O
	T
	T
	F
	T



[bookmark: _Toc153371543]4.3.54.3	Attribute constraints
	Name
	Definition

	areaScope (support qualifier)
	Condition: This attribute shall be supported when the QMC is targeting specific area(s)Management Based Activation is used.

	pLMNTarget (support qualifier)
	Condition: This attribute shall be supported when Management Based Activation is used and if network sharing is deployed.

	qoETarget (support qualifier)
	Condition: This attribute shall be supported when Signalling Based Activation is used.

	sliceScope (support qualifier)
	Condition: This attribute shall be supported when the QMC is targeting specific slice(s).



[bookmark: _Toc153371544]4.3.54.4	Notifications
The common notifications defined in clauses 4.5.1 and 4.5.2 are valid for this IOC, without exceptions.
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