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* * * First Change * * * *

[bookmark: _Toc210205516]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
…
[x]	<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".
[x]	3GPP TS 22.261: “Service requirements for the 5G system”.



* * * Second Change * * * *

[bookmark: _Toc210205520]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
EPC	Evolved Packet Core
GEO	Geostationary Earth Orbit
IMS	IP Multimedia Subsystem
NB-IoT	Narrowband Internet of Things
NTN	Non Terrestrial Networks

<ABBREVIATION>	<Expansion>






* * * Third Change * * * *
[bookmark: _Toc158019958][bookmark: _Toc158362617][bookmark: _Toc211845436][bookmark: _Toc211845727][bookmark: _Toc214869521][bookmark: _Toc214869604]x.y	Topic #1 Charging support for IMS voice call over NB-IoT NTN connecting to EPC via GEO
x.y.z	General description and assumptions
The IMS voice communication over GEO satellite access is supported in the 5G system as referenced in 3GPP TS 22.261 [x], clause 6.46.11, with mechanisms to optimize IMS voice (e.g., call setup, transmission overhead) and codecs considering transmission data rate, latency, and packet size. 


* * * End of Changes * * * *

