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Comments
This pCR proposes to introduce the solution evaluation on Local Breakout Inter CHFs scenario key issue1.1.

Proposed Changes
* * * First Change * * * *
[bookmark: _Toc214895553]5.1.5.x	Solutions evaluation for Key issue #1.1
Solutions #1.1 solves Key issue #1.1, providing the handling method of the charging session between V-CHF and H-CHF when V-CHF detected failure of charging session with CTF in inter CHFs scenario. The benefit of the solution is that the V-CHF synchronously releases or maintains the charging session with the H-CHF and CTF, avoids long-term resource consumption for unilateral inactive charging session.
Solutions #1.2 solves Key issue #1.1, describing in inter CHFs scenario, the V-CHF handles abnormal messages as specified in clause 5.5.1.2 of 3GPP TS 32.290[3] and also necessary to forward the charging date request received from CTF to H‑CHF. The benefit of the solution is to ensure consistency and continuity between two charging sessions.
Solutions #1.3 solves Key issue #1.1, describing when the latest failure handling received from the V-CHF is set to 'Continue', CTF re-sends the request with the ‘Remote CHF resource’ to an alternative V-CHF. The benefit of the solution is to increase the service continuity via switching the CHF instance in inter CHFs scenario.
Editor's Note: Further evaluation is needed.
* * * End of Changes * * * *

