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1	Decision/action requested
The group is asked to discuss and approve the proposal.
2	References
[1]	3GPP TR 32.801-02 Study on Charging Aspects of 6G System.
3	Rationale
It proposes to incorporate the following change into the TR 32.801-02 [1].
4	Detailed proposal
[bookmark: _Toc214718785][bookmark: _Toc214708767][bookmark: _Toc214709243][bookmark: _Toc214871069][bookmark: _Toc214914015]* * * First Change * * * *
[bookmark: _Toc95119911][bookmark: _Toc107830901][bookmark: _Hlk122534885][bookmark: _Toc214718796][bookmark: _Toc214708778][bookmark: _Toc214709254][bookmark: _Toc214871080][bookmark: _Toc214914026]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ABMF	Account Balance Management Function
CDR	Charging Data Record
CGF	Charging Gateway Function
CHF	Charging Function
CTF	Charging Trigger Function
ECUR	Event Charging with Unit Reservation
GenAI	Generative Artificial Intelligence
IEC	Immediate Event Charging
PEC	Post Event Charging
RF	Rating Function
SCUR	Session Charging with Unit Reservation
* * * Next Change * * * *
5.2	Topic 2: Charging Mechanism
[bookmark: _Toc204948592][bookmark: _Toc208042619][bookmark: _Toc206752137][bookmark: _Toc204948719][bookmark: _Toc214708779][bookmark: _Toc214871081][bookmark: _Toc214718797][bookmark: _Toc214709255][bookmark: _Toc214914027]5.2.1	General Description
This topic focuses on the necessary enhancements to the charging mechanisms which are used for charging services. This is specifically driven by the need to support requirements of the charging mechanism, and to enable the introduction of 6G services. The charging mechanism covers the following aspects:
-	Charging services
-	Reliability
-	Charging data management
Table 5.2.1-1: Mapping of Use cases, Potential charging requirements, Key issues and Solutions for Topic 2
	Use cases
	Potential charging requirements
	Key issues
	Solutions

	#2.1
	DAT-01
	#2.1
	#2.1

	#2.2
	DOC-01
	#2.2
	

	#2.3
	DOC-02
	#2.3
	

	#2.X
	SVC-0X
	#2.X
	



Editor's note:	A new column may be added to address the relationship with the services/features. 
* * * Next Change * * * *
5.2.2.X	Use Case #2.X: Charging for service with burst traffic
Emerging services, such as those enabled by GenAI applications, are typically characterized by burst traffic with dynamic QoS requirements. These services introduce traffic patterns and service expectations distinct from traditional applications. It requires 6G system to provide efficient QoS assurance mechanisms for burst traffic to optimize resource efficiency and assure user experience.



 

* * * Next Change * * * *
[bookmark: _Toc214871086][bookmark: _Toc214718802][bookmark: _Toc214709260][bookmark: _Toc214708784][bookmark: _Toc214914032]5.2.3	Potential charging requirements
The following are potential charging requirements for Use Case #2.1:
-	REQ-3GPP6GCH-DAT-01: The 6G charging system shall support unified charging data that are interoperable for 5G and 6G.
The following are potential charging requirements for Use Case #2.2:
-	REQ-3GPP6GCH-DOC-01: The OpenAPI specification shall support keeping the stage 2 definitions of domains, subsystem, and services information element consistent with the stage 3 definition of OpenAPI resource attributes.
The following are potential charging requirements for Use Case #2.3:
-	REQ-3GPP6GCH-DOC-02: The specifications shall support keeping the stage 2 definitions of domains, subsystem, and services information element consistent with the stage 3 definition of ASN.1 attributes.
The following are potential charging requirements for Use Case #2.X:
-	REQ-3GPP6GCH-SVC-0X: The 6G charging system may support charging for service with burst traffic.
* * * Next Change * * * *
5.2.4.X	Key Issue #2.X: Charging for service with burst traffic
This key issue addresses the REQ-3GPP6GCH-ARC-0X, to investigate charging for service with burst traffic, including 
-	The charging model for service with burst traffic.
* * * End of Changes * * * *
