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Comments
Addition of using service-based architecture for H-CHF detected V-CHF failure and using service-based architecture for V-CHF detected H-CHF failure solutions.

Proposed Changes
* * * First Change * * * *

[bookmark: _Toc187415881]5.1.4.x	Solution #1.x: Using service-based architecture for H-CHF detected V-CHF failure
A possible solution for key issue #2 covering requirements REQ-3GPPCH-LBIC-2, enhanced failure handling for scenarios where a failure is detected between the V-CHF and the H-CHF.
When the H-CHF detects a failure, it may use the procedure outlined in TS 29.500 [x] clause 6.5.3.2, to restore a connection to the V-CHF. If the restoring of the connection fails it is operator specific if the H-CHF is to report this in the CDR with a specific reason for closing the CDR.

* * * Next Change * * * *

5.1.4.y	Solution #1.y: Using service-based architecture for V-CHF detected H-CHF failure
A possible solution for key issue #2 covering requirements REQ-3GPPCH-LBIC-2, enhanced failure handling for scenarios where a failure is detected between the V-CHF and the H-CHF.
When the V-CHF detects a failure, it may use the procedure outlined in TS 29.500 [x] clause 6.5.3.3, to restore a connection to the H-CHF. If the restoring of the connection fails it is operator specific ifwherever the connection between V-CHF and CTF is to be maintained and for how long
* * * End of Changes * * * *

