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* * * * First Change * * * *

[bookmark: _Toc10799620][bookmark: _Toc27581258][bookmark: _Toc202525464]5.4.1.3	CHF selection
The CHF to be used by the SMSF can be:
-	Discovered via NRF upon SMS activation from AMF to SMSF.
-	UDM provided charging characteristics.
-	Locally provisioned charging characteristics.
The option depends on Operator's policies.
The UDM provided charging characteristics (see Annex B) may be used to indicate CHF instance ID(s), CHF set ID(s), CHF Group ID.
CHF instance ID(s), CHF set ID(s), CHF Group ID can be used for NRF based discovery, and that NRF based discovery is to be used, for charging characteristics see annex x and NRF based discovery see TS 32.290 [57] clause 6.1.
In the case the charging characteristics is not provided, then the CHF selection by SMSF is performed via NRF based discovery:
-	For UE determined by SMSF as served by the same PLMN as the SMSF (i.e. non-roaming scenario), the CHF of the PLMN can be discovered based on the UE identifier.
-	For UE determined by SMSF in V-PLMN as an in-bound roamer (i.e. roaming scenario), the CHF of the V-PLMN can be discovered based on the PLMN Id of the UE H-PLMN.   

* * * * End of Changes * * * *
