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Comments
The contribution proposes to add evaluation for some LCM solutions.

Proposed Changes

* * * First Change * * * *
5.2.1.4	Evaluation of solutions
The solution in clause 5.2.1.3 describes use of a deployment management reference point that enables interaction of 3GPP management system with an external orchestration and management system.
The specification of the interface to be used over the reference point is out of scope of 3GPP. 
The external orchestration and management system is out of scope of 3GPP and is not limited to any specific solution, e.g., ETSI NFV MANO or non ETIS NFV MANO.

The proposed solution fulfils the use case requirement expressed in clause 5.2.1.2.
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5.2.3.4	Evaluation of solutions
The proposed solutions in clause 5.2.3.3 describe the high level interactions for use of the reference point introduced in clause 5.2.1.3 for creation of NF Deployment(s).
The proposed solution in clause 5.2.3.3.2 describes use of declarative descriptor for NF Deployment creation.
With the interfaces provided by an external orchestration and management system that has the capability to perform creation of NF Deployment, the 3GPP management system is able to send the request and receive the response for the creation of NF Deployment, and the solutions fulfil the requirements expressed in clause 5.2.3.2.

* * * Next Change * * * *
5.2.4.4	Evaluation of solutions
The proposed solutions in clause 5.2.4.3 describe the high level interactions for use of the reference point introduced in clause 5.2.1.3 for modification of NF Deployment(s).
With the interfaces provided by an external orchestration and management system that has the capability to perform modification of NF Deployment, the 3GPP management system is able to send the request and receive the response for the modification of NF Deployment, and the solutions fulfil the requirements expressed in clause 5.2.4.2.

* * * Next Change * * * *
5.2.5.4	Evaluation of solutions
The proposed solutions in clause 5.2.5.3 describe the high level interactions for use of the reference point introduced in clause 5.2.1.3 for termination of NF Deployment(s).
With the interfaces provided by an external orchestration and management system that has the capability to perform termination of NF Deployment, the 3GPP management system is able to send the request and receive the response for the termination of NF Deployment, and the solutions fulfil the requirements expressed in clause 5.2.5.2.

* * * Next Change * * * *
5.2.6.4	Evaluation of solutions
The proposed solution adds new functionality on the deployment management reference point to enable the 3GPP management system to request the horizontal scaling of specific NF Deployment instance(s) and to configure the scaling information to automatically trigger the horizontal scaling of the NF Deployment instance. It fulfils the use case requirements expressed in clause 5.2.6.2.
The proposed solutions in clause 5.2.6.3 describe the high level interactions for use of the reference point introduced in clause 5.2.1.3 for scaling of NF Deployment(s).
With the interfaces provided by an external orchestration and management system that has the capability to perform scaling of NF Deployment, the 3GPP management system is able to request the horizontal scaling of specific NF Deployment instance(s) and to configure the scaling information to automatically trigger the horizontal scaling of the NF Deployment instance, and the solutions fulfil the requirements expressed in clause 5.2.6.2.



* * * * * * End of Changes * * * *

