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Comments
To introduce a potential solution for the following use case defined in clause 5.2.1 of TR 28.885. 
-	Use case #1: Energy consumption and Energy Efficiency estimation and reporting at per network slice granularity

Proposed Changes
* * * First Change * * * *
5.2.1.3.a	Potential solution #<a>: Enhancements to estimation of network slice EC KPIs 
5.2.1.3.a.1	Introduction
This potential solution defines enhancements estimation of network slice energy consumption KPI. 
5.2.1.3.a.2	Description
The existing network slice EC KPI specified in clause 6.7.3.3 of TS 28.554 [4] can be enhanced to report support reporting for each SNSSAI. The KPI description in clause 6.7.3.3 of TS 28.554 [4] already describes how to estimate the energy consumption of gNB and 5GC NFs that are part of the NetworkSlice. 
This KPI can be enhanced to report the following:
-	Estimated ECns_SNSSAI: The KPI defined in clause 6.7.3.3 of TS 28.554 [4] is applicable for the estimated EC of an S-NSSAI.
-	Estimated ECns KPI: The combined estimated EC for the NetworkSlice can be obtained by adding the Estimated ECns_SNSSAI of each SNSSAI that is configured in the NetworkSlice MOI.
Editor's Note:	This clause needs to be updated for the KPI definition as per the KPI template in TS 28.554 [4].

* * * End of Changes * * * *

