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	Reason for change:
	By measuring the number of successful and failed storage and retrieval service requests, the operator can estimate the potential workload on NWDAF hosting ADRF and take management actions for configuration and resource allocation. 

	
	

	Summary of change:
	1. A new measurement “Number of successful storage service requests received by ADRF hosted by NWDAF” is introduced.
2. A new measurement “Number of failed storage service requests received by ADRF hosted by NWDAF” is introduced.
3. A new measurement “Number of successful retrieval service requests received by ADRF hosted by NWDAF” is introduced.
4. A new measurement “Number of failed retrieval service requests received by ADRF hosted by NWDAF” is introduced.

	 
	

	Consequences if not approved:
	Operator will not be able to monitor the performance of NWDAF hosting ADRF. 
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[bookmark: _Toc145949649]Start of change
[bookmark: _Toc155702222]5.X      Performance measurements related to ADRF
5.X.A    Measurements related to storage services provided by ADRF 
5.X.A.x   Number of failed storage service requests received by NWDAF hosting ADRF
a)	This measurement provides the number of storage service requests received and rejected by NWDAF hosting ADRF.
b)  CC
c)	On receiving the storage service request "Nadrf_DataManagement_StorageRequest" by NWDAF hosting ADRF to store data or analytics, if the request is rejected, each rejected request is added to the corresponding counter. This measurement can be split into subcounters per consumer NF. The consumer NF can be NWDAF, DCCF or MFAF. (See TS 23.288 [59]). 
d)	It is an integer value
e)	DANS.DataStorageResRejected
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
5.X.A.y   Number of successful storage service requests received by NWDAF hosting ADRF
a)	This measurement provides the number of storage service requests received and accepted by NWDAF hosting ADRF.
b)  CC
c)	On receiving the storage service request "Nadrf_DataManagement_StorageRequest" by NWDAF hosting ADRF to store data or analytics, each accepted request is added to the corresponding counter. This measurement can be split into subcounters per consumer NF. The consumer NF can be NWDAF, DCCF or MFAF. (See TS 23.288 [59]).
d)	It is an integer value
e)	DANS.DataStorageResAccepted
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
[bookmark: _GoBack]
5.X.B    Measurements related to retrieval services provided by ADRF 
5.X.B.x   Number of failed retrieval service requests received by NWDAF hosting ADRF
a)	This measurement provides the number of retrieval service requests received and rejected by NWDAF hosting ADRF.
b)  CC
c)	On receiving the retrieval service request "Nadrf_DataManagement_RetrievalRequest" by NWDAF hosting ADRF to retrieve data or analytics, if the request is rejected, each rejected request is added to the corresponding counter. This measurement can be split into subcounters per consumer NF. The consumer NF can be NWDAF, DCCF. (See TS 23.288 [59]).
d)	It is an integer value
e)	DANS.DataRetrievalResRejected
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
5.X.B.y   Number of successful retrieval service requests received by NWDAF hosting ADRF
a)	This measurement provides the number of retrieval service requests received and accepted by NWDAF hosting ADRF.
b)  CC
c)	On receiving the retrieval service request "Nadrf_DataManagement_RetrievalRequest" by NWDAF hosting ADRF to retrieve data or analytics, each accepted request is added to the corresponding counter. This measurement can be split into subcounters per consumer NF. The consumer NF can be NWDAF, DCCF. (See TS 23.288 [59]).
d)	It is an integer value
e)	DANS.DataRetrievalResAccepted
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
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