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1	Overall description
SA5 is working to provide management support for MWAB in Rel-20 according to the LS received from SA2 (S2-2504380) with RAN3 copied. In the LS, SA2 specifies the following configuration requirements.
……………………………………………………………………………………………………………………………….
Specifically, besides the required configurations for a normal gNB, a MWAB-gNB would require the following optional configurations from the OAM server of the MWAB Broadcasted PLMN/SNPN:
· QoS related information for the BH PDU sessions (TS 23.501 clause 5.49.1.3);
· Mapping of the S-NSSAI(s) of the MWAB Broadcasted PLMN/SNPN to the traffic descriptor type of information for the BH PLMN (TS 23.501 clause 5.49.1.4);
· Different configuration parameter sets each associated to a different area (TS 23.501 clause 5.49.2.2);
· Pre-configured authorization information, e.g. location or time to turn on/shut down the MWAB operation (TS 23.501 clause 5.49.3.3);
· Mapping of a MWAB’s geo-location to the ULI information (TS 23.501 clause 5.49.4).
……………………………………………………………………………………………………………………………….
SA5 kindly asks RAN3’s opinion on the above configurations.
2	Actions
To RAN3 
ACTION: 	SA5 kindly requests RAN3 to provide feedback.
3	Dates of next TSG SA WG5 meetings
SA5#164		17 November - 21 November 2025		Dallas, USA
SA5#165		9 February - 13 February 2026		India

