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Comments
This pCR provides the conclusion and recommendations.

Proposed Changes
* * * First Change * * * *
[bookmark: _Toc211658817][bookmark: _Toc211658871][bookmark: _Toc211658909]4. 			Conclusions and Recommendations
The document concluded the following use case, there solutions and the related evaluations. It is recommended to normatively define the proposed Use cases, requirements and solutions based on the solutions and evaluations as follows:
· Closed Control Loop for Network Maintenance: introduce the use case, requirements for Network Maintenance CCL and a solution including a new IOC for Network Maintenance CCL and new dataType for Network Maintenance CCL result
· CCL for network capacity optimization: introduce the use case, requirements for capacity optimization CCL and a solution including a new IOC for capacity optimization CCL and Attributes on reporting for Mmanaged Object LCM and executed LCM operations.
· Automated status monitoring: introduce the use case, requirements for status monitoring CCL and a solution including a new IOC for status monitoring CCL. The report for status monitoring is to be agreed in the normative phase.
· CCL for Multi-domain ES Optimization: introduce the use case, requirements for multi-domain energy savings optimization CCL and a solution including a new IOC for multi-domain energy savings optimization CCL and attribute indicating the actions of the multi-domain energy savings optimization
· Dynamic CCL for resource optimization: introduce the use case, requirements for network resource optimization CCL and a solution including a new IOC for network slice resource optimization CCL and attribute indicating the actions taken by the CCL.
· Closed Control Loop traceability: introduce the use case, requirements for Closed Control Loop traceability and a solution including attributes in the CCL model definitions for the identity of the entity triggering the scenario, the task for the closed loop and a Boolean for allowing propagating the CCL triggering entity's information.
for each.
* * * Next Change * * * *

* * * End of Changes * * * *

