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1
Decision/action requested

The group is asked to discuss and approval.
2
References

[1]
3GPP TR 28.869 v0.1.0 Study on cloud aspects of management and orchestration.
3
Rationale

The contribution proposes to add a new use case on lifecycle management of VNF generic OAM functions.
4
Detailed proposal

It proposes to make the following changes to TR 28.869 [1].

	1st  Change


5
Use cases, potential requirements, and potential solutions

5.1
Use of VNF generic OAM functions

Editor's Note: This clause describes the use cases, issues, requirements, and solutions related to WT-1.
5.1.x
Use case #X：Lifecycle management of VNF generic OAM functions
5.1.x.1
Description
This use case is about lifecycle management of VNF generic OAM function, including instantiation, scaling up/out ,scale down/in, and termination of the VNF generic OAM function,etc.
This use case assumes that the lifecycle management for VNF generic OAM function is not generated independently.The lifecycle management of  generic OAM functions is accompanied by the lifecycle management of NS/VNFs that require them. For example, when the 3GPP management system requests the instantiation of a NS that is requiring the VNF generic OAM functions, the NSD need contain descriptions of the related generic OAM functions.
5.1.x.2
Potential requirements
REQ-GOF_LCM-1:The 3GPP management system should have the capability to send VNF LCM requests that contain generic OAM function lifecycle management information.
REQ-GOF_LCM-2:The 3GPP management system should have the capability to receive VNF LCM  results that contain generic OAM function lifecycle management information.

5.1.x.3
Potential solutions
5.1.x.4
Evaluation of solutions

	End of   Changes


