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[bookmark: _Toc138291095]* * * First Change * * * *
[bookmark: _Toc133484072][bookmark: _Toc162868857][bookmark: _Toc155261700][bookmark: _Toc155261701]9.2.3.7	SEALDD connection status subscription request
Table 9.2.3.7-1 describes the information flow from the VAL server to SEALDD server to subscribe to SEALDD connection status information.
Table 9.2.3.7-1: SEALDD connection status subscription request
	Information element
	Status
	Description

	VAL server ID
	M
	Identity of the VAL server

	Event ID list
	M
	Identifies a list of events such as establishment, release, congestion report, SEALDD client connection status.

	VAL service ID
	O
	Identity of the VAL service

	Identity
	O
	Identifier of VAL UE or VAL user.

	SEALDD-S Data transmission connection information
	M
	Address/port of the VAL server to send/receive the application packets to/from the SEALDD server.

	Immediate reporting flag
	O
	Indicates the immediate reporting of connection status notification

	SEALDD client connection status check periodicity
	O
	Indicates the frequency to perform SEALDD client connection status check



[bookmark: _Toc133484073][bookmark: _Toc162868858]9.2.3.8	SEALDD connection status subscription response
Table 9.2.3.8-1 describes the information flow from the SEALDD server to VAL server for responding SEALDD connection status subscription request.
Table 9.2.3.8-1: SEALDD connection status subscription response
	Information element
	Status
	Description

	Result
	M
	Success or failure.

	> Reporting ID
	O
(NOTE)
	Indicates the reporting ID of the connection status per VAL UE/user

	> Subscription ID
	O
(NOTE)
	Subscription identifier corresponding to the subscription.

	Expiration time
	O
(NOTE)
	Indicates the expiration time of the subscription.

	NOTE:	These IEs shall be present when the result is success.



[bookmark: _Toc155261702]9.2.3.9	SEALDD connection status notification
Table 9.2.3.9-1 describes the information flow from the SEALDD server to the VAL server to notify SEALDD connection status.
Table 9.2.3.9-1: SEALDD connection status notification
	Information element
	Status
	Description

	Event ID
	M
	Identifies event such as establishment, release, congestion report, SEALDD client connection status.

	Identity
	M
	Identifier of VAL UE or VAL user.

	VAL service ID
	M
	Identity of the VAL service.

	SEALDD connection establishment data
	O
(See NOTE 1)
	Data related to SEALDD connection establishment.

	> SEALDD-S Data transmission connection information
	M
	Address/port of the SEALDD server to send/receive the application packets to/from the VAL server.

	> SEALDD communication lifetime
	O
	Identifies the DD communication lifetime.

	Congestion level
	O
(See NOTE 2)
	The congestion level of the VAL service

	Reporting ID
	M
	Indicates the reporting ID of the connection status

	SEALDD client connection status
	OM
(See NOTE 3)
	Indicates the connection status of VAL UE. E.g. reachable, unreachable, sleeping

	NOTE 1:		This IE is used for the establishment event.
NOTE 2:		This IE is used for the congestion report event.
NOTE 3:		This IE is used for the SEALDD client connection status event.
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