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[bookmark: _Toc146295242][bookmark: _Toc218242684]7.17.7.1.1	Ad hoc group standalone FD request (MCData client – MCData server)
Table 7.17.7.1.1-1 describes the information flow for the Ad hoc group standalone FD request sent from the MCData client to the MCData server.
Table 7.17.7.1.1-1: Ad hoc group standalone FD request
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending the FD request

	Functional alias
	O
	The associated functional alias of the MCData user sending the FD request

	MCData ad hoc group ID (see NOTE 1)
	M
	The MCData group ID of the ad hoc group to which the file is to be sent

	Preconfigured MCData group ID (see NOTE 2)
	O 
	The identity of the MCData group whose configuration (e.g. security related information) is to be applied for ad hoc group file distribution.

	Conversation Identifier
	M
	Identifies the conversation

	Transaction Identifier
	M
	Identifies the MCData transaction

	Emergency indicator (see NOTE 3)
	O
	Indicates that the standalone file distribution request is for emergency ad hoc group standalone file distribution service

	Imminent peril indicator (see NOTE 3)
	O
	Indicates that the standalone file distribution request is for imminent peril ad hoc group standalone file distribution service

	Disposition indication
	O
	Indicates whether file download completed report is expected or not

	Download indication
	O
	Indicates mandatory download

	Location
	O
	Location of the Originating MCData user sending the file

	Payload Destination Type
	M
	Indicates whether the payload is for application consumption or MCData user consumption

	Application identifier (see NOTE 4)
	O
	Identifies the application for which the payload is intended (e.g. text string, port address, URI)

	Application metadata container
	O
	Implementation specific information that is communicated to the recipient

	Content reference
	M
	URL reference to the content and file metadata information

	Deposit file indication
	O
	Indicates whether the file to be stored into the MCData message store account of the MCData user

	NOTE 1:	The MCData ad hoc group ID is determined prior to by using the Determine ad hoc group request.
NOTE 2:	If end-to-end encryption is required, then this element is included and the value is determined prior to by using the Determine ad hoc group request.
NOTE 3:	If used, only one of these information elements shall be present.
NOTE 4:	The application identifier shall be included only if the payload destination type indicates that the FD message is for application consumption. Use of Application ID to target the FD to a specific application use is out of scope of the present document.
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Editor's note: Use of Application ID to target the FD to a specific application use is FFS.
* * * End Change * * *

